




























































































































































































































































MAY 11, 2016

SERVING CLIENTS WITH CIVIL AND ENVIRONMENTAL
ENGINEERING SERVICES

3556 TOM AUSTIN HWY, SUITE 7, SPRINGFIELD, TN 37172
PHONE: (615) 382-2000 FAX: (888) 373-4485

www.klobereng.com
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Know  what's  below.

          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY

COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND

POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.
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PMDP2

PHASE ONE
LAYOUT

Know  what's  below.

          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY

COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND

POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.

NOT FOR CONSTRUCTION
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PMDP3

GENERAL SITE
DETAILS

NOT FOR CONSTRUCTION
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PROPOSED

VOL. STATE BANK

3,721 SF
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L1.01NOT FOR CONSTRUCTION
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18" HACK.

18" HACK.

18" HACK.

18" MAPLE

36" MAPLE

18" HACK.

36" MAPLE

36" MAPLE

DEAD

48" DBL.

HACK.

30" MAPLE

40" MAPLE

36" ASH

60" MAPLE

30" MAPLE

30" WALNUT

36" WALNUT

18" WALNUT

18" WALNUT

12" WALNUT
12" WALNUT

29" ASH

16" SYCAMORE

12" WALNUT

16" MAPLE

20" MAPLE

20" MAPLE

20" MAPLE
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GRAPHIC SCALE - 1 inch =      ft.
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PROPOSED

VOL. STATE BANK

3,721 SF
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L1.02NOT FOR CONSTRUCTION

1
-
2
8
-
1
6

PARKING SPACES:

1 TREE/10 SPACES:

REQUIRED

INTERIOR PARKING AREA:

INTERIOR  PLANTING

19,950 S.F.

19,950 x 7.5%  = 1,496 S.F.

12

LANDSCAPE  CALCULATIONS

SITE AREA:

ZONED:

(43,128 SF)  1.01 AC

(PROPOSED) PGC

CANOPY TREES: 2

REQUIRED

7.5%

(3,235 SF)

9.2

92.5

(as required)

YES

YES

PROVIDED

7.5%+

(TBD)

(TBD)

(TBD)

YES

YES

YES

SITE LANDSCAPING AREA:

(EXCLUDING BUFFERYARDS)

       (SQ. FT.)

SITE TREES: (1/500 SF)

SITE SHRUBS: (50/AC)

     (Buffer/Perimeter Shrubs)

LOADING AREA SCREENING

MECH. EQUIP. SCREENING

PROVIDED

1

REQUIREDINTERIOR

PLANTING AREA: 1,500+ SF

PROVIDED

1,496 SF

PROVIDED

1 + 1 EX.

4

FRONTAGE = 150' - 26' (DRIVES)= 124'

TREES:

     (1) - LRG. CANOPY/60 LF

     (2) - SML. UNDERSTORY/60 LF

NORTH BUFFERYARD - TYPE "15" - TRANSITIONAL

BUFFERYARD   CALCULATIONS

REQUIRED

2

4

TREE PLANTING
SPECIFICATIONS
1. The depth of the hole dug should be about 10% than the distance

from the top-most root (measured where it joins the trunk) to the

bottom of the rootball.  The width of the hole shall be at least 1.5

times the width of the rootball.

2. Cut away burlap and wiring so that at least 

1

3

 of the rootball is

exposed.  Synthetic burlap shall be removed entirely.  All twine

and rope shall be removed from the base of the tree and from any

branches.

3. After planting, the topmost root shall be no more than 2 inches

below the soil surface.  Additional soil should be removed.  The

surrounding grade should be even with or slightly lower than the

top root.  Please note: some trees will arrive from the nursery with

too much soil covering the first major root flare.  This soil should

be removed.  The resulting soil line should be even with or above

the surrounding grade.

4. 2 - 3 inches of mulch should be applied to cover the sides of the

rootball to a point even with the dripline.  Do not add any soil to

the top of the rootball.  Do not add more than 1 inch of mulch to

the top of the rootball .

5. In poorly drained soil, position the top of the rootball 10% or more

above the surrounding grade.  No more than 20% of the rootball

should be above the surrounding grade.

6. If trees are staked, stakes shall not come into contact with the

rootball.  Guy wires shall not be drawn taught, but should supply

just enough tension to prevent the tree from swaying a great deal.

All stakes, wiring and harnesses shall be removed within one year

unless otherwise specified.

TREE SELECTION
SPECIFICATIONS
1. There shall be no circling or girdling roots.  Circling roots should

be cut in at least one place.

2. Trees should be rooted into the rootball so that soil or media

remains intact and trunk and rootball move as one when lifted, but

not root bound.  The trunk should bend when gently pushed and

should not be loose so it pivots at or below soil line.

3. The point where the top-most root in the rootball emerges from

the trunk shall be within two inches of the soil surface.  It can be

exposed and visible at the soil surface.  If it is not within the top

tow inches of soil, gently remove the top layer of soil from the

rootball until the first major root flare is visible.

4. The relationship between caliper, height and rootball size shall

meet the ANSI Z60.1 standard, latest edition.

5. There should be one dominant leader to the top of the tree with

the largest branches spaced at least 6 inches apart.  There can be

two leaders in the top 25% of the tree if it is otherwise of good

quality.

6. The tree canopy should be mostly symmetrical and free of large

voids.  Clear trunk should be no more than 40% of tree height

unless otherwise specified in the planting specifications.

7. Open trunk and branch wounds shall be less than 10% of the

circumference at the wound and no more than 2 inches tall.

Properly mad pruning cuts are not considered open trunk wounds.

There should be no conks or bleeding, and there should be no

signs of insects or disease on more than 5% of the tree.

8. If any of the above conditions are not met, trees may be rejected.

MAPLE  DRIVE

PROVIDED

4+

6

YES

YES

FRONTAGE = 150'

TREES:

     (1) - LRG. CANOPY/50'

     (2)- SML. UNDERSTORY/50'

     90% FRONT LANDSCAPE AREA

     SHRUBS AROUND PARKING

SOUTH BUFFERYARD - 20' WIDE - (WEST MAIN STREET)

REQUIRED

3

6

YES

YES

EAST  BUFFERYARD

TYPE "15" ALTERNATIVE

290 LF

PROVIDED

5

8

YES

FRONTAGE = 301' - 15' (DRIVE)= 286'

TREES:

     (1) - LRG. CANOPY/60 LF

     (2) - SML. UNDERSTORY/60 LF

     SHRUBS AROUND PARKING

WEST BUFFERYARD - 10' WIDE (REDUCED)  - (MAPLE ST.)

REQUIRED

4.8

9.6

YES

FRONTAGE = 290'

     (1) - LRG. CANOPY/60 LF

     (2) - SML. UNDERSTORY/60 LF

EAST BUFFERYARD - TYPE "15"  ALTERNATIVE

REQUIRED

4.8

9.6

PROVIDED

2
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Know what's

R

GRAPHIC SCALE - 1 inch =      ft.

020 10 40

20

20

NOT TO SCALE

2' MIN.

MULCH RING

RADIUS

NO MULCH WITHIN 3" OF

TRUNK.  ROOT FLARE

MUST BE VISIBLE

3"

NOTE:

REMOVE BURLAP FROM

TOP 1/3 OF ROOTBALL.

GRADE AT WHICH TREE

GREW IN NURSERY

3" MULCH

BACKFILL WITH

GOOD CLEAN TOPSOIL

FREE OF ROCKS AND

DEBRIS.

BALLS GREATER THAN 2' IN

DIAMETER SHALL SIT ON MOUND

OF UNDISTURBED SOIL TO

PREVENT SETTLING.  BALLS

SMALLER THAN 2' MAY SIT ON

COMPACTED SOIL MIXTURE.

DECIDUOUS TREE PLANTING

IMPROPERLY PRUNED TREES

WILL BE REJECTED.  DO NOT

CUT CENTRAL LEADER.

DIAMETER OF THE HOLE FOR

BALLS UP TO 2' SHALL BE

TWICE THE DIAMETER OF BALL.

DIAMETER OF HOLE FOR BALLS

2' AND GREATER SHALL BE 2'

LARGER THAN THE DIAMETER

OF THE BALL.

4
"

M
i
n
.

SET TOP OF ROOT BALL 2"

ABOVE ADJACENT FINISH

GRADE.

CURB

UNDISTURBED SOIL

BACKFILL WITH

GOOD CLEAN TOPSOIL

3" MULCH

BERM TO ENSURE

POSITIVE DRAINAGE

OFF PLANTING BED

ROLL DOWN 

1

3

OF BURLAP ON B&B

SHRUB / GROUND COVER PLANTING

NOT TO SCALE

SPACING VARIES4' MIN. 12" MIN.

MULCH

RING

NOT TO SCALE

PLAN VIEW

SECTION

SEE PLANT

VARIES

SCHEDULE

PLANTING SOIL MIX

SUBGRADE LOOSENED

TO 12" DEPTH

MINIMUM 4" MULCH

GROUND COVER and

PERENNIAL PLANTING

LANDSCAPE NOTES:
1. THE LANDSCAPE CONTRACTOR SHALL VERIFY THE

LOCATION OF ALL UTILITIES AND TAKE PRECAUTIONS

TO PREVENT DAMAGE TO THESE UTILITIES.

2. THE LANDSCAPE CONTRACTOR SHALL COORDINATE

ALL CONSTRUCTION WITH THE APPROPRIATE

UTILITY COMPANIES AND SHALL BE RESPONSIBLE

FOR ALL DAMAGE TO UTILITIES.

3. ALL PLANTING BEDS OR MULCH BEDS SHALL BE

SPRAYED WITH ROUND-UP OR HAND WEEDED

(CONTRACTOR'S OPTION) PRIOR TO THE

INSTALLATION OF MULCH.

4. THE LANDSCAPE CONTRACTOR SHALL BE

RESPONSIBLE FOR THE FINE GRADING OF ALL

PLANTING AREAS.  INSURE POSITIVE DRAINAGE OFF

LANDSCAPE BERMS.

5. ALL PLANTING AREAS SHALL BE FERTILIZED WITH 10

lbs./1000 S.F. OF 12-24-12 FERTILIZER.

6. ALL PLANTING BEDS SHALL HAVE A MINIMUM OF 3"

DEPTH OF  MULCH.  NO MULCH WITH 3" OF TREE

TRUNK.

7. THE LANDSCAPE CONTRACTOR SHALL VERIFY ALL

MATERIAL QUANTITIES.  IN THE EVENT OF A

DISCREPANCY, THE CONTRACTOR SHOULD

IMMEDIATELY NOTIFY THE LANDSCAPE ARCHITECT.

8. THE LANDSCAPE CONTRACTOR SHALL PROVIDE THE

OWNER WITH WRITTEN INSTRUCTIONS ON THE

PROPER CARE OF ALL SPECIFIED PLANT MATERIALS

PRIOR TO FINAL PAYMENT.

9. SOD ALL DISTURBED AREAS.  USE EROSION

CONTROL MATTING  ON SLOPES EXCEEDING 3:1.

10. ANY SHRUBS PLANTED WITHIN THE SIGHT TRIANGLE

MUST BE MAINTAINED AT A MAXIMUM HEIGHT OF 24".

11. ALL TREES AND SHRUBS TO BE GRADE "A" QUALITY,

HEALTHY, VIGOROUS, FREE OF PESTS AND DISEASE.

INFERIOR PLANTS WILL BE REJECTED.  ALL PLANTS

MUST MEET OR EXCEED THE SPECIFICATIONS SET

FORTH IN ANSIZ60.1-2004 OR LATEST REVISION.

12. ALL UNHEALTHY OR DEAD PLANT MATERIAL SHALL

BE REPLACED WITHIN ONE YEAR, OR BY THE NEXT

PLANTING PERIOD, WHICHEVER COMES FIRST.

OTHER DEFECTIVE PLANT MATERIAL SHALL BE

REPLACED OR REPAIRED WITHIN THREE (3) MONTHS.

13. CONTRACTOR TO PROVIDE FULLY AUTOMATIC

LANDSCAPE SPRINKLER SYSTEM TO ALL LANDSCAPE

AREAS.  IRRIGATION CONTROLLER TO BE LOCATED

INSIDE BUILDING.

14. ALL FIELD SET, ABOVEGROUND UTILITY BOXES MUST

BE SCREENED FROM PUBLIC R.O.W. ON THREE SIDES

(LEAVING DOOR ACCESS OPEN).  SCREENING MUST

BE EVERGREEN PLANT MATERIAL THAT EXCEEDS

THE HEIGHT OF THE STRUCTURE TO BE SCREENED

BY 6 INCHES MIN.

15. ANY PRESERVED TREES DAMAGED OR REMOVED

DURING CONSTRUCTION MAY HAVE TO BE

REPLANTED PRIOR TO CERTIFICATE OF OCCUPANCY

TO FULFILL PERIMETER PLANTING REQUIREMENTS.
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NORTH  BUFFERYARD

TRANSITIONAL

TYPE "15" -  124 LF

WEST  BUFFERYARD

10' WIDE -  266 LF

SOUTH  BUFFERYARD

20' WIDE -  150' LF

MOST TREES AND SHRUBS

WILL BE SHIFTED TO THE

BIO-POND

UNDERSTORY TREES

USED DUE TO CLOSE

PROXIMITY OF EXISTING

TREES ON ADJ. PROPERTY

BIO-RETENTION

AREA

BIO-RETENTION

AREA

EXISTING TREES

TO REMAIN (TYP.)

EXISTING TREES

TO REMAIN (TYP.)

AREA LEFT VACANT

FOR PLANT SCHEDULE

LANDSCAPE

AREAS (TYP.)

LANDSCAPE

AREAS (TYP.)

PRELIMINARY
LANDSCAPE

PLAN
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Know  what's  below.

          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY

COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND

POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.

NOT FOR CONSTRUCTION
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FMDP2

PHASE ONE
LAYOUT

Know  what's  below.

          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY

COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND

POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.

NOT FOR CONSTRUCTION
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C1.01

INITIAL
EP&SC

Know  what's  below.

          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY

COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND

POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.

NOT FOR CONSTRUCTION
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C1.02

SITE
LAYOUT

Know  what's  below.

          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY

COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND

POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.

NOT FOR CONSTRUCTION
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C1.03

UTILITY
PLAN

Know  what's  below.

          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY

COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND

POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.
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C1.04

GRADING &
DRAINAGE

Know  what's  below.

          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY

COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND

POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.

NOT FOR CONSTRUCTION
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C1.05

FINAL
STABILIZATION

Know  what's  below.

          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY

COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND

POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.

NOT FOR CONSTRUCTION
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C1.06

PHOTOMETRIC
PLAN

Know  what's  below.

          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY

COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND

POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.

NOT FOR CONSTRUCTION
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WATERLINE
EXTENSION

NOT FOR CONSTRUCTION C2.01
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Know  what's  below.

          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY

COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND

POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.

CERTIFICATION OF APPROVAL OF UTILITY PLANS:

(GPU REPRESENTATIVE)

GALLATIN PUBLIC UTILITIES:

DATE:

WITH CURRENT LOCAL AND STATE REQUIREMENTS.

I CERTIFY THAT THE FOLLOWING UTILITIES PLAN ARE IN ACCORDANCE



SEWERLINE
EXTENSION

NOT FOR CONSTRUCTION C3.01
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Know  what's  below.

          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY

COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND

POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.

CERTIFICATION OF APPROVAL OF UTILITY PLANS:

(GPU REPRESENTATIVE)

GALLATIN PUBLIC UTILITIES:

DATE:

WITH CURRENT LOCAL AND STATE REQUIREMENTS.

I CERTIFY THAT THE FOLLOWING UTILITIES PLAN ARE IN ACCORDANCE



C4.01

CONSTRUCTION
DETAILS

NOT FOR CONSTRUCTION
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C4.02

CONSTRUCTION
DETAILS

NOT FOR CONSTRUCTION
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C4.03

CONSTRUCTION
DETAILS

NOT FOR CONSTRUCTION
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C4.04

CONSTRUCTION
DETAILS

NOT FOR CONSTRUCTION
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PROPOSED

VOL. STATE BANK

3,721 SF
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C07215

NOT FOR CONSTRUCTION
Ph. (615) 469-1222      Fax (615) 469-1223

2101 Masters Drive, Springfield, TN  37172

Email: kreff@kitadesign.biz

18" HACK.

18" HACK.

18" HACK.

18" MAPLE

36" MAPLE

18" HACK.

36" MAPLE

36" MAPLE

DEAD

48" DBL.

HACK.

30" MAPLE

40" MAPLE

36" ASH

60" MAPLE

30" MAPLE

30" WALNUT

36" WALNUT

18" WALNUT

18" WALNUT

12" WALNUT 12" WALNUT

29" ASH

16" SYCAMORE

12" WALNUT

16" MAPLE

20" MAPLE

20" MAPLE

20" MAPLE

V
O

LU
N

TE
ER

 S
TA

TE
 B

A
N

K

SU
M

N
ER

 C
O

U
N

TY

55
4 

W
ES

T 
M

A
IN

 S
TR

EE
T

G
A

LL
A

TI
N

, T
N

PR
EL

IM
IN

A
R

Y
 M

A
ST

ER
D

EV
EL

O
PM

EN
T 

PL
A

N

Know what's below.
before you dig.Call
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GRAPHIC SCALE - 1 inch =      ft.
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PROPOSED

VOL. STATE BANK

3,721 SF
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C07215

Ph. (615) 469-1222      Fax (615) 469-1223

2101 Masters Drive, Springfield, TN  37172

Email: kreff@kitadesign.biz

PARKING SPACES:

1 TREE/10 SPACES:

REQUIRED

INTERIOR PARKING AREA:

INTERIOR  PLANTING

19,950 S.F.

19,950 x 7.5%  = 1,496 S.F.

12

LANDSCAPE  CALCULATIONS

SITE AREA:

ZONED:

(43,128 SF)  1.01 AC

(PROPOSED) PGC

CANOPY TREES: 2

REQUIRED

7.5%

(3,235 SF)

9.2

92.5

(as required)

YES

YES

PROVIDED

20.6%

8,900 SF

60

242

YES

YES

YES

SITE LANDSCAPING AREA:

(EXCLUDING BUFFERYARDS)

       (SQ. FT.)

SITE TREES: (1/500 SF)

SITE SHRUBS: (50/AC)

     (Buffer/Perimeter Shrubs)

LOADING AREA SCREENING

MECH. EQUIP. SCREENING

PROVIDED

1

REQUIREDINTERIOR

PLANTING AREA: 1,500+ SF

PROVIDED

1,496 SF

PROVIDED

1 + 1 EX.

4

FRONTAGE = 150' - 26' (DRIVES)= 124'

TREES:

     (1) - LRG. CANOPY/60 LF

     (2) - SML. UNDERSTORY/60 LF

NORTH BUFFERYARD - TYPE "15" - TRANSITIONAL

BUFFERYARD   CALCULATIONS

REQUIRED

2

4

MAPLE  DRIVE

PROVIDED

4+

6

YES

YES

FRONTAGE = 150'

TREES:

     (1) - LRG. CANOPY/50'

     (2)- SML. UNDERSTORY/50'

     90% FRONT LANDSCAPE AREA

     SHRUBS AROUND PARKING

SOUTH BUFFERYARD - 20' WIDE - (WEST MAIN STREET)

REQUIRED

3

6

YES

YES

EAST  BUFFERYARD

TYPE "15" ALTERNATIVE

290 LF

PROVIDED

5

8

YES

FRONTAGE = 301' - 15' (DRIVE)= 286'

TREES:

     (1) - LRG. CANOPY/60 LF

     (2) - SML. UNDERSTORY/60 LF

     SHRUBS AROUND PARKING

WEST BUFFERYARD - 10' WIDE (REDUCED)  - (MAPLE ST.)

REQUIRED

4.8

9.6

YES

FRONTAGE = 290'

     (1) - LRG. CANOPY/60 LF

     (2) - SML. UNDERSTORY/60 LF

EAST BUFFERYARD - TYPE "15"  ALTERNATIVE

REQUIRED

4.8

9.6

PROVIDED

2

12
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Know what's below.
before you dig.Call

R N

GRAPHIC SCALE - 1 inch =      ft.

020 10 40

20

20

NOT TO SCALE

2' MIN.

MULCH RING

RADIUS

NO MULCH WITHIN 3" OF

TRUNK.  ROOT FLARE

MUST BE VISIBLE

3"

NOTE:

REMOVE BURLAP FROM

TOP 1/3 OF ROOTBALL.

GRADE AT WHICH TREE

GREW IN NURSERY

3" MULCH

BACKFILL WITH

GOOD CLEAN TOPSOIL

FREE OF ROCKS AND

DEBRIS.

BALLS GREATER THAN 2' IN

DIAMETER SHALL SIT ON MOUND

OF UNDISTURBED SOIL TO

PREVENT SETTLING.  BALLS

SMALLER THAN 2' MAY SIT ON

COMPACTED SOIL MIXTURE.

DECIDUOUS TREE PLANTING

IMPROPERLY PRUNED TREES

WILL BE REJECTED.  DO NOT

CUT CENTRAL LEADER.

DIAMETER OF THE HOLE FOR

BALLS UP TO 2' SHALL BE

TWICE THE DIAMETER OF BALL.

DIAMETER OF HOLE FOR BALLS

2' AND GREATER SHALL BE 2'

LARGER THAN THE DIAMETER

OF THE BALL.

4
"

M
i
n
.

SET TOP OF ROOT BALL 2"

ABOVE ADJACENT FINISH

GRADE.

CURB

UNDISTURBED SOIL

BACKFILL WITH

GOOD CLEAN TOPSOIL

3" MULCH

BERM TO ENSURE

POSITIVE DRAINAGE

OFF PLANTING BED

ROLL DOWN 

1

3

OF BURLAP ON B&B

SHRUB / GROUND COVER PLANTING

NOT TO SCALE

SPACING VARIES4' MIN. 12" MIN.

MULCH

RING

NOT TO SCALE

PLAN VIEW

SECTION

SEE PLANT

VARIES

M
I
N

.

SCHEDULE

PLANTING SOIL MIX

SUBGRADE LOOSENED

TO 12" DEPTH

6
"

MINIMUM 4" MULCH

GROUND COVER and

PERENNIAL PLANTING

W
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M
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S
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E
E

T

NORTH  BUFFERYARD

TRANSITIONAL

TYPE "15" -  124 LF

WEST  BUFFERYARD

10' WIDE -  266 LF

SOUTH  BUFFERYARD

20' WIDE -  150' LF

TREES AND SHRUBS SHIFTED

TO THE BIO-POND

UNDERSTORY TREES

USED DUE TO CLOSE

PROXIMITY OF EXISTING

TREES ON ADJ. PROPERTY

EXISTING TREES

TO REMAIN (TYP.)

EXISTING TREES

TO REMAIN (TYP.)

P L A N T    S C H E D U L E

QTY.  COMMON NAME  BOTANICAL NAME HEIGHT TRUNK  COMMENTS

 CANOPY  TREES

8

 'Armstrong' Red Maple  Acer rubrum 'Armstrong'

14' - 16' 2.5" Cal.

 Strong Central Leader

3

 Bosque Elm  Ulmus parvifolia

12' - 14' 2.5" Cal.  Well formed

8

 'Armstrong' Red Maple  Acer rubrum 'Armstrong'

14' - 16' 2.5" Cal.

 Strong Central Leader

2  River Birch

 Betula nigra

12' - 14' 2.5" Cal.

 Mult-trunk - (3) 1" canes min.

2

 Red Maple

 Acer Rubrum 14' - 16' 3" Cal.

 Strong Central Leader

23  TOTAL - CANOPY TREES

 UNDERSTORY TREES

2

 American Holly  Ilex opaca

6' Min. 2" Cal.

 Full to ground, well formed

9  'Emerald Green' Arborvitae

 Thuja occidentalis 'Emerald Green'

6' Min. 2" Cal.

 Full to ground, well formed

1

 'Cherokee Chief' Dogwood

 Cornus florida 'Cherokee Chief' 8' - 10' 2" Cal.

 Specimen

20

 'Dynamite' Crapemyrtle  Lagerstroemia indica 'Whit II'

7' - 8' -  Multi-trunk

5

 'Forest Pansy' Redbud  Cercis canadensis 'Forest Pansy'

8' - 10' 2" Cal.

37  TOTAL - UNDERSTORY TREES

60  TOTAL - ALL TREES

 SHRUBS

2

 'Annabelle' Hydrangea  Hydrangea arborescens 'Annabelle'

24" Min. 3 Gal.

 Full and Heavy

13

 'Dazzle Me Pink' Crapemyrtle  Lagerstroemia ‘GAMAD V’ PP#17,411

18" Min. 3 Gal.

 Full and Heavy - Hardy variety

10

 'Chicagoland Green' Boxwood

 Buxus x 'Glencoe' 18" Min. 3 Gal.

105

 China Girl Holly

 Ilex x meserveae 'China Girl' 18" Min. 3 Gal.

 One male per 5  - 7 female plants

7

 'Crimson Pygmy' Barberry  Berberis thunbergii 'Crimson Pygmy'

12" Min. 3 Gal.

8

 'Sky Pencil' Japanese Holly  Ilex crenate 'Sky Pencil'

30" Min. 5 Gal.

12  'Karen' Azalea

 Azalea x 'Karen' (Gable Hybrid)

18" Min. 3 Gal.

29

 Otto Luyken  Prunus laurocerasus 'Otto Luyken'

18" Min. 3 Gal.

14

 'Shamrock' Inkberry  Ilex glabra 'Shamrock'

30" Min. 5 Gal.

20

 'Soft Touch' Holly

 Ilex crenata 'Soft Touch' 12" 3 Gal.  Well formed/Full

5

 'Magic Carpet' Spirea  Spirea japonica 'Magic Carpet'

12" Min. 3 Gal.

17

 'Henry's Garnet' Virginia Sweetspire  Itea virginica 'Henry's Garnet'

18" Min. 3 Gal.

242  TOTAL - SHRUBS

 ORNAMENTAL GRASSES

6

 'Adagio' Maiden Grass  Miscanthus sinensis 'Adagio''

30" Min. 5 Gal.

 Full and Heavy

3

 Pink Muhly Grass  Muhlenbergia capillaris

18" Min. 3 Gal.

 GROUND COVER/PERENNIAL FLOWERS

33  'Jacob Cline' Bee Balm

 Monarda didyma 'Jacob Cline'

- 1 Gal.

61

 Black-Eyed Susan

 Rudbeckia triloba - 1 Gal.

4

 'Black Knight' Butterfly Bush  Buddleja davidii 'Black Knigh'

30" Min. 5 Gal.

10  'Golden Rule' St. John's Wort

 Hypericum calycinum 'NCHCI'

8" 4" Pots

7  'June' Hosta  Hosta x 'June' 8" 1 Gal.

8  'Mac N Cheese' Coneflower  Echinacea 'Mac 'N Cheese' 8" 1 Gal.

50

 Variegated Lilyturf  Liriope muscarii 'Variegata'

8" 4" Pots  Plant 12" o.c.

18

 'Stella De Oro' Daylily

 Hermocalis x 'Stella De Oro' 8" 1 Gal.  Plant 18" o.c.

17  Tall Ironweed

 Vernonia gigantea

12" 1 Gal.

38

 Tussack Sedge

 Carex stricta 12" 1 Gal.

35 sf  Seasonal Color  Various annual flowers 8" 4" Pots

 Change flowers each season

 TURF

SOD

 Hybrid Fescue  Drought tolerant fescue turf mix

LANDSCAPE
PLAN

DETENTION

POND

BOSQUE

ELM - 1

BOSQUE

ELM - 1

BOSQUE

ELM - 1

'FOREST PANSY'

REDBUD - 1

OTTO

LUYKEN - 3

'CHEROKEE CHIEF'

DOGWOOD - 1

OTTO LUYKEN - 18

HELLERI

HOLLY - 8

'BELLA ANNA'

HYDRANGEA - 1

'KAREN'

AZALEA - 5

'GOLDEN RULE'

ST. JOHN'S WORT - 10

'ADAGIO' MAIDEN

GRASS - 6

VARIEGATED

LILYTURF - 15

'EMERALD'

ARBORVITAE - 7

'FOREST PANSY'

REDBUD - 3

'DYNAMITE'

CRAPEMYRTLE - 8

'BELLA ANNA'

HYDRANGEA - 1

'KAREN'

AZALEA - 6

'JUNE'

HOSTA - 7

'EMERALD'

ARBORVITAE - 1

'KAREN'

AZALEA - 1

OTTO LUYKEN - 4

'EMERALD'

ARBORVITAE - 1

'DAZZLE ME PINK'

CRAPEMYRTLE - 2

SOD

'CRIMSON PYGMY'

BARBERRY - 7

'STELLA DE ORO'

DAYLILY - 18

'DYNAMITE'

CRAPEMYRTLE - 1

OTTO LUYKEN - 18

VARIEGATED

LILYTURF - 15

'DAZZLE ME PINK'

CRAPEMYRTLE - 2

'CHICAGOLAND GREEN'

BOXWOOD - 5

VARIEGATED

LILYTURF - 20

'DYNAMITE'

CRAPEMYRTLE - 8

'CHICAGOLAND GREEN'

BOXWOOD - 5

'MAGIC CARPET'

SPIREA - 5

PINK MUHLY

GRASS - 3

MAC N CHEESE

CONEFLOWER - 3

RED MAPLE - 1

RED MAPLE - 1

CHINA GIRL

HOLLY - 56

CHINA GIRL

HOLLY - 49

'ARMSTRONG'

MAPLE - 1

'DYNAMITE'

CRAPEMYRTLE - 8

RIVER BIRCH - 2

BLACK-EYED

SUSAN - 61

'SOFT TOUCH'

HOLLY - 10

'SOFT TOUCH'

HOLLY - 10

'ARMSTRONG'

MAPLE - 2

'ARMSTRONG'

MAPLE - 5

'DYNAMITE'

CRAPEMYRTLE - 2

'DAZZLE ME PINK'

CRAPEMYRTLE - 9

SEASONAL

COLOR - 35

BEE BALM - 33

TUSSACK

SEDGE - 38

TALL IRONWEED - 17

VIRGINIA

SWEETSPIRE - 17

AMERICAN HOLLY - 2

'SHAMROCK' INKBERRY

HOLLY - 14

BUTTERFLY BUSH - 4

'MAC N CHEESE'

CONEFLOWER - 11

4
-
2
2
-
1
6

LANDSCAPE NOTES:
1. WHEN APPLICABLE, IT IS THE CONTRACTOR'S RESPONSIBILITY TO PROTECT EXISTING

TREES TO REMAIN. NO HEAVY EQUIPMENT SHOULD BE PERMITTED TO OPERATE OR BE

STORED, NOR ANY MATERIALS TO BE HANDLED OR STORED, WITHIN THE DRIPLINES OF

TREES OUTSIDE THE LIMIT OF GRADING.

2. THE QUANTITIES INDICATED ON THE PLANT LIST AND PLAN ARE PROVIDED FOR THE

BENEFIT OF THE CONTRACTOR. THE CONTRACTOR SHALL BE RESPONSIBLE FOR HIS

OWN QUANTITY CALCULATIONS AND THE LIABILITY WHICH PERTAINS TO THOSE

QUANTITIES AND TO ANY RELATED CONTRACT DOCUMENTS AND/OR PRICE QUOTATIONS.

QUESTIONS SHOULD BE DIRECTED TO THE LANDSCAPE ARCHITECT.

3. ALL PLANT MATERIALS SHALL BE NURSERY GROWN, GRADE "A" QUALITY, UNLESS

OTHERWISE NOTED AND SHALL COMPLY WITH THE AMERICAN STANDARD FOR NURSERY

STOCK: ANSI Z-60.1; LATEST EDITION, FOR SIZE AND QUALITY.

4. NO SUBSTITUTIONS AS TO TYPE, SIZE, OR SPACING OF PLANT MATERIALS SPECIFIED ON

THIS PLAN MAY BE MADE WITHOUT THE APPROVAL OF THE LANDSCAPE ARCHITECT.

KITA LANDSCAPE DESIGN (615) 469-1222.

5. THE CONTRACTOR IS TO VERIFY THE EXACT LOCATION OF ALL EXISTING UTILITIES AND

TO PROTECT UTILITIES THAT ARE TO REMAIN. THE CONTRACTOR SHALL REPAIR ANY

DAMAGE ACCORDING TO LOCAL STANDARDS AT THE CONTRACTOR'S EXPENSE.

COORDINATE ALL CONSTRUCTION WITH THE APPROPRIATE UTILITY COMPANY.

6. ALL AREAS DISTURBED BY UTILITY TRENCHING, SITE AND BUILDING CONSTRUCTION

SHALL BE STABILIZED WITH SEEDING AND SODDING AS SHOWN BY THE PLAN.

7. SOIL USED FOR PLANTING SHALL CONSIST OF (5) PARTS TOPSOIL, (1) PART SAND AND (2)

PARTS ORGANIC MATTER, MIXED WITH I POUND OF FERTILIZER PER CUBIC YARD.

A. SAND SHALL BE CLEAN MASONRY SAND.

B. ORGANIC MATTER SHALL BE PEAT MOSS, OR WELL COMPOSTED PINE BARK, OR

APPROVED EQUAL AND SHALL BE FINELY GROUND AND FREE OF WEEDS.

C. ALL FERTILIZER SHALL BE 10-10-10 WITH MINOR ELEMENTS. FERTILIZER SHALL

HAVE 40-50% OF ITS TOTAL NITROGEN IN A WATER INSOLUBLE FORM.

8. PRE-EMERGENT HERBICIDE SHALL BE APPLIED TO ALL PLANT BEDS AND SOD AREAS

PRIOR TO INSTALLATION. TREFLAN OR AN APPROVED EQUAL SHALL BE USED.

9. ALL PLANT BEDS SHALL HAVE A MINIMUM OF 3" DEEP MULCH. MULCH SHALL BE

SHREDDED HARDWOOD.

10. IT IS THE LANDSCAPE CONTRACTOR'S RESPONSIBILITY TO CONFIRM MATERIAL

QUANTITIES.  IN THE EVENT OF A DISCREPANCY, THE QUANTITIES SHOWN ON THE PLAN

SHALL TAKE PRECEDENCE OVER QUANTITIES SHOWN ON THE PLANT LIST.

11. PRIOR TO FINAL PAYMENT, THE LANDSCAPE CONTRACTOR SHALL PROVIDE THE OWNER

WITH COMPLETE WRITTEN INSTRUCTIONS ON PROPER CARE OF ALL SPECIFIED PLANT

MATERIALS.

12. THE LANDSCAPE INSTALLATION SHALL BE COORDINATED WITH THE IRRIGATION

INSTALLATION WHEN APPLICABLE.

13. THE LANDSCAPE CONTRACTOR SHALL MAINTAIN POSITIVE DRAINAGE AWAY FROM

STRUCTURES AND TAKE SPECIAL CARE TO INSURE THAT BED PREPARATION DOES NOT

INHIBIT DRAINAGE.

14. ALL LAWN AREAS SHALL BE CULTIVATED TO A DEPTH OF 4" PRIOR TO SODDING AND

SEEDING. PREPARED TURF BEDS SHALL BE FREE FROM STONES OVER 2" DIAMETER,

WEEDS AND OTHER DELETERIOUS MATERIAL.

15. THE LANDSCAPE CONTRACTOR SHALL RAKE SMOOTH ALL SEED OR SOD AREAS PRIOR

TO INSTALLATION.

16. THE CONTRACTOR SHALL BE RESPONSIBLE FOR BACKFILLING BEHIND THE CURB SO

GRADE IS LEVEL WITH TOP OF CURB.

17. SODDED AREAS SHALL HAVE NO BARE AREAS. SEEDED AREAS SHALL BE CONSIDERED

ACCEPTABLE WHEN FULL COVERAGE OF THE PERMANENT TURF GRASS SPECIES IS

ESTABLISHED.

18. CUT AWAY ROPES OR WIRES FROM B&B PLANTS. PULL BACK BURLAP FROM TOP OF

ROOT BALL. DO NOT ALLOW BURLAP TO BE EXPOSED AT SURFACE. TOTALLY REMOVE

BURLAP IF IT IS SYNTHETIC.

19. IF CONTAINER GROWN PLANTS SHOW SIGNS OF BEING ROOT BOUND, SCORE ROOTS

VERTICALLY.

20. ALL PLANT MATERIAL SHALL BE GUARANTEED FOR ONE YEAR FROM DATE OF FINAL

ACCEPTANCE.

21. ALL REPLACEMENTS SHALL BE OF THE SAME TYPE, SIZE, AND QUALITY AS SPECIFIED ON

THE PLANT LIST, UNLESS APPROVED OTHERWISE IN WRITING BY THE LANDSCAPE

ARCHITECT.

22. ANY MATERIAL THAT IS DEEMED TO BE 25% DEAD OR MORE SHALL BE CONSIDERED

DEAD, AND MUST BE REPLACED AT NO CHARGE. A TREE IS CONSIDERED DEAD WHEN

THE MAIN LEADER HAS DIED BACK, OR MORE THAN 25% OF THE CROWN IS DEAD.

23. REPLACEMENTS SHALL BE MADE DURING THE NEXT PLANTING SEASON UNLESS THE

LANDSCAPE CONTRACTOR AGREES TO AN EARLIER DATE.

PLANTING DATES

SPRING: MARCH 15 - APRIL 15

FALL: OCTOBER 1 - NOVEMBER 30

24. THE LANDSCAPE CONTRACTOR WILL NOT BE RESPONSIBLE FOR PLANT MATERIAL THAT

HAS BEEN DAMAGED BY VANDALISM, FIRE, RELOCATION, WILDLIFE, THEFT, OR OTHER

ACTIVITIES BEYOND THE LANDSCAPE CONTRACTOR'S CONTROL.

25. CONTRACTOR TO IRRIGATE ALL NEW LANDSCAPE PLANTINGS AND LAWN AREAS WITH AN

AUTOMATED UNDERGROUND IRRIGATION SYSTEM.

26. IRRIGATION TO HAVE A SEPARATE METER.

27. GENERAL CONTRACTOR TO COORDINATE AND BE RESPONSIBLE FOR WATERING ALL

PLANTS AND SEEDED AREAS AFTER PLANTING UNTIL IRRIGATION SYSTEM IS OPERABLE.

EVERGREEN PLANTING

NO MULCH WITHIN 3"

OF TREE TRUNK.  ROOT

FLAIR MUST BE SHOWN.

NOT TO SCALE

BALLS GREATER THAN 2' IN

DIAMETER SHALL SIT ON MOUND

OF UNDISTURBED SOIL TO

PREVENT SETTLING.  BALLS

SMALLER THAN 2' MAY SIT ON

COMPACTED SOIL MIXTURE.

3" MULCH

ROLL BURLAP DOWN

FROM TOP 1/3 OF

ROOTBALL.

3' SAUCER RING

UNDISTURBED SOIL

BACKFILL WITH GOOD

CLEAN TOPSOIL, FREE

OF DEBRIS AND ROCKS.
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FIRE HYDRANT ASSEMBLY

NOT TO SCALE1

TYPICAL UTILITY TRENCH

2



ROADWAY LIGHTING FIXTURE

NOT TO SCALE
1
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ASPHALT PAVEMENT SECTION

2

CONCRETE SIDEWALK

4

2.5' CONCRETE CURB AND CUTTER

3

CONCRETE JOINTS

5

HANDICAP RAMPS - RADIUS DETAIL

6

DRIVEWAY RAMP

7

ST. BLAISE ROAD WIDENING




















































































































	5-23-2016 PC Agenda - Final
	2-22-2016 PC Minutes & 2-29-16 Sp. Cl. PC WS Minutes Combined
	2-22-2016 PC Minutes - Final
	2-29-2016 Sp Cl PC Work Session Minutes - Final

	Item 1 7-171-16 Sureties & Extensions
	Item 2  8-1797-16 Wendy's Staff Report Combined
	Item 2  8-1797-16 Wendy's Staff Report
	8-1797-16 Wendy's Elevations combined
	8-1797-16 Wendy's Color Pictures

	Item 3  1-1802-16B St. Blaise Ph. 3 Staff Report COMBINED 
	Item 3  1-1802-16B St. Blaise Ph. 3 Staff Report
	1-1802-16B St. Blaise Retreat, Ph. 3 Map - 5-12-16 Resubmittal

	Item 4  8-1800-16 Woods Commons Staff Report COMBINED
	Item 4 8-1800-16 Woods Commons Staff Report
	Woods Commons Maps Combined
	16009 C1.0 Cover Sheet Rotated
	16009 C3.0 Grading Plan rotated
	16009 C4.0 Landscape Plan Rotated
	16009 C5.0 Paving and Drainage Detail Rotated
	16009 C6.0 Paving and Drainage Detail Rotated
	16009 C7.0 Erosion Plan A rotated
	16009 C8.0 Erosion Plan B Rotated
	16009 C9.0 Erosion Details Rotated


	Item 5 8-1803-16 Vol. St. Bk Staff Report COMBINED 
	Item 5 8-1803-16 Vol. St. Bk Staff Report
	20160511 Vol State Bank Gallatin FULL FMDP SUBMITTAL

	Item 6  8-1806-16 G'boro Outlots Staff Report COMBINED 
	Item 6  8-1806-16 G'boro Outlots Staff Report
	Merged_Set

	Item 7  1-1838-16C Oak Hill Staff Report COMBINED
	Item 7  1-1838-16C Oak Hill Staff Report
	Item 7  1-1838-16C Oak Hill Map

	Item 8  4-1810-16 G'boro Village Staff Report COMBINED 
	Item 8  4-1810-16 G'boro Village Staff Report
	Item 8 G'boro 8-1 Attachment
	Item 8 G'boro 8-2 Attachment
	Item 8  4-1810-16  8-3 Attachment - 1st page
	Item 8  4-1810-16 8-3 Attachment 2nd page
	Item 8 G'boro 8-4 Attachment
	Item 8  4-1810-16  8-5 Attachment
	Item 8  4-1810-16  8-6 Attachment

	Item 9 7-1747-16 Amend Gallatin On The Move 2020 Staff Report Complete
	Item 10-A Welch College

