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600 Village Green Dr.
Gallatin, TN
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EXISTING

NOTE:
REMOVE , DESTROY & DISCARD EXISTING CHILI'S WALL SIGN.
ICON TO PATCH WALL AND GC TO PAINT WALL. PAINT TO BE SUPPLIED BY BRINKER.

REMOVE, DESTROY & DISCARD EXISTING PEPPER & CAP STEEL.
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PEPPER SPECIFICATIONS
FRONT AND BACKLIT "PEPPER S": CHANNEL "PEPPER S"
W/ ACRYLIC FACE. RETURNS TO MATCH FACES (RED OR GREEN)

PAINT ALUMINUM PERIMETER CHANNEL AROUND WHITE AREAS 
WHITE (INSIDE AND OUT)
"PEPPER S" TO HAVE 3" STANDOFF FROM CLOUD AND BE HALO 
ILLUMINATED WITH 4500K WHITE LED
"PEPPER S" TO MOUNT ON A .125" FLAT ALUMINUM PANEL 
BACKGROUND
CLOUD PAINTED T/M MP S8669 SUNSET SILVER AND TO BE 
ALTERNATE CLIP-MOUNTED TO UNEVEN WALL SURFACE.

SELF CONTAINED 3-MA TRANSFORMERS LOCATED INSIDE 
THE PEPPER.
SEAL TIGHT CONDUIT FOR ELECTRICAL FROM PEPPER TO STEM 
AND "S". PAINT TO MATCH WALL

SERVICE DOOR IN RETURN FOR MOUNTING AND ACCESS TO 
TRANSFORMER FOR FUTURE SERVICE.

MOUNT FLUSH TO WALL OR CLIP MOUNT WHERE NEEDED FOR 
UNEVEN WALL SURFACE.

FINAL ELECTRICAL CONNECTION TO EXISTING PRIMARY 
ELECTRICAL 120V CIRCUIT BY SIGN MANUFACTURER
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ART

ILLUMINATED CHANEL LETTERS  W/ RACEWAY

SCALE: 1/2"=1'-0"

3/16" #7328 WHITE
ACRYLIC, 1ST SURFACE
VINYL, 3M 3630-156

PAINT TO MATCH
JAMES BROWN PMS 476C

3/16" #7328 
WHITE ACRYLIC

ALUM. RIVET OR STAPLE
.040 ALUM. RETURN

#8 PAN HEAD SCREW
1" TRIM CAP

WELD-ON 16 RESIN BOND

3/16" ACRYLIC

.063" ALUM. BACK

LED MODULE
AGILIGHT SIGNRAYZ CORE, 

4500K WHITE

ALUM. EXTRUDED RACEWAY

3/8" - 16 HEX NUT W/ 
HEX BOLT AND LOCK WASHER

CRIMP CONNECTOR

1/2" FITTING
WIRE NUT

5/16" DRAIN HOLE

POWER
SUPPLY

"CHILI'S" SECTION DETAIL
SCALE: N.T.S.

FACE LIT & HALO ILLUMINATED PEPPER ON A CONTROL BACKGROUND - (40 SQ. FT.)
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PEPPER SECTION DETAIL
SCALE: N.T.S.

5" 4" 3"

EXISTING 
POWER
SOURCE

NOTE:
NO EXPOSED
CONDUIT

5"

RIGHT SIDE VIEW

5" 3"

5"
1" WHITE TRIM CAP
PAINT GREEN TO
MATCH PMS 370C

.040" RETURNS
PAINT GREEN TO
MATCH PMS 370C

.04" RETURNS
PAINT WHITE

1" WHITE TRIM CAP

ALUM RACEWAY
PAINT TO MATCH
JAMES BROWN 
PMS 476C

LEFT SIDE VIEW

4"5"3" 4"

Drawings are the exclusive property of ICON,. Any unauthorized use or duplication is not permitted.



EXISTING

ILLUMINATED WALL SIGN (   SQ. FT.)
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ILLUMINATED FLUSH MOUNTED WALL SIGN (11 SQ. FT.)

SCALE: 1/2"=1'-0"

3'-7 3/4"

3'
-0

"

SIDE A SIDE VIEW

ACTUAL DIGITAL PRINT ART

TO BE PROVIDED

CABINET
PAINT SIGN CABINET SATIN BLACK.
FACE TO HAVE BLACK 1” TRIM CAP RETAINERS

FACES
.187 CLEAR PLEX FACE W/ SECOND SURFACE APPLIED DIGITALLY PRINTED GRAPHICS.
COLORS TO MATCH WARM GRAY 5, PMS 4856 RED, & PMS 370C GREEN.

ILLUMINATION
FLUORESCENT ILLUMINATION INSIDE CABINET
(TRANSFORMER INSIDE CABINET.)
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EXISTING

PROPOSED

D.F. ILLUMINATED PYLON (29 SQ. FT.)
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D.F. ILLUMINATED MONUMENT REPLACEMENT FACE- (29 SQ. FT.)

QTY: 2 FACES SCALE: 1/4"=1'-0"

2'-6 3/4"

12
 1
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"

original example package
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3'
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7'-0"

5'-10"

7'-0"
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PLEX. FACE W/ VINYL GRAPHICS
BLACK BACKGROUND
VINYL, 3M 3630-156 (PMS 370) GREEN
PMS 485 RED
WHITE
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Erin Moyer

From: Lee Zoller <Lee@greenlittle.com>
Sent: Wednesday, February 05, 2014 1:48 PM
To: Erin Moyer
Cc: Anderson Green; Bob Green
Subject: FW: Chili's signage approval
Attachments: 755 Gallatin TN Brandbook R1.pdf; Exterior Color Elevations_Gallatin.pdf; Gallatin-

Exterior photos.pdf

Please allow this email to serve as approval of the attached slated changes for the Chili’s located in Village 
Green.  Please call with any questions or concerns. 

 

Lee K. Zoller, President 

Green & Little, L.P. 

1175 Nashville Pike 

Gallatin, TN 37066 

615-452-4500 office 

615-438-9885 mobile 

lee@greenlittle.com 

 

From: Erin Moyer [mailto:emoyer@thaarch.com]  
Sent: Monday, February 03, 2014 4:47 PM 
To: Lee Zoller 
Subject: Chili's signage approval 

 

Lee, 

 

I received your contact information from Denise Knight with the City of Gallatin. I have attached the 
appropriate documents for your review and approval. I will need your approval before the City of Gallatin may 
approve the slated changes. Please let me know if you have any questions. 

 
Kind Regards,   
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Erin Moyer, Assoc. AIA  
Sr. Design Coordinator  
 
th+a  
architecture, interior design, planning  
 
O: 214.522.1100  D: 214.466.2724  C: 832.563.3488  
emoyer@thaarch.com  
www.thaarch.com  





























































C
E

CALDWELL ENGINEERING & SURVEYING

FINAL PLAT

HENDERSONVILLE, TENNESSEE 37075
100 BLUEGRASS COMMONS SUITE 350

CMB INVESTMENTS LLC

GALLATIN, TENNESSEE

FEBRUARY 11, 2014

RAY ESTATES SECTION II
OWNER & DEVELOPER

EAST MAIN STREET & ODIE RAY STREET
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JANUARY 29, 2014

Town Creek Greenway Phase 3
GALLATIN, TENNESSEE

PREPARED BY:

CONSTRUCTION SITE PLANS FOR

SHEET INDEXUTILITY AND GOVERNING AGENCIES
CONTACT LIST

WATER/WASTEWATER

GALLATIN PUBLIC UTILITIES
239 HANCOCK STREET
GALLATIN, TENNESSEE 37066
PHONE: (615) 451-5922
FAX: (615) 452-0568
CONTACT: DAVID KELLOGG

ELECTRIC

GALLATIN DEPARTMENT OF
ELECTRICITY
135 JONES STREET
GALLATIN, TENNESSEE 37066
PHONE: (615) 452-5152
FAX: (615) 452-6060
CONTACT: MIKE TAYLOR

ARCHITECT / ENGINEER:

KIMLEY-HORN AND ASSOCIATES, INC.
209 TENTH AVENUE SOUTH
SUITE 501
NASHVILLE, TENNESSEE  37203
PHONE: (615) 564-2701
CONTACT: DAVID COODE, R.L.A.

ZACHARY DUFOUR, P.E.

A-1.0 COVER SHEET
A-2.0 GENERAL NOTES
A-3.0 QUANTITIES
O-1.0 OVERALL MAP
DM-1.0 DEMOLITION PLAN
DM-2.0 DEMOLITION PLAN
DM-3.0 DEMOLITION PLAN
L-1.0 LAYOUT PLAN
L-2.0 LAYOUT PLAN
L-3.0 LAYOUT PLAN
L-4.0 LAYOUT PLAN
L-5.0 LAYOUT PLAN
L-6.0 LAYOUT PLAN
L-7.0 LAYOUT PLAN
G-1.0 GRADING AND DRAINAGE PLAN
G-2.0 GRADING AND DRAINAGE PLAN
G-3.0 GRADING AND DRAINAGE PLAN
G-4.0 GRADING AND DRAINAGE PLAN
G-5.0 GRADING AND DRAINAGE PLAN
G-6.0 GRADING AND DRAINAGE PLAN
G-7.0 GRADING AND DRAINAGE PLAN
EC-1.1 EROSION CONTROL PLAN - Phase 1
EC-1.2 EROSION CONTROL PLAN - Phase 1
EC-1.3 EROSION CONTROL PLAN - Phase 1
EC-2.1 EROSION CONTROL PLAN - Phase 2
EC-2.2 EROSION CONTROL PLAN - Phase 2
EC-2.3 EROSION CONTROL PLAN - Phase 2
EC-3.0 EROSION CONTROL DETAILS
LA-1.0 LANDSCAPE PLAN
LA-2.0 LANDSCAPE PLAN
LA-3.0 LANDSCAPE PLAN
LA-4.0 LANDSCAPE PLAN DETAILS
EL-1.0 ELECTRICAL PLAN
EL-2.0 ELECTRICAL PLAN
EL-3.0 ELECTRICAL PLAN
EL-4.0 ELECTRICAL DETAILS
U-1.0 UTILITY PLAN
S-1.0 STRIPING AND SIGNAGE PLAN
S-2.0 STRIPING AND SIGNAGE PLAN
S-3.0 STRIPING AND SIGNAGE PLAN
DT-1.0 GENERAL DETAILS
DT-2.0 GENERAL DETAILS
DT-3.0 GENERAL DETAILS
DT-4.0 GENERAL DETAILS
DT-5.0 GENERAL DETAILS

SURVEYORS

L.I. SMITH & ASSOCIATES, INC.
1100 LEBANON PIKE, SUITE 105
NASHVILLE, TENNESSEE 37210
PHONE: (731) 644-1014
CONTACT: TOMMY YOUNG

DARNALL & ASSOCIATES, LLC
1131 PINE HURST DRIVE
GALLATIN, TENNESSEE 37066
PHONE: (615) 206-6942
CONTACT: TOM DARNALL

OWNER:

CITY OF GALLATIN
132 W. MAIN ST
GALLATIN, TENNESSEE 37066
PHONE: (615) 230-7953
CONTACT: ROSEMARY BATES

JO ANN GRAVES      JOHN D. ALEXANDER ANNE KEMP          STEVE CAMP              JIMMY OVERTON   CRAIG HAYES    JOHN D. ALEXANDER      ED MAYBERRY JULIE BRACKENBURY
     MAYOR      VICE MAYOR  DISTRICT 1   DISTRICT 2           DISTRICT 3     DISTRICT 4          DISTRICT 5      COUNCIL AT LARGE COUNCIL AT LARGE

ENGINEERING DEPARTMENT:

132 W. MAIN ST
GALLATIN, TENNESSEE 37066
PHONE: (615) 451-5965
CONTACT: BUCK ROGERS, P.E.

PUBLIC WORKS DEPARTMENT:

132 W. MAIN ST
GALLATIN, TENNESSEE 37066
PHONE: (615) 451-5909
CONTACT: RONNIE STILES

LANDSCA PE A RCH I T ECT

DA

V I D A . COOD E

TENNESSEE No . 456

SCALE: 1"=2000'

VICINITY MAP

TDOT STANDARD ROADWAY DRAWINGS

DRAWING NO. DESCRIPTION REVISION DATE

D-CB-12S STANDARD RECTANGULAR CONCRETE NO. 12 CATCH BASIN 7-29-02

RP-H-3 HANDICAPPED RAMP AND TRUNCATED DOME SURFACE DETAIL 7-17-07

RP-H-4 PERPENDICULAR CURB RAMP

RP-H-5 PARALLEL CURB RAMP

RP-S-7 DETAILS FOR STANDARD CONCRETE SIDEWALKS 7-29-96

EC-STR-8 FILTER SOCK 4-1-08

EC-STR-39 CURB INLET PROTECTION (TYPE 1 & 2) 1-20-06

T-L-3 STANDARD LIGHTING DETAILS PULL BOXES 4-15-96

T-L-4 STANDARD LIGHTING DETAILS CONDUIT CABLE INSTALLATION 5-25-11

T-SG-2 LOOP LEAD INS, CONDUITS AND PULL BOXES 7-29-04

RP-D-16 TYPE "C" DRIVEWAY ACROSS LOWERED SIDEWALK 7-15-08

North Wilmore Street to Franklin Street

LOCALLY MANAGED PROJECT

FEDERAL PROJECT # ARRA/CM/HPP-9306 (12)

TDOT PIN # 106988.00
DESCRIPTION: TOWN CREEK GREENWAY PHASE 3

TELEPHONE

AT&T
153 SOUTH WATER AVENUE
GALLATIN, TENNESSEE 37066
PHONE: (615) 451-5160
CONTACT: BRIAN LOMAX



GENERAL NOTES
1. BASE INFORMATION WAS TAKEN FROM A SURVEYS PROVIDED BY L.I.SMITH & ASSOCIATES, INC. AND DESIGN AND SURVEY CONCEPTS, LLC.  SURVEY WAS OBTAINED USING

TENNESSEE STATE PLANE COORDINATE SYSTEM - ZONE 4100, NAD 1983 AND ELEVATION DATUM NAVD 1988.  NORTHING AND EASTING POINTS LOCATED WITHIN THESE
DRAWINGS AREA BASED ON TENNESSEE STATE PLANE COORDINATES - ZONE 4100, NAD 1983 AND PROPOSED ELEVATIONS ARE BASED ON NAD 1988.

2. KIMLEY-HORN AND ASSOCIATES AND ANY OF THEIR CONSULTANTS SHALL NOT BE HELD RESPONSIBLE FOR THE ACCURACY AND/OR COMPLETENESS OF THE SURVEY
INFORMATION SHOWN HEREON OR ANY ERRORS OR OMISSIONS RESULTING FROM SUCH.

3. THE CONTRACTOR SHALL CONFORM TO ALL LOCAL CODES AND RECEIVE APPROVAL WHERE NECESSARY BEFORE CONSTRUCTION.

4. ANY WORK UNACCEPTABLE TO THE OWNER'S REPRESENTATIVE OR TO THE LOCAL GOVERNING AUTHORITY SHALL BE REPAIRED OR REPLACED BY THE CONTRACTOR AT NO
ADDITIONAL EXPENSE TO THE OWNER.

5. ALL CONSTRUCTION MATERIALS AND INSTALLATION SHALL CONFORM TO LOCAL GOVERNING AGENCY REGULATIONS AND SPECIFICATIONS.

6. THE CONTRACTOR IS RESPONSIBLE FOR PREPARING ALL AS-BUILTS AS REQUIRED BY THE OWNER AND ANY GOVERNMENT JURISDICTION NECESSARY TO OBTAIN ANY FILL
PERMITS, APPROVALS, CERTIFICATES OF OCCUPANCY, ETC.

7. NEITHER THE OWNER NOR THE ENGINEER OF DESIGN WILL ENFORCE SAFETY MEASURES OR REGULATIONS.  THE CONTRACTOR SHALL DESIGN, CONSTRUCT AND MAINTAIN
ALL SAFETY DEVICES, INCLUDING SHORING, AND SHALL BE SOLELY RESPONSIBLE FOR CONFORMING TO ALL LOCAL, STATE, AND FEDERAL SAFETY HEALTH STANDARDS,
LAWS AND REGULATIONS.

8. ANY WORK DONE WITHOUT INSPECTION OR TESTING IS SUBJECT TO REMOVAL OR CORRECTION AT THE CONTRACTOR'S EXPENSE.

9. THE ENGINEER OF DESIGN SHALL NOT BE RESPONSIBLE FOR THE CONTRACTOR'S FAILURE TO CARRY OUT THE CONSTRUCTION WORK IN ACCORDANCE WITH THE
CONTRACT DOCUMENTS, NOR SHALL THE ENGINEER BE REQUIRED TO SUPERVISE THE CONDUCT OF THE WORK OR THE CONSTRUCTION PROCEDURES AND SAFETY
PROCEDURES FOLLOWED BY THE CONTRACTOR OR THE SUBCONTRACTOR OR THEIR RESPECTIVE EMPLOYEES OR BY ANY OTHER PERSON AT THE JOB SITE OTHER THAN
THAT OF THE ENGINEER'S EMPLOYEES.

10. THE CONTRACTOR AGREES THAT HE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR THE  SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS
PROJECT INCLUDING SAFETY OF ALL PERSONS AND PROPERTY.  THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND
THAT THE CONTRACTOR SHALL DEFEND, INDEMNIFY AND HOLD THE OWNER AND ENGINEER HARMLESS OF ANY AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH
THE PERFORMANCE OF WORK ON THIS PROJECT, EXCEPT LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER OR THE ENGINEER.

11. THE CONTRACTOR SHALL GIVE ALL NECESSARY NOTICES AND OBTAIN ALL PERMITS.

12. ANY DISCREPANCIES FOUND BETWEEN THE DRAWINGS, SPECIFICATIONS, AND SITE CONDITIONS OR ANY INCONSISTENCIES OR AMBIGUITIES IN DRAWINGS OR
SPECIFICATIONS SHALL BE IMMEDIATELY REPORTED TO THE ENGINEER, IN WRITING, WHO SHALL PROMPTLY ADDRESS SUCH INCONSISTENCIES OR AMBIGUITIES.  WORK
DONE BY THE CONTRACTOR AFTER HIS DISCOVERY OF SUCH DISCREPANCIES, INCONSISTENCIES, OR AMBIGUITIES SHALL BE DONE AT THE CONTRACTOR'S RISK.

13. CONSTRUCTION STAKEOUT FOR THIS PROJECT SHALL BE PER A DIGITAL (CADD) FILE PROVIDED BY THE ENGINEER.  THE CONTRACTOR SHALL NOTIFY THE ENGINEER
IMMEDIATELY OF ANY DISCREPANCIES FOUND BETWEEN THE DIGITAL FILE AND THE CRITICAL STAKING DIMENSIONS SHOWN ON THIS PLAN (I.E. PAVEMENT WIDTHS, CURB
RADII, BUILDING SETBACKS, BUILDING FOOTPRINTS, ETC.).  ANY MODIFICATIONS MADE BY OTHERS TO THE DIGITAL FILE PROVIDED BY THE ENGINEER SHALL RENDER IT VOID.

14. THE CONTRACTOR IS TO CHECK AND VERIFY ALL MEASUREMENTS, LEVELS, EXISTING AND PROPOSED ELEVATIONS, ETC. BEFORE ORDERING MATERIALS AND PROCEEDING
WITH THE WORK, AND IS TO BE RESPONSIBLE FOR THE SAME.  REMEDIAL WORK RESULTING FROM LACK OF VERIFICATION WILL BE AT THE CONTRACTOR'S SOLE EXPENSE.

15. ANY FOREIGN ITEM FOUND DURING CONSTRUCTION IS THE PROPERTY OF THE OWNER.  THIS INCLUDES, BUT IS NOT LIMITED TO, PRECIOUS METALS, COINS, PAPER
CURRENCY, ARTIFACTS, AND ANTIQUES.

16. THE CONTRACTOR SHALL MAINTAIN THE SITE IN A NEAT AND ORDERLY CONDITION AT ALL TIMES.  DAILY AND MORE OFTEN IF NECESSARY, INSPECT AND PICK UP ALL SCRAP,
DEBRIS, AND WASTE MATERIAL.

17. THE CONTRACTOR SHALL PERFORM ALL QUANTITY TAKEOFFS REQUIRED FOR BIDDING AND CONSTRUCTION OF THIS PROJECT.  KIMLEY-HORN AND ASSOCIATES ACCEPTS
NO RESPONSIBILITY NOR LIABILITY FOR QUANTITY TAKEOFFS PERFORMED FOR THIS PROJECT.

18. THE CONTRACTOR SHALL CONDUCT ALL ROAD CLOSURES, EXCAVATION, ETC. WITH THE CITY OF GALLATIN PUBLIC WORKS DEPARTMENT.  ALL TEMPORARY LANE CLOSURES,
EXCAVATIONS, BORINGS, TRAFFIC CONTROLS, ETC. SHALL BE DONE IN COMPLIANCE WITH THE CITY OF GALLATIN REQUIREMENTS AND TDOT.

19. THIS PROPERTY LIES WITHIN A "SPECIAL FLOOD HAZARD AREA" AS SHOWN ON A MAP PROVIDED BY FIRM AS PREPARED BY FEMA AND LABELED AS COMMUNITY PANEL
NUMBER 47165C0314E AND 471650318E DATED APRIL 17, 2012.

20. NOTHING IN THE GENERAL NOTES OR SPECIAL PROVISION SHALL RELIEVE THE CONTRACTOR FROM HIS RESPONSIBILITIES TOWARD THE SAFETY AND CONVENIENCE OF THE
GENERAL PUBLIC AND THE PROPERTY OWNERS WITHIN THE PROPOSED CONSTRUCTION AREA.

21. ZONING:  PROPERTIES ALONG THE PROPOSED CONSTRUCTION AREA ARE ZONED MRO, R-10, AND CS.

22. PERFORMACE STANDARDS NOTE:   ALL CONSTRUCTION AND USE OF THE PROPOSED FACILITY TO MEET THE APPLICABLE PERFORMANCE STANDARDS AS SET FORTH IN THE
CITY OF GALLATIN ZONING ORDINANCE, SECTION 13.02.

23. STATEMENT OF FINANCIAL RESPONSIBILITY:   FOLLOWING CONSTRUCTION, THE CITY OF GALLATIN WILL BE FINANCIALLY RESPONSIBLE FOR ALL IMPROVEMETNS AS SHOWN
IN THIS SITE PLAN.

GENERAL NOTES

DEMOLITION
1. CONTACT ALL UTILITY AUTHORITIES WHO HAVE LINES WITHIN THE PROJECT LIMITS BEFORE STARTING WORK.  THE CONTRACTOR SHALL CONTACT TENNESSEE ONE CALL AT

1-800-351-1111.

2. ALL DEMOLISHED MATERIALS (EXCLUDING ITEMS AS LISTED IN GENERAL NOTE 15) BECOME THE PROPERTY OF THE CONTRACTOR UNLESS OTHERWISE DESIGNATED BY THE
OWNER.  DISPOSE OF OFF THE OWNER'S PROPERTY AT NO ADDITIONAL COST.

3. ALL PAVEMENT, BASE COURSES, SIDEWALKS, CURBS, ETC., THAT ARE REMOVED SHALL BE REMOVED TO FULL DEPTH.  ALL PAVEMENT, SIDEWALK, AND CURB SHALL BE SAW
CUT IN ORDER TO OBTAIN NEAT LINES AND SMOOTH TRANSITIONS TO NEW SURFACES.

4. ALL EXISTING FACILITIES REMAINING, AND NOT SPECIFICALLY MENTIONED THAT INTERFERE WITH THE NEW CONSTRUCTION SHALL BE REMOVED AS DIRECTED BY THE
ENGINEER.

5. CONTRACTOR SHALL PROVIDE PROTECTION TO ALL STREETS, TREES, UTILITIES, AND STRUCTURES THAT ARE TO REMAIN AND REPAIR ANY DAMAGE CAUSED BY THE
CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

6.  PRIOR TO DEMOLITION WORK, CONTRACTOR SHALL STAKE CENTERLINE OF TRAIL AS SHOWN IN PLANS AND CONTACT LANDSCAPE ARCHITECT FOR APPROVAL IN FIELD.
LANDSCAPE ARCHITECT TO APPROVE FINAL CENTERLINE LOCATION AND FLAG VEGETATION TO BE REMOVED.

7. ALL VEGETATION LESS THAN 2" DIAMETER WITHIN 16' OF EACH SIDE OF THE APPROVED CENTERLINE SHALL BE REMOVED COMPLETELY AND LEGALLY DISPOSED OF OFF-SITE
BY CONTRACTOR.

8. NO VEGETATION GREATER THAN 2" DIAMETER SHALL BE REMOVED PRIOR TO FIELD APPROVAL BY LANDSCAPE ARCHITECT.

9. CONTRACTOR SHALL FLAG ALL FENCING MARKED FOR REMOVAL AND CONTACT ENGINEER FOR APPROVAL PRIOR TO DEMOLITION.

CONSTRUCTION

LAYOUT / STAKING

EXISTING UTILITIES

EROSION AND SEDIMENT CONTROL

TRAFFIC

PAVEMENT

1. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN ON THE THESE PLANS IS BASED ON RECORDS
OF THE VARIOUS UTILITY COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD.  THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR
COMPLETE.

2. THE CONTRACTOR IS TO CHECK ALL EXISTING CONDITIONS, (I.E. INVERTS, UTILITY ROUTINGS, UTILITY CROSSINGS, AND DIMENSIONS) IN THE FIELD PRIOR TO AND DURING
COMMENCEMENT OF WORK.  THE CONTRACTOR MUST CALL THE APPROPRIATE UTILITY COMPANY AT LEAST 48 HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT FIELD
LOCATION OF UTILITIES AND REPORT ANY DISCREPANCIES TO THE OWNER'S REPRESENTATIVE.

3. THE CONTRACTOR SHALL COORDINATE ALL CONSTRUCTION WITH THE APPROPRIATE UTILITY COMPANY.  CONTRACTOR MUST TAKE CARE TO PROTECT UTILITIES THAT ARE
TO REMAIN AND REPAIR ANY DAMAGE ACCORDING TO LOCAL STANDARDS AT THE CONTRACTOR'S EXPENSE. CONTRACTOR MUST ALSO RELOCATE ALL EXISTING UTILITIES
WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THE PLANS.

4. ALL MATERIALS AND WORKMANSHIP SHALL CONFORM TO THE REQUIREMENTS SET FORTH BY THE CITY OF GALLATIN.

5. TRAFFIC CONTROLS FOR ANY UTILITY WORK WITHIN THE PUBLIC RIGHT-OF-WAY SHALL BE IN COMPLIANCE WITH STANDARDS OF THE MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES, 2009 EDITION.

6. IN THE EVENT AN ITEM IS NOT COVERED BY THESE PLANS, THE STANDARDS AND SPECIFICATIONS CONTAINED IN THE CITY OF GALLATIN PUBLIC UTILITIES DEPARTMENT
HANDBOOK COVERING SUCH ITEMS SHALL APPLY.

7. THE FRAMES AND COVERS OF ALL EXISTING AND PROPOSED DRAINAGE, SANITARY SEWER, WATER MAIN, GAS, AND WIRE UTILITY STRUCTURES SHALL BE ADJUSTED TO
MATCH PROPOSED FINISHED ELEVATIONS AND SLOPES.

8. LOCATIONS AND SIZES OF EXISTING WATER AND SEWER LINES SHOWN ON THESE PLANS WITHIN THE PROJECT LIMITS ARE ASSUMED BASED ON SURVEY OF SURFACE
FEATURES (MANHOLES, VALVES, VAULTS, METERS, ETC.).  IT IS SOLELY THE RESPONSIBILITY OF THE CONTRACTOR TO FIELD VERIFY THE HORIZONTAL AND VERTICAL
LOCATION OF THE EXISTING UTILITIES PRIOR TO COMMENCING WORK. ANY DEVIATIONS FROM WHAT IS INDICATED ON THESE PLANS SHALL BE REPORTED TO THE ENGINEER
IMMEDIATELY.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING "AS-BUILT" PLANS TO THE ENGINEER SHOWING THE LOCATION OF STORM SEWER AND ANY DEVIATIONS FROM
PLANS MADE DURING CONSTRUCTION. THE ENGINEER WILL PROVIDE THESE RECORD PLANS TO THE CITY OF GALLATIN.

10. THE SITE UTILITY CONTRACTOR SHALL PROVIDE ALL MATERIALS AND APPURTENANCES NECESSARY FOR COMPLETE INSTALLATION OF THE UTILITIES.  ALL PUBLIC PIPE,
STRUCTURES, AND FITTINGS SHALL BE INSPECTED BY THE CITY INSPECTOR PRIOR TO BEING COVERED.  THE INSPECTOR MUST ALSO BE PRESENT DURING ANY
CONSTRUCTION ACTIVITY WITHIN THE VICINITY OF THE EXISTING UTILITIES.  PLEASE CONTACT GALLATIN PUBLIC UTILITIES FOR AN INSPECTOR OR TO NOTIFY OF ANY
UPCOMING WORK AROUND UTILITIES.  AN INSPECTOR MUST ALSO BE PRESENT FOR THE DISINFECTION AND PRESSURE TESTING OF ALL MAINS.  THE CONTRACTOR'S BID
PRICE SHALL INCLUDE ALL TESTING COSTS AND INSPECTION FEES.

11. REFER TO THE GRADING AND DRAINAGE PLAN FOR STORM DRAINAGE SPECIFICS.

12. THE LOCATIONS OF UTILITIES SHOWN WITHIN THESE PLANS ARE APPROXIMATE ONLY.  EXACT LOCATIONS SHALL BE DETERMINED IN THE FIELD BY CONTACTING THE UTILITY
COMPANIES INVOLVED.  THE CONTRACTOR SHALL CALL THE TENNESSEE ONE CALL SYSTEM, INC. AT 1-800-351-1111 AS REQUIRED BY TCA 65-31-106.

13. THE CONTRACTOR WILL PROVIDE ALL NECESSARY PROTECTIVE MEASURES TO SAFEGUARD EXISTING UTILITIES FROM DAMAGE DURING CONSTRUCTION OF THIS PROJECT.
IN THE EVENT THAT SPECIAL EQUIPMENT IS REQUIRED TO WORK OVER AND AROUND THE UTILITIES, THE CONTRACTOR WILL BE REQUIRED TO FURNISH SUCH EQUIPMENT.
THE COST OF PROTECTING UTILITIES FROM DAMAGE AND FURNISHING SPECIAL EQUIPMENT WILL BE INCLUDED IN THE PRICE BID FOR OTHER ITEMS OF CONSTRUCTION.

14. PRIOR TO SUBMITTING THE BID, THE CONTRACTOR WILL BE SOLELY RESPONSIBLE FOR CONTACTING OWNERS OF ALL AFFECTED UTILITIES IN ORDER TO DETERMINE THE
EXTENT TO WHICH UTILITY RELOCATIONS AND/OR ADJUSTMENTS WILL HAVE UPON THE COST AND SCHEDULE OF WORK FOR THE PROJECT.  WHILE SOME WORK MAY BE
REQUIRED 'AROUND' UTILITY FACILITIES THAT WILL REMAIN IN PLACE, OTHER UTILITY FACILITIES MAY NEED TO BE ADJUSTED CONCURRENTLY WITH THE CONTRACTOR'S
OPERATIONS. THE CONTRACTOR WILL BE RESPONSIBLE FOR RELOCATING ANY UTILITIES IN CONFLICT TO GALLATIN PUBLIC UTILITIES SPECIFICATIONS.

1. BEFORE ANY EARTHWORK IS DONE, THE CONTRACTOR SHALL STAKE OUT AND MARK THE CENTERLINE OF PAVEMENT AND OTHER ITEMS ESTABLISHED IN THE PLANS.  THE
CONTRACTOR SHALL PROVIDE ALL NECESSARY ENGINEERING AND SURVEYING FOR LINE AND GRADE CONTROL POINTS RELATED TO EARTHWORK.

2. ALL PAVEMENT SUB GRADES SHALL BE SCARIFIED TO A DEPTH OF 8 INCHES AND COMPACTED TO A MINIMUM DENSITY OF 98 PERCENT OF ASTM D-698 DENSITY AT OPTIMUM
MOISTURE CONTENT UNLESS OTHERWISE SHOWN ON THE CONSTRUCTION PLANS OR AS DIRECTED BY THE GEOTECHNICAL ENGINEER.

3. ALL HANDICAP RAMPING, STRIPING, AND PAVEMENT MARKINGS SHALL CONFORM TO DEPARTMENT OF JUSTICE "ADA STANDARDS FOR ACCESSIBLE DESIGN" 28 CFR PART 36
REVISED JULY 1, 1994.

4. TESTING OF MATERIALS REQUIRED FOR THE CONSTRUCTION OF THE PAVING  IMPROVEMENTS SHALL BE PERFORMED BY AN APPROVED AGENCY FOR TESTING MATERIALS.
THE NOMINATION OF THE TESTING LABORATORY AND THE PAYMENT OF SUCH TESTING SERVICES SHALL BE MADE BY THE CONTRACTOR.  THE OWNER SHALL APPROVE THE
LABORATORY NOMINATED TO DO THE TESTING OF MATERIALS.  IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO SHOW BY STANDARD TESTING PROCEDURES THAT
THE WORK CONSTRUCTED DOES MEET THE REQUIREMENTS OF THE CITY'S SPECIFICATIONS.

1. AREAS THAT REQUIRE DEWATERING FOR EXCAVATION WILL BE DONE AT NO ADDITIONAL COST TO THE OWNER.

2. CONTRACTOR SHALL EXERCISE EXTREME CAUTION WHEN WORKING NEAR TRAFFIC.  NO DISTURBANCE BEYOND THAT INDICATED IN THE CONSTRUCTION PLANS IS
ALLOWED.  THE CONTRACTOR SHALL DISCLOSE FULL INSURANCE DOCUMENTATION FOR ALL SUBS, TEMPORARY EMPLOYEES, AND FULL TIME PERSONNEL INVOLVED WITH
WORK ON THIS SITE.

3. THE CONTRACTOR SHALL BE ALLOWED TO WORK BETWEEN THE FOLLOWING HOURS FOR THE FOLLOWING AREAS:
a. NORTH WATER AVENUE BETWEEN 5:30 AM AND 12:00 AM (MIDNIGHT) MONDAY THROUGH SATURDAY
b. EAST EASTLAND STREET FROM NORTH WATER AVENUE TO COLLEGE STREET BETWEEN 5:30 AM AND 12:00 AM (MIDNIGHT) MONDAY THROUGH SATURDAY
c. COLLEGE STREET TO WILMORE STREET BETWEEN 7:00 AM AND 6:00 PM MONDAY THROUGH SATURDAY

HOURS IDENTIFIED FOR EACH PORTION OF THE PROJECT ARE IN EFFECT TO MINIMIZE DISTURBANCE TO ADJACENT PROPERTY OWNERS. ANY REQUESTS TO WORK
OUTSIDE OF THESE HOURS REQUIRES APPROVAL BY THE CITY OF GALLATIN AND MUST BE REQUESTED BY WRITTEN NOTICE TO THE CITY OF GALLATIN 5 DAYS PRIOR TO
WORK.

4. LANE CLOSURES ARE TO BE APPROVED BY THE CITY OF GALLATIN SUPERINTENDENT OF PUBLIC WORKS AND TDOT IF APPLICABLE.  THE CONTRACTOR SHALL NOTIFY TDOT
TEN DAYS PRIOR TO ANY LANE CLOSURE.  TDOT LANE CLOSURES WILL ONLY BE PERMITTED FROM 9:00 AM TO 3:00 PM OR 8:00 PM TO 6:00 AM ON HIGHWAY 31.

5. THE CONTRACTOR SHALL CONTACT THE CITY OF GALLATIN PUBLIC WORKS DEPARTMENT FOR ANY SIGNAGE RELOCATIONS, AND SHALL CONFORM TO TDOT STANDARDS
AND THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, LATEST EDITION.

6. ALL CONDUITS (REINFORCED CONCRETE PIPE, AND/OR PVC PIPE, ETC..) SHOWN ON THESE PLANS ARE DESIGNED FOR STANDARD HIGHWAY LOADINGS.  THE STANDARD
SATISFACTORY MINIMUM REQUIREMENTS AS ESTABLISHED BY THE CONDUIT MANUFACTURER MAY NOT ALWAYS BE ADEQUATE DURING CONSTRUCTION.  WHEN
CONSTRUCTION EQUIPMENT, FREQUENTLY HEAVIER THAN TRAFFIC LOADS FOR WHICH THE CONDUIT HAS BEEN DESIGNED, IS TO BE DRIVEN OVER OR CLOSE TO THE
BURIED CONDUIT, IT SHALL BE THE RESPONSIBLY OF THE CONTRACTOR TO PROVIDE ADEQUATE ADDITIONAL COVER REQUIRED TO AVOID DAMAGE TO THE CONDUIT.  THE
ADEQUACY OF THE COVER REQUIREMENTS FOR CONDUITS SHALL BE ANALYZED AND CHECKED BY THE CONTRACTOR TO ADDRESS LOADING CONDITIONS IMPOSED BY
CONSTRUCTION ACTIVITY. ANY CONDUIT DAMAGED BY CONSTRUCTION ACTIVITY SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE.

7. CONTRACTOR WILL BE RESPONSIBLE FOR ANY MONUMENTS AND/OR BENCHMARKS WHICH WILL BE DISTURBED OR DESTROYED BY CONSTRUCTION.  SUCH POINTS SHALL
BE REFERENCED AND REPLACED WITH AN APPROPRIATE MONUMENT BY A LICENSED LAND SURVEYOR.

8. WITHIN EASEMENTS, THE CONTRACTOR SHALL PROTECT AND RESTORE SAID PROPERTY TO A CONDITION SIMILAR OR EQUAL TO THAT EXISTING AT THE COMMENCEMENT
OF CONSTRUCTION, EXCEPT AS NOTED.

9. ALL PIPES UNDER PAVED AREAS SHALL BE BACKFILLED BASED ON THE CITY OF GALLATIN STREET CUT TRENCH DETAIL.

10. THE CONTRACTOR SHALL SALVAGE AND PROTECT ALL EXISTING POWER POLES, SIGNS, MANHOLES, TELEPHONE RISERS, WATER VALVES, ETC. DURING ALL CONSTRUCTION
PHASES.  THE CONTRACTOR SHALL REPAIR, AT HIS OWN EXPENSE, ANY EXISTING UTILITIES DAMAGED DURING CONSTRUCTION.

11. ROADWAYS AND BUILDINGS MUST BE CAPABLE OF SUPPORTING FIRE APPARATUS DURING CONSTRUCTION.

12. ALL CONSTRUCTION ACTIVITIES SHALL BE COMPLETED IN FULL COMPLIANCE WITH THE AMERICANS WITH DISABILITIES ACT (ADA) AND THE ARCHITECTURAL AND
TRANSPORTATION BARRIERS COMPLIANCE BOARD, FEDERAL REGISTER 36 CFR [ARTS 1190 AND 1191, ACCESSIBILITY GUIDELINES FOR BUILDINGS AND FACILITIES;
ARCHITECTURAL BARRIERS ACT (ABA) ACCESSIBILITY GUIDELINES; AND PROPOSED RULE, PUBLISHED IN THE FEDERAL REGISTER ON JULY 23, 2004.

13. A PRE-CONSTRUCTION CONFERENCE SHALL BE HELD PRIOR TO THE START OF CONSTRUCTION.  THE CONSTRUCTION ENGINEERING INSPECTION (CEI) REPRESENTATIVE
SHALL ARRANGE THE MEETING WITH THE CITY OF GALLATIN, DESIGN ENGINEER, CONTRACTOR AND TDOT REPRESENTATIVES.

1. THE CONTRACTOR SHALL NOT SCALE DRAWINGS.  THE CONTRACTOR SHALL USE DIMENSION COORDINATES AND OTHER INFORMATION PROVIDED ON LAYOUT PLANS AND
DIGITAL (CADD) FILE REFERENCED PROVIDED TO THE CONTRACTOR BY THE ENGINEER.

2. THE CONTRACTOR IS RESPONSIBLE FOR ALL CONSTRUCTION STAKING REQUIRED ON THE PROJECT.  THE CONTRACTOR SHALL VERIFY THAT NO CONFLICTS EXIST BETWEEN
EXISTING FACILITIES AND PROPOSED FACILITIES PRIOR TO BEGINNING CONSTRUCTION ACTIVITIES.

3. THE CONTRACTOR SHALL PROVIDE ADEQUATE LAYOUT INFORMATION TO DEMONSTRATE, TO THE MAXIMUM EXTENT PRACTICAL, THAT NO CONFLICTS BETWEEN VARIOUS
TRADES EXIST.

4. ALL PROPERTY CORNERS ADJACENT TO CONSTRUCTION SHALL BE STAKED PRIOR TO DEMOLITION.

5. THE CENTERLINE OF THE GREENWAY SHALL BE STAKED PRIOR TO ANY DEMOLITION.

1. THE CONTRACTOR SHALL INSTALL ALL REQUIRED EROSION CONTROL DEVICES AS NOTED ON THE PLAN PRIOR TO THE START OF A DEMOLITION OR GRADING
OPERATION UNLESS OTHERWISE NOTED IN THE SCHEDULE.

2. THE CONTRACTOR SHALL DEMO AND CLEAR AS SMALL OF AN AREA AS PRACTICAL TO COMPLETE THE REQUIRED GRADING.  IN NO CASE SHALL THE CONTRACTOR
CLEAR AN AREA MORE THAN 5 DAYS PRIOR TO THE START OF GRADING IN THE AREA.

3. THE ADJOINING ROADWAYS SHALL BE INSPECTED AT LEAST WEEKLY AND NECESSARY REPAIRS AND CLEANING WILL BE COMPLETED PROMPTLY.

4. KEEP DUST WITHIN TOLERABLE LIMITS BY SPRINKLING OR OTHER ACCEPTABLE MEANS.

5. ALL AREAS TO BE EXPOSED FOR MORE THAN 15 DAYS WITHOUT GRADING SHALL BE SEEDED AND MULCHED WITH A TEMPORARY COVER.

6. AREAS TO BE SODDED SHALL RECEIVE A MINIMUM OF 6 INCHES OF TOPSOIL.  COMMERCIAL FERTILIZER (10-10-10 OR EQUAL) AND PULVERIZED LIMESTONE SHALL BE
APPLIED AT THE RATE OF 20 POUNDS PER 1000 SQUARE FEET AND DISKED INTO THE TOPSOIL.

7. STOCKPILED TOPSOIL OR FILL MATERIAL IS TO BE TREATED SO THE SEDIMENT RUN-OFF WILL NOT CONTAMINATE SURROUNDING AREAS OR ENTER NEARBY
STREAMS.  STOCKPILE LOCATIONS SHALL BE COORDINATED WITH THE ENGINEER PRIOR TO GRADING ACTIVITIES.  EROSION & SEDIMENT CONTROL PRACTICE SHALL
BE INSTALLED PRIOR TO STOCKPILE OPERATIONS.

8. ANY SITE USED FOR DISPOSAL AND/OR STOCKPILE OF ANY MATERIAL SHALL BE PROPERLY PERMITTED FOR SUCH ACTIVITY.  IT IS THE RESPONSIBILITY OF THE
CONTRACTOR TO SEE THAT ALL REQUIRED PERMITS ARE SECURED FOR EACH PROPERTY UTILIZED.  A COPY OF THE APPROVED PERMIT MUST BE PROVIDED TO THE
INSPECTOR PRIOR TO COMMENCEMENT OF WORK ON ANY PROPERTY.  FAILURE TO DO SO MAY RESULT IN THE CONTRACTOR REMOVING ANY ILLEGALLY PLACED
MATERIAL AT HIS OWN EXPENSE.

9. CONSTRUCT SILT BARRIERS BEFORE BEGINNING GRADING OPERATIONS.

10. MULCH AND SEED ALL DISTURBED AREAS AS SOON AS POSSIBLE AFTER FINAL GRADING IS COMPLETED.  (WITHIN 15 DAYS OF ACHIEVED FINAL GRADES) UNLESS
OTHERWISE INDICATED.  CONTRACTOR SHALL TAKE WHATEVER MEANS NECESSARY TO ESTABLISH PERMANENT SOIL STABILIZATION.

11. REMOVE SEDIMENT FROM ALL DRAINAGE STRUCTURES BEFORE ACCEPTANCE BY LOCAL GOVERNING AGENCY OR AS DIRECTED BY THE OWNER'S REPRESENTATIVE.

12. CLEAN SILT BARRIERS WHEN THEY ARE APPROXIMATELY 50% FILLED WITH SEDIMENT OR AS DIRECTED BY THE OWNER'S REPRESENTATIVE.  SILT BARRIERS SHALL BE
REPLACED AS EFFECTIVENESS IS SIGNIFICANTLY REDUCED OR AS DIRECTED BY THE OWNER'S REPRESENTATIVE.

13. REMOVE THE TEMPORARY EROSION AND WATER POLLUTION CONTROL DEVICES ONLY AFTER A SOLID STAND OF GRASS HAS BEEN ESTABLISHED ON GRADED AREAS
AND, WHEN IN THE OPINION OF THE OWNER'S REPRESENTATIVE, THEY ARE NO LONGER NEEDED.

14. PROVIDE TEMPORARY CONSTRUCTION ACCESS(ES) AT THE POINT(S) WHERE CONSTRUCTION VEHICLES EXIT THE CONSTRUCTION AREA.  MAINTAIN PUBLIC
ROADWAYS FREE OF TRACKED MUD AND DIRT.

15. THE DISTURBED AREA FOR THIS PROJECT IS APPROXIMATELY 2.83 ACRES.

16. DO NOT DISTURB VEGETATION OR REMOVE TREES EXCEPT WHEN NECESSARY FOR GRADING PURPOSES.

17. STABILIZATION MEASURES (SEED & MULCH, EROSION CONTROL BLANKET WHERE INDICATED) SHALL BE INITIATED AS SOON AS PRACTICABLE IN PORTIONS OF THE
SITE WHERE CONSTRUCTION ACTIVITIES HAVE TEMPORARILY OR PERMANENTLY CEASED, EXCEPT IN THE FOLLOWING TWO CASES.

a. WHERE THERE IS SNOW COVER OR FROZEN GROUND CONDITIONS, STABILIZATION MEASURES SHALL BE INITIATED AS SOON AS PRACTICABLE OR
WHERE CONSTRUCTION ACTIVITY ON A PORTION OF THE SITE IS TEMPORARILY CEASED, AND EARTH DISTURBING ACTIVITIES WILL BE RESUMED WITHIN 15
DAYS.  TEMPORARY STABILIZATION MEASURES DO NOT HAVE TO BE INITIATED ON THAT PORTION OF SITE.

18. ALL EROSION CONTROL MEASURES SHALL BE CHECKED TWICE WEEKLY DURING PROLONGED RAINFALL DAILY CHECKING IS NECESSARY.  DOCUMENTATION OF ALL
CHECKS AND CORRECTIVE MEASURES SHALL BE KEPT AT THE PROJECT.  A MONITORING REPORT CAN BE FOUND IN THE TENNESSEE EROSION AND SEDIMENT
CONTROL HANDBOOK.

1. THE CONTRACTOR SHALL COORDINATE ALL ROAD CLOSURES, EXCAVATIONS, ETC. WITH THE CITY OF GALLATIN PUBLIC WORKS DEPARTMENT.  ALL TEMPORARY LANE
CLOSURES, EXCAVATIONS, BORINGS, TRAFFIC CONTROL, ETC. SHALL BE DONE IN COMPLIANCE WITH TDOT AND THE CITY OF GALLATIN REQUIREMENTS.  THE CONTRACTOR
SHALL NOTIFY TDOT AND THE CITY OF GALLATIN PUBLIC WORKS DIRECTOR 48 HOURS IN ADVANCE OF ANY LANE CLOSURES.

2. CONTRACTOR SHALL SUBMIT A TRAFFIC CONTROL PLAN AND/OR DETOUR PLAN TO THE PROJECT ENGINEER AND THE CITY OF GALLATIN FOR APPROVAL PRIOR TO ANY LANE
CLOSURES OR ROAD CLOSURES.

NORTH WATER AVENUE, EAST EASTLAND STREET, COLLEGE STREET
a. ALL CITY REQUIRED PERMITS WHICH REQUIRE SUBMITTALS SHALL BE DOCUMENTED IN THE SEQUENCING PLAN INCLUDING TIME OF PERMIT APPLICATION AND

ANTICIPATED RECEIPTS OF PERMIT.
b. THE CONTRACTOR WILL BE ALLOWED LANE CLOSURES DURING CONSTRUCTION ONLY TO THE EXTENT NECESSARY TO INSTALL UTILITIES UNDER EXISTING TRAFFIC

LANES, MILL PAVEMENT AND INSTALL NEW CURBS. PRIOR TO LANE CLOSURE AND PRIOR TO COMMENCING WORK WITHIN THE RIGHT-OF-WAY OF CITY STREETS, THE
CONTRACTOR SHALL PREPARE A TRAFFIC CONTROL PLAN AND RECEIVE APPROVAL OF THE PLAN FROM THE CITY. DETOURS ROUTING TRAFFIC SHALL BE INCLUDED
IN THE TRAFFIC CONTROL PLAN TO MINIMIZE THE DISTURBANCE OF TRAFFIC PATTERNS.

c. CONSTRUCTION TRAFFIC CONTROL DEVICES AND THEIR INSTALLATION SHALL BE IN ACCORDANCE WITH THE CURRENT TDOT STANDARDS AND THE MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES FOR STREET AND HIGHWAYS.

d. PLACEMENT AND REMOVAL OF CONSTRUCTION DEVICES SHALL BE COORDINATED WITH THE CITY A MINIMUM OF 48 HOURS IN ADVANCE OF THE ACTIVITY.
e. THE CONTRACTOR SHALL COORDINATE UTILITY WORK OR RELOCATION WORK WITH THE GALLATIN PUBLIC WORKS DIRECTOR.

3. ADVANCED WARNING SIGNS SHALL NOT BE DISPLAYED MORE THAN FORTY-EIGHT (48) HOURS BEFORE PHYSICAL CONSTRUCTION BEGINS.  SIGNS MAY BE ERECTED UP TO
ONE WEEK BEFORE NEEDED, IF THE SIGN FACE IS FULLY COVERED.

4. IF THE CONTRACTOR MOVES OFF THE PROJECT, HE SHALL COVER OR REMOVE ALL UNNEEDED SIGNS AS DIRECTED BY THE ENGINEER.  COST OF REMOVAL, COVERING, AND
REINSTALLING SIGNS SHALL NOT BE MEASURED AND PAID FOR SEPARATELY.

5. A LONG TERM BUT SPORADIC USE WARNING SIGN, SUCH AS A FLAGGER SIGN, MAY REMAIN IN PLACE WHEN NOT REQUIRED PROVIDED THE SIGN FACE IS FULLY COVERED.

6. TRAFFIC CONTROL DEVICES SHALL NOT BE DISPLAYED OR ERECTED UNLESS RELATED CONDITIONS ARE PRESENT NECESSITATING WARNING.

7. THE CONTRACTOR SHALL NOT BE PERMITTED TO PARK ANY VEHICLES OR CONSTRUCTION EQUIPMENT DURING PERIODS OF INACTIVITY, WITHIN THIRTY (30) FEET OF THE
EDGE OF PAVEMENT WHEN THE LANE IS OPEN TO TRAFFIC, UNLESS PROTECTED BY GUARDRAIL, AND/OR BARRIERS INSTALLED FOR OTHER PURPOSES.  PRIVATELY OWNED
VEHICLES SHALL NOT BE ALLOWED TO PARK WITHIN THIRTY (30) FEET OF AN OPEN TRAFFIC LANE AT ANY TIME UNLESS PROTECTED AS DESCRIBED ABOVE.  WHERE THERE
IS INSUFFICIENT RIGHT-OF-WAY TO PROVIDE FOR THIS 30 FOOT SETBACK, THE CONTRACTOR SHALL DETERMINE THE ALTERNATIVE LOCATIONS AND REQUEST THE
ENGINEER'S APPROVAL TO USE THEM.

8. ALL WORK ZONE TRAFFIC CONTROL SIGNING SHALL BE IN STRICT ACCORDANCE WITH THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, 2009 EDITION.

MISCELLANEOUS
1. NOTHING IN THE GENERAL NOTES OR SPECIAL PROVISION SHALL RELIEVE THE CONTRACTOR FROM HIS RESPONSIBILITIES TOWARD THE SAFETY AND CONVENIENCE OF THE

GENERAL PUBLIC AND THE RESIDENTS ALONG THE PROPOSED CONSTRUCTION AREA.

GRADING
1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSPECTION OF SUB-GRADE  BY THE CITY OF GALLATIN ENGINEERING DEPARTMENT AND CEI REPRESENTATIVE PRIOR TO

PLACING CRUSHED STONE AND THE INSPECTION OF BINDER ASPHALT PRIOR TO PLACING SURFACE COURSE ASPHALT.

2. ALL EXCAVATION IS UNCLASSIFIED.

3. UNDERGROUND SPRINGS OR SUBSURFACE WATER MAY BE ENCOUNTERED DURING CONSTRUCTION.  THE CONTRACTOR SHALL TAKE MEASURES TO ADDRESS SUBSURFACE
WATER BY CONSTRUCTION OF UNDERGROUND DRAINS OR OTHER METHODS TO DISCHARGE SUBSURFACE WATER INTO THE DRAINAGE WAYS OF THIS SECTION.

4. ALL AREAS SHALL BE GRADED FOR POSITIVE DRAINAGE, AND AS SHOWN ON THESE PLANS.  POSITIVE DRAINAGE SHALL BE ESTABLISHED AS THE FIRST ORDER OF WORK AND
THE CONTRACTOR SHALL MAINTAIN ADEQUATE SITE DRAINAGE DURING ALL PHASES OF CONSTRUCTION.  THE CONTRACTOR SHALL USE SILT FENCES (OR OTHER METHODS
APPROVED BY THE ENGINEER AND CITY OF GALLATIN) AS REQUIRED TO PREVENT SILT AND CONSTRUCTION DEBRIS FROM FLOWING INTO TOWN CREEK OR ONTO ADJACENT
PROPERTIES.  SOIL SOFTENED BY PERCHED WATER IN FOUNDATION AND PAVEMENT AREAS MUST BE UNDERCUT AND REPLACED WITH SUITABLE FILL MATERIALS, AND THE
WATER SHALL BE REMOVED USING GRAVITY DRAINAGE OR PUMPING.  CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE FEDERAL, STATE, OR LOCAL EROSION,
CONSERVATION, AND SILTATION ORDINANCES.  CONTRACTOR SHALL REMOVE ALL TEMPORARY EROSION CONTROL DEVICES UPON COMPLETION OF PERMANENT DRAINAGE
FACILITIES AND THE ESTABLISHMENT OF GRASS OR OTHER SITE STABILIZATION TO PREVENT EROSION.

5. GRADING CONTRACTOR SHALL COORDINATE WITH THE UTILITY COMPANIES FOR ANY REQUIRED UTILITY ADJUSTMENTS AND/OR RELOCATIONS.

6. MATERIALS USED TO CONSTRUCT EMBANKMENTS FOR ANY PURPOSE, BACKFILL AROUND DRAINAGE STRUCTURES, IN UTILITY TRENCHES OR ANY OTHER DEPRESSION
REQUIRING FILL OR BACKFILL SHALL BE COMPACTED TO 95% OF MAXIMUM DENSITY AS DETERMINED BY THE STANDARD PROCTOR TEST AS SET OUT IN ASTM STANDARD D-698.
THE CONTRACTOR, PRIOR TO ANY OPERATIONS INVOLVING FILLING OR BACKFILLING, SHALL SUBMIT THE RESULTS OF THE PROCTOR TEST TOGETHER WITH A CERTIFICATION
THAT THE SOIL TESTED IS REPRESENTATIVE OF THE MATERIALS TO BE USED ON THE PROJECT.  TESTS SHALL BE CONDUCTED BY A CERTIFIED MATERIALS TESTING
LABORATORY AND THE CERTIFICATIONS MADE BY A LICENSED PROFESSIONAL ENGINEER REPRESENTING THE LABORATORY.

7. ALL DEMOLITION, DEBRIS, AND OTHER EXCESS MATERIAL SHALL BE HAULED OFF-SITE AS DIRECTED BY THE OWNER AND LEGALLY DISPOSED OF AT THE CONTRACTOR'S
EXPENSE.

8. GRADING SHALL BE SEQUENCED SO THAT BASE STONE IS PLACED WITHIN 48 HOURS OF ACHIEVING OPTIMUM SUB GRADE COMPACTION.

9. EXCAVATION AND LANE CLOSURE PERMITS ARE REQUIRED FOR ALL WORK DONE WITHIN THE TDOT RIGHT OF WAY.  SECURE ALL PERMITS FROM TDOT AND FOLLOW TDOT
TRAFFIC CONTROL REQUIREMENTS.

10. THE CONTRACTOR SHALL VERIFY AND COORDINATE ALL DIMENSIONS SHOWN, INCLUDING THE HORIZONTAL AND VERTICAL LOCATION OF CURB INLETS AND GRATE INLETS AND
ALL UTILITIES CROSSING THE STORM SEWER.

11. THE SITE UTILITY CONTRACTOR SHALL PROVIDE ALL MATERIALS AND APPURTENANCES NECESSARY FOR COMPLETE INSTALLATION OF THE STORM SEWER.

12. ALL RCP STORM SEWER MAINS AND LATERALS SHALL BE MINIMUM CLASS III REINFORCED CONCRETE PIPE.

13. ALL PVC PIPE USED IN DRAINAGE SYSTEM SHALL BE MINIMUM SDR-35 OR APPROVED EQUAL.

14. ALL PVC TO RCP CONNECTIONS SHALL BE CONSTRUCTED WITH CONCRETE COLLARS.

15. THE LOCATIONS OF STORM SEWER STRUCTURES SHOWN ON THESE PLANS (AND PROVIDED IN ASSOCIATED CADD FILES) ARE APPROXIMATE.  THE CONTRACTOR SHALL STAKE
ALL CURB INLET STRUCTURES SUCH THAT INLET TOPS ALIGN HORIZONTALLY WITH PROPOSED CURB LOCATIONS (PER DETAIL, IF PROVIDED).  WHERE PROPOSED STORM
SEWERS TIE TO EXISTING STRUCTURES, PIPES, ETC., THE CONTRACTOR SHALL FIELD ADJUST PROPOSED STORM SEWERS TO MATCH THE LOCATIONS OF THESE EXISTING
FEATURES.

16. THE CONTRACTOR SHALL OBTAIN A LAND DISTURBANCE PERMIT PRIOR TO THE COMMENCEMENT OF ANY GRADING OPERATIONS.

17. REFER TO OVERALL LAYOUT PLAN FOR HORIZONTAL DIMENSIONS.

18. ALL GRADING SHALL BE COMPLETED TO THE LEVEL INDICATED BY THE SCOPE OF WORK LISTED IN THE BID DOCUMENTS.

19. ELEVATIONS SHOWN ON THE PLANS ARE THE FINISH GRADE ELEVATIONS.

20. PROPOSED CONTOURS AND GUTTER GRADIENTS ARE APPROXIMATE.  PROPOSED SPOT ELEVATIONS ARE TO BE USED IN CASE OF DISCREPANCY.

21. THE CONTRACTOR SHALL BE REQUIRED TO ADD THEMSELVES TO THE NOTICE OF COVERAGE (NOC) UNDER THE CONSTRUCTION GENERAL PERMIT FROM THE TENNESSEE
DEPARTMENT OF ENVIRONMENT AND CONSTRUCTION PRIOR TO BEGINNING WORK.
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BUSINESS ACCESS
1. THE CONTRACTOR SHALL MAINTAIN ACCESS TO ALL BUSINESSES WHEREVER WORK IS PERFORMED.  THIS SHALL INCLUDE PEDESTRIAN ACCESS AT ALL TIMES DURING THE

BUSINESS OPERATING HOURS.  DEMOLITION WORK SHALL BE LIMITED TO TIMES THAT WILL NOT DISRUPT PEDESTRIAN ACCESS DURING OPERATING HOURS.  TEMPORARY
ACCESS STRUCTURES, IF REQUIRED, MAY BE CONSTRUCTED OF WOOD OR OTHER MATERIALS.  ALL TEMPORARY ACCESS STRUCTURES SHALL PROVIDE A SMOOTH
TRANSITION FROM THE LIMIT OF CONSTRUCTION INTO EACH BUSINESS.  PARKING INTERRUPTIONS SHALL BE KEPT TO MINIMUM.  THE CONTRACTOR SHALL STAGE
CONSTRUCTION SO THAT NO MORE THAN 50% OF THE TOTAL EXISTING PARKING WITHIN THE CONSTRUCTION ZONE IS DISTURBED AT ONE TIME.  TEMPORARY BACK FILL
AND GRAVEL WALKWAYS AFTER INSTALLATION OF UNDERGROUND UTILITIES IS ACCEPTABLE.  THE CITY OF GALLATIN SHALL BE NOTIFIED AT LEAST 24 HOURS BEFORE
START OF ANY WORK THAT WILL AFFECT ANY BUSINESS LOCATED IN THE PROJECT AREA.

2. THE CONTRACTOR IS TO SUBMIT A CONSTRUCTION SCHEDULE OUTLINING THE WORK APPROACH FOR THE PROJECT TO MINIMIZE IMPACTS ON BUSINESSES.

3. THE CONTRACTOR IS TO COORDINATE ENTRY ACCESS WITH THE OWNERS REPRESENTATIVES, LOCAL LAW ENFORCEMENT AGENCIES, AND PROPERTY OWNERS PRIOR TO
BEGINNING WORK.

PAVEMENT RESURFACING
1. THE CONTRACTOR SHALL BE REQUIRED TO COLD PLANE AND PAVE IN THE DIRECTION OF THE TRAFFIC.

2. IN ALL CASES, THE LENGTH OF THE PAVEMENT TRANSITION, THE THICKNESS AND WIDTH OF THE RESURFACING AND ANY ADDITIONAL PAVEMENT MATERIALS SHALL
BE AS DIRECTED BY THE ENGINEER AND IN COMPLIANCE WITH TDOT SPECIFICATIONS.

3. EXISTING PAVEMENT OF PUBLIC ROADWAYS SHALL BE PATCHED IN ACCORDANCE WITH LOCAL AGENCY STANDARDS WHEREVER UTILITY INSTALLATION REQUIRES
REMOVAL OF THE EXISTING PAVEMENT.

4. THE CONTRACTOR SHALL PROVIDE A SMOOTH TRANSITION BETWEEN EXISTING PAVEMENT AND NEW PAVEMENT.  FIELD ADJUSTMENT OF FINAL GRADES MAY BE
NECESSARY SUBJECT TO THE APPROVAL OF THE CITY OF GALLATIN ENGINEERING DEPARTMENT.

5. ALL ROADWAY CONSTRUCTION, SIGNS, PAVEMENT MARKINGS, AND OTHER TRAFFIC CONTROL DEVICES ON PUBLIC STREETS SHALL CONFORM TO THE
REQUIREMENTS AND SPECIFICATIONS OF THE MUTCD, TDOT, AND CITY OF GALLATIN STANDARDS.

6. WHERE PROPOSED CURB TIES TO EXISTING CURB OR CURB AND GUTTER, A TRANSITION LENGTH SHALL BE MADE TO CONFORM TO THE EXISTING HEIGHTS AND
SHAPES.

7. BEFORE ANY EARTHWORK IS DONE, THE CONTRACTOR SHALL STAKE OUT AND MARK THE LIMITS OF PAVEMENT AND OTHER ITEMS ESTABLISHED IN THE PLANS.  THE
CONTRACTOR SHALL PROVIDE ALL NECESSARY ENGINEERING AND SURVEYING FOR LINE AND GRADE CONTROL POINTS RELATED TO EARTHWORK.

8. ALL PAVEMENT SUB GRADES SHALL BE SCARIFIED TO A DEPTH OF 8 INCHES AND COMPACTED TO A MINIMUM DENSITY OF 98 PERCENT OF ASTM D-698 DENSITY AT
OPTIMUM MOISTURE CONTENT UNLESS OTHERWISE SHOWN ON THE CONSTRUCTION PLANS.

9. THE CONTRACTOR SHALL FURNISH AND INSTALL ALL PAVEMENT MARKINGS FOR FIRE LANES, PARKING STALLS, HANDICAPPED PARKING SYMBOLS, AND
MISCELLANEOUS STRIPING AS SHOWN ON THE PLANS.  ALL PAINT FOR PAVEMENT MARKINGS SHALL ADHERE TO CITY OF GALLATIN STANDARDS, OR AS NOTED ON THE
SIGNAGE AND STRIPING PLAN.

10. ALL HANDICAP RAMPING, STRIPING, AND PAVEMENT MARKINGS SHALL CONFORM TO ADA REQUIREMENTS.

11. ALL CURB JOINTS SHALL EXTEND THROUGH THE CURB.  MINIMUM LENGTH OF OFFSET JOINTS AT RADIUS POINTS IS 1.5 FEET.  ALL JOINTS SHALL BE SEALED WITH
JOINT SEALANT.

12. TESTING OF MATERIALS REQUIRED FOR THE CONSTRUCTION OF THE PAVING  IMPROVEMENTS SHALL BE PERFORMED BY AN APPROVED AGENCY FOR TESTING
MATERIALS.  THE NOMINATION OF THE TESTING LABORATORY AND THE PAYMENT OF SUCH TESTING SERVICES SHALL BE MADE BY THE CONTRACTOR.  THE OWNER
SHALL APPROVE THE LABORATORY NOMINATED TO DO THE TESTING OF MATERIALS.  IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO SHOW BY STANDARD
TESTING PROCEDURES THAT THE WORK CONSTRUCTED DOES MEET THE REQUIREMENTS OF THE CITY'S SPECIFICATIONS.

13. ALL REINFORCING STEEL SHALL BE NEW DOMESTIC BILLET STEEL CONFORMING TO ASTM A-615, GRADE 60, AND SHALL BE SUPPORTED BY BAR CHAIRS.
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ESTIMATED ROADWAY QUANTITIES
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Item No. Item Description Unit Quantity
707-15-51 MOBILIZATION EA 1
105-01.50 CONSTRUCTION LAYOUT LS 1

LOCATING UTILITIES LS 1
712-01 TRAFFIC CONTROL LS 1
920-10.01 VIBRATION MONITORING LS 1
407-20.05 SAW CUTTING ASPHALT PAVEMENT LF 1700
415-01.01 COLD PLANING BITUMINOUS PAVEMENT TON 500
407-02.12 REMOVAL & DISPOSAL EXISTING ASPHALT PVMT SY 1300
202-08.15 REMOVAL OF CURB AND GUTTER LF 1200
202-03 REMOVAL OF RIGID PAVEMENT, SIDEWALK, ETC. CY 600
201-01.03 CLEARING AND GRUBBING ACRE 2
802-08.03 TREE REMOVAL CAL IN 150
203-01.29 ROCK EXCAVATION CY 200
203-01 UNCLASSIFIED ROAD AND DRAINAGE EXCAVATION CY 2200
202-01 REMOVAL OF STRUCTURES (DRAINAGE, HEADWALL, INLET, MANHOLE) EA 3
707-06.01 REMOVAL OF FENCE (4' CHAIN-LINK) LF 600
204-08.01 BACKFILL MATERIAL (FLOWABLE FILL) CY 150
714-08.30 REMOVE STREET LIGHTS EA 9
713-16.41 REMOVE TRAFFIC SIGNS EA 4
411-01.11 1.5 " ASPHALTIC CONCRETE SURFACE (PG64-22)(BPMB-HM) GRADING E TON 410
307-01.07 2.5 " ASPHALTIC CONCRETE MIX (PG64-22)(BPMB-HM) GRADING B-M TON 45
303-01 6" MINERAL AGGREGATE, TYPA A BASE, GRADING D GRAVEL TON 200
411-33.34 ASPHALT COLORING AND STAMPING SF 1200
701-01.01 CONCRETE SIDEWALK (4" INCLUDES SCORING) SF 16000
701-01.02 CONCRETE TRAIL / DRIVEWAYS (6" INCLUDES SCORING) SF 22000
702-03 6" DETACHED CONCRETE CURB TYPE "B" CY 80
702-01 6" DETACHED CONCRETE CURB TYPE "A" CY 12
701-02.03 CONCRETE HANDICAP RAMP SF 950
604-10.05 PERVIOUS CONCRETE PAVEMENT SF 2800
701-01.04 CAST-IN-PLACE TACTILE WARNING SYSTEM SF 250

STAND ALONE COLUMNS EA 2
RETAINING WALL SF 1
42" HIGH HANDRAIL LF 500

203-04 PLACING SPREADING SOIL FOR LANDSCAPING CY 350
203-04.02 STRIPPING AND STOCKPILING TOPSOIL (6") CY 700

6-14" LARGE DECORATIVE STONE (RIVERROCK) CY 4
801-06.10 SHREDDED HARDWOOD MULCH CY 120
805-14.01 LANDSCAPE EDGING, ALUMINUM LF 220
802-01.10 TREE (MAGNOLIA GRANDIFLORA, SOUTHERN MAGNOLIA, 3" CAL, B&B) EA 21
802-01.12 TREE (ILEX X NELLIE R. STEVENS, NELLIE R. STEVENS HOLLY, 3" CAL, B&B) EA 34
802-01.13 TREE (JUNIPERUS VIRGINIANA "BURKII", RED CEDAR, 3" CAL, B&B) EA 16
802-01.14 TREE (THUJA OCCIDENTALIS 'GREEN GIANT', GREEN GIANT ARBORVITAE, 3" CAL, B&B) EA 3
802-01.15 TREE (CRYPTOMERIA JAPONICA, JAPANESE CEDAR, 3" CAL, B&B) EA 15
802-01.16 TREE (ULMUS PARVIFOLIA 'ALLEE', ALLEE LACEBARK ELM, 3" CAL, B&B) EA 8
802-01.17 TREE (BETULA NIGRA, RIVER BIRCH, 3" CAL PER STEM, B&B) EA 1
802-01.18 TREE (QUERCUS PHELLOS, WILLOW OAK, 3" CAL, B&B) EA 2
802-01.19 TREE (QUERCUS RUBRA, RED OAK, 3" CAL, B&B) EA 5
802-01.20 TREE (LAGERSTROEMIA INDICA 'NATCHEZ', NATCHEZ CRAPEMYRTLE,6-8', B&B) EA 16
802-03.01 SHRUB (ILEX GLABRA 'NORDIC', NORDIC INKBERRY,3 GAL.) EA 162
802-03.02 SHRUB (ABELIA GRANDIFLORA 'EDWARD GOUCHER', EDWARD GOUCHER ABELIA, 3 GAL.) EA 88
802-03.03 SHRUB (PRUNUS LAUROCERASUS 'OTTO LUYKEN', OTTO LUYKEN LAUREL, 3 GAL.) EA 44
802-04.70 GROUND COVER (LIRIOPE MUSCARI 'VARIEGATA', VARIEGATED LIRIOPE, 1 GAL.) EA 642
802-04.71 GROUND COVER (HEMEROCALLIS HYBRIDA 'STELL D' ORO', STELLA D' ORO DAYLILLIES, 1 GAL.) EA 642
707-08.04 SPLIT-RAIL FENCE LF 1300
713-16.20 SIGNS - LARGE (TRAIL SIGNS, POSTS, AND FOOTINGS) EA 3
713-16.20 SIGNS - SMALL (TRAIL SIGNS, POSTS, AND FOOTINGS) EA 1
713-16.20 REPLACEMENT OF TRAIL SIGNS - LARGE EA 3

713-16.20 REPLACEMENT OF TRAIL SIGNS - SMALL EA 3
713-16.23 QUARTER MILE MARKER SIGNS EA 2
721-01.01 SECURITY CAMERA EA 3
721-01.02 TRASH RECEPTACLES EA 3
721-01.03 BENCHES EA 13
721-01.04 BIKE RACKS EA 2
721-01.05 BOLLARDS EA 4
900-04.04 DOGIPOT STATIONS EA 2
611-12.01 CATCH BASINS, TYPE 12, 0'-4' DEPTH EA 4
611-12.02 CATCH BASINS, TYPE 12, 4'-8' DEPTH EA 3
611-01.02 MANHOLES, 4-8' DEPTH EA 1
611-01.21 REWORK STORM STRUCTURE EA 3
607-07.02 36" CONCRETE PIPE CULVERT (CLASS III) LF 15
607-05.02 24" CONCRETE PIPE CULVERT (CLASS III) LF 10
607-03.02 18" CONCRETE PIPE CULVERT (CLASS III) LF 240
607-02.02 15" CONCRETE PIPE CULVERT (CLASS III) LF 45

12" CONCRETE PIPE CULVERT (CLASS III) LF 25
CONCRETE COLLAR AROUND PIPE IN WALL FACE EA 3

611-07.01 18" PRECAST CONCRETE ENDWALL EA 2
611-07.01 15" PRECAST CONCRETE ENDWALL EA 2
611-09.02 REWORK CATCH BASIN EA 1
709-05.06 CLASS A-1 - MACHINED RIP RAP TON 50
209-08.02 TEMPORARY SILT FENCE (WITH BACKING) LF 1800
802-05.01 TEMPORARY TREE PROTECTION LF 1800
209-40.30 CATCH BASIN INLET PROTECTION (TYPE A) EA 8
805-12.02 EROSION CONTROL BLANKET SY 150
209-01.11 CONSTRUCTION EXITS EA 6

CONCRETE WASHOUT AREA EA 4
713-16.20 SIGNS (DECORATIVE SIGN POST, FOOTING AND SIGN ATTACHMENT) EA 7
713-16.21 SIGNS (R10-7) EA 1
713-16.22 SIGNS (R7-8) EA 2
713-16.23 SIGNS (R1-1) EA 2
713-16.24 SIGNS (D3-1) EA 4
713-16.25 SIGNS (W11-2) EA 2
713-16.26 SIGNS (W16-7P) EA 2
716-02.01 PLASTIC PAVEMENT MARKING (4" LINE) LF 2900
716-02.03 PLASTIC PAVEMENT MARKING (CROSS-WALK) LF 135
716-02.04 PLASTIC PAVEMENT MARKING (CHANNELIZATION STRIPING) SY 90
716-02.05 PLASTIC PAVEMENT MARKING (STOP LINE) LF 90
716-02.06 PLASTIC PAVEMENT MARKING (TURN LANE ARROW) EA 4
716-02.09 PLASTIC PAVEMENT MARKING (LONGITUDINAL CROSS-WALK) LF 30
716-02.10 PLASTIC PAVEMENT MARKING (6" LINE) LF 330
716-04.03 PLASTIC PAVEMENT MARKING (4" DOTTED LINE) LF 35
716-04.05 PLASTIC PAVEMENT MARKING (STRAIGHT ARROW) EA 1
716-04.10 PLASTIC PAVEMENT MARKING (HANDICAP SYMBOL) EA 2
716-04.15 PLASTIC PAVEMENT MARKING (BIKE SYMBOL / ARROW SHARED) EA 10
714-05.06 PULL BOXES EA 20
714-06.08 CABLE (#10 AWG CONDUCTOR) LF 6600
714-06.06 CABLE (1/C #4 AWG) LF 4200

2" HDPE CONDUIT AND DIRECTIONAL DRILL LF 2500
714-03.01 DIRECT BURIAL CONDUIT (2" PVC, SCHEDULE 40) LF 3500

6 SPACE NEMA 3R MCB LOAD CENTER EA 2
125 AMP RATED METER BASE EA 1

714-01.37 LIGHT STANDARDS (PED. STREET LIGHT (HOLOPHANE LIGHT FIXTURE)) EA 30
730-24.07 FOUNDATION (PEDESTRIAN LIGHT POLE) EA 24

SLIP LINING / PIPE BURSTING LF 500
PROPERTY ACQUISITION LS 1
CONTRACT VALUE FOR ENGINEERING LS 1



G
EN

ER
A

L

O
V

ER
A

LL
M

A
P

O-1.0

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Overall.dwg   O-1.0 OVERALL MAP   Feb 13, 2014  11:36am   by: philip.neal

LANDSCA P E A RCH I T EC T

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
080 80 160

80

32040



NORTHKEY MAP
1

2 31 2
3

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Demo.dwg   DM-1.0 NORTH WATER   Feb 13, 2014  10:37am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

D
EM

O
LI

TI
O

N

N
O

RT
H

W
A

TE
R

AS SHOWN

AS SHOWN

DM-1.0

PHN

DAC/PHN

ZJD

02/13/2014

M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

MATCH LINE - SEE SHEET 2.0

SAND BAG DETAIL



M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Demo.dwg   DM-2.0 EASTLAND - COLLEGE   Feb 13, 2014  10:37am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

D
EM

O
LI

TI
O

N

EA
ST

LA
N

D
-

C
O

LL
EG

E

AS SHOWN

AS SHOWN

DM-2.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

2 31 2
3

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
1.

0

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
3.

0

M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T



M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Demo.dwg   DM-3.0 COLLEGE - WILMORE   Feb 13, 2014  10:37am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

D
EM

O
LI

TI
O

N

C
O

LL
EG

E
-

W
IL

M
O

RE

AS SHOWN

AS SHOWN

DM-3.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

2 31 2
3

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
2.

0
M

A
TC

H
LI

N
E

-S
E

E
TH

IS
SH

EE
T



NORTHKEY MAP
1

4

2

3 5
76

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Layout.dwg   L-1.0 NORTH WATER   Feb 13, 2014  11:25am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
2.

0

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
010 10 20

10

405

LA
YO

U
T

N
O

RT
H

W
A

TE
R

AS SHOWN

AS SHOWN

L-1.0

PHN

DAC/PHN

ZJD

02/13/2014



M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
3.

0

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Layout.dwg   L-2.0 NORTH WATER   Feb 13, 2014  11:25am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
010 10 20

10

405

LA
YO

U
T

N
O

RT
H

W
A

TE
R

AS SHOWN

AS SHOWN

L-2.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

4

2

3 5
76

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
1.

0



MATCH LINE - SEE SHEET 4.0

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Layout.dwg   L-3.0 NORTH WATER   Feb 13, 2014  11:25am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
010 10 20

10

405

LA
YO

U
T

N
O

RT
H

W
A

TE
R

AS SHOWN

AS SHOWN

L-3.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

4

2

3 5
76

M
AT

CH
LI

NE
- S

EE
SH

EE
T

2.
0

R5.0'

R10.0'

3.6'

8.
5'

9.
0'

29.8'

5.
5'

5.
5'

R5.0'

3.1'



M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
5.

0

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Layout.dwg   L-4.0 EASTLAND   Feb 13, 2014  11:25am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

LA
YO

U
T

EA
ST

LA
N

D

AS SHOWN

AS SHOWN

L-4.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

4

2

3 5
76

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
3.

0

SCALE: 1" = 10'



M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
6.

0

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Layout.dwg   L-5.0 EASTLAND   Feb 13, 2014  11:26am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

LA
YO

U
T

EA
ST

LA
N

D

AS SHOWN

AS SHOWN

L-5.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

4

2

3 5
76

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
4.

0

SCALE: 1" = 10'



M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
7.

0

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Layout.dwg   L-6.0 GREENWAY   Feb 13, 2014  11:26am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

LA
YO

U
T

G
RE

EN
W

A
Y

AS SHOWN

AS SHOWN

L-6.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

4

2

3 5
76

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
5.

0

SCALE: 1" = 10'



N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Layout.dwg   L-7.0 GREENWAY   Feb 13, 2014  11:26am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

LA
YO

U
T

G
RE

EN
W

A
Y

AS SHOWN

AS SHOWN

L-7.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

4

2

3 5
76

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
6.

0



NORTHKEY MAP
1

4

2

3 5
76

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Grading.dwg   G-1.0 NORTH WATER   Feb 13, 2014  10:40am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
010 10 20

10

405

G
RA

D
IN

G
&

D
RA

IN
A

G
E

N
O

RT
H

W
A

TE
R

AS SHOWN

AS SHOWN

G-1.0

PHN

DAC/PHN

ZJD

02/13/2014

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
2.

0

GRADING NOTES
MATCH EXISTING  GRADE AT BUILDING ENTRANCES AND
R.O.W.

ADJUST MANHOLE COVER TO AVOID TACTILE WARNING
STRIP.

INSTALL DOGHOUSE MANHOLE. EXISTING TRUNK LINE TO
REMAIN.



M
AT

C
H

LI
N

E
4+

75

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Grading.dwg   G-2.0 NORTH WATER   Feb 13, 2014  11:00am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
010 10 20

10

405

G
RA

D
IN

G
&

D
RA

IN
A

G
E

N
O

RT
H

W
A

TE
R

AS SHOWN

AS SHOWN

G-2.0

PHN

DAC/PHN

ZJD

02/13/2014

GRADING NOTES
MATCH EXISTING  GRADE AT BUILDING ENTRANCES AND
R.O.W.

ADJUST MANHOLE COVER TO AVOID TACTILE WARNING
STRIP.

INSTALL DOGHOUSE MANHOLE. EXISTING TRUNK LINE TO
REMAIN.

NORTHKEY MAP
1

4

2

3 5
76

M
AT

C
H

LI
N

E
2+

25



MATCH LINE - SEE SHEET 4.0

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Grading.dwg   G-3.0 NORTH WATER   Feb 13, 2014  11:01am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
010 10 20

10

405

G
RA

D
IN

G
&

D
RA

IN
A

G
E

N
O

RT
H

W
A

TE
R

AS SHOWN

AS SHOWN

G-3.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

4

2

3 5
76

M
AT

CH
LI

NE
- S

EE
SH

EE
T

2.
0

GRADING NOTES
MATCH EXISTING  GRADE AT BUILDING ENTRANCES AND
R.O.W.

CONVERT EXISTING CURB INLET TO MANHOLE. INSTALL
FLUSH WITH SIDEWALK.

INSTALL DOGHOUSE STRUCTURE WITH CURB INLET TOP.
MATCH RIM TO PROPOSED GRADE. EXISTING STORM PIPE
TO REMAIN.

ADJUST EXISTING CURB INLET TO MATCH PROPOSED
GRADE.



N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Grading.dwg   G-4.0 EASTLAND   Feb 13, 2014  10:41am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

G
RA

D
IN

G
&

D
RA

IN
A

G
E

EA
ST

LA
N

D

AS SHOWN

AS SHOWN

G-4.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

4

2

3 5
76

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
5.

0

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
3.

0

SCALE: 1" = 10'

GRADING NOTES
ADS YARD INLET. TIE INTO WALL DRAIN SYSTEM.



N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Grading.dwg   G-5.0 EASTLAND   Feb 13, 2014  10:42am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

G
RA

D
IN

G
&

D
RA

IN
A

G
E

EA
ST

LA
N

D

AS SHOWN

AS SHOWN

G-5.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

4

2

3 5
76

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
6.

0

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
4.

0



N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Grading.dwg   G-6.0 GREENWAY   Feb 13, 2014  10:42am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

G
RA

D
IN

G
&

D
RA

IN
A

G
E

G
RE

EN
W

A
Y

AS SHOWN

AS SHOWN

G-6.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

4

2

3 5
76

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
7.

0

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
5.

0



N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Grading.dwg   G-7.0 GREENWAY   Feb 13, 2014  10:42am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

G
RA

D
IN

G
&

D
RA

IN
A

G
E

G
RE

EN
W

A
Y

AS SHOWN

AS SHOWN

G-7.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

4

2

3 5
76

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
6.

0



N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Erosion Control.dwg   EC-1.1 NORTH WATER   Feb 13, 2014  10:38am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

ER
O

SI
O

N
C

O
N

TR
O

L

N
O

RT
H

W
A

TE
R

PH
AS

E
1

AS SHOWN

AS SHOWN

EC-1.1

PHN

DAC/PHN

ZJD

02/13/2014

M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

MATCH LINE - SEE SHEET 1.2

INLET PROTECTION - REFER TO DETAIL 6, SHEET EC-3.0IP

CONSTRUCTION EXIT - REFER TO DETAIL 7, SHEET EC-3.0

TREE PROTECTION - REFER TO DETAIL 5, SHEET EC-3.0

SILT FENCE WITH BACKING - REFER TO DETAIL 5, SHEET EC-3.0

TP

CE

SF

CD ROCK CHECK DAM - REFER TO DETAIL 3, SHEET EC-3.0

OUTLET PROTECTION - REFER TO DETAIL 2, SHEET EC-3.0OP

DESIGNATED CONCRETE WASHOUT AREA - REFER TO DETAIL 1, SHEET EC-3.0CW

LIMITS OF DISTURBANCE REQUIRED FOR CONSTRUCTION

EROSION CONTROL MEASURES LEGEND

EROSION CONTROL MATTING - NORTH AMERICAN GREEN BIONET SC150BN OR
APPROVED EQUAL. CONTRACTOR TO INSTALL ON SLOPES 3(H):1(v) OR STEEPER
REFER TO DETAIL 4, SHEET EC-3.0

MA

NORTHKEY MAP
1

2 31 2
3



M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Erosion Control.dwg   EC-1.2 EASTLAND - COLLEGE   Feb 13, 2014  10:38am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

ER
O

SI
O

N
C

O
N

TR
O

L

EA
ST

LA
N

D
-

C
O

LL
EG

E

PH
AS

E
1

AS SHOWN

AS SHOWN

EC-1.2

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

2 31 2
3

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
1.

1

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
1.

3

M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

INLET PROTECTION - REFER TO DETAIL 6, SHEET EC-3.0IP

CONSTRUCTION EXIT - REFER TO DETAIL 7, SHEET EC-3.0

TREE PROTECTION - REFER TO DETAIL 5, SHEET EC-3.0

SILT FENCE WITH BACKING - REFER TO DETAIL 5, SHEET EC-3.0

TP

CE

SF

CD ROCK CHECK DAM - REFER TO DETAIL 3, SHEET EC-3.0

OUTLET PROTECTION - REFER TO DETAIL 2, SHEET EC-3.0OP

DESIGNATED CONCRETE WASHOUT AREA - REFER TO DETAIL 1, SHEET EC-3.0CW

LIMITS OF DISTURBANCE REQUIRED FOR CONSTRUCTION

EROSION CONTROL MEASURES LEGEND

EROSION CONTROL MATTING - NORTH AMERICAN GREEN BIONET SC150BN OR
APPROVED EQUAL. CONTRACTOR TO INSTALL ON SLOPES 3(H):1(v) OR STEEPER
REFER TO DETAIL 4, SHEET EC-3.0

MA



M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Erosion Control.dwg   EC-1.3 COLLEGE - WILMORE   Feb 13, 2014  10:38am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

ER
O

SI
O

N
C

O
N

TR
O

L

C
O

LL
EG

E
-

W
IL

M
O

RE
PH

AS
E

1

AS SHOWN

AS SHOWN

EC-1.3

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

2 31 2
3

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
1.

2
M

A
TC

H
LI

N
E

-S
E

E
TH

IS
SH

EE
T

INLET PROTECTION - REFER TO DETAIL 6, SHEET EC-3.0IP

CONSTRUCTION EXIT - REFER TO DETAIL 7, SHEET EC-3.0

TREE PROTECTION - REFER TO DETAIL 5, SHEET EC-3.0

SILT FENCE WITH BACKING - REFER TO DETAIL 5, SHEET EC-3.0

TP

CE

SF

CD ROCK CHECK DAM - REFER TO DETAIL 3, SHEET EC-3.0

OUTLET PROTECTION - REFER TO DETAIL 2, SHEET EC-3.0OP

DESIGNATED CONCRETE WASHOUT AREA - REFER TO DETAIL 1, SHEET EC-3.0CW

LIMITS OF DISTURBANCE REQUIRED FOR CONSTRUCTION

EROSION CONTROL MEASURES LEGEND

EROSION CONTROL MATTING - NORTH AMERICAN GREEN BIONET SC150BN OR
APPROVED EQUAL. CONTRACTOR TO INSTALL ON SLOPES 3(H):1(v) OR STEEPER
REFER TO DETAIL 4, SHEET EC-3.0

MA



M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Erosion Control.dwg   EC-2.1 NORTH WATER   Feb 13, 2014  10:38am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

ER
O

SI
O

N
C

O
N

TR
O

L

N
O

RT
H

W
A

TE
R

PH
AS

E
2

AS SHOWN

AS SHOWN

EC-2.1

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

2 31 2
3

M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

MATCH LINE - SEE SHEET 2.2

INLET PROTECTION - REFER TO DETAIL 6, SHEET EC-3.0IP

CONSTRUCTION EXIT - REFER TO DETAIL 7, SHEET EC-3.0

TREE PROTECTION - REFER TO DETAIL 5, SHEET EC-3.0

SILT FENCE WITH BACKING - REFER TO DETAIL 5, SHEET EC-3.0

TP

CE

SF

CD ROCK CHECK DAM - REFER TO DETAIL 3, SHEET EC-3.0

OUTLET PROTECTION - REFER TO DETAIL 2, SHEET EC-3.0OP

DESIGNATED CONCRETE WASHOUT AREA - REFER TO DETAIL 1, SHEET EC-3.0CW

LIMITS OF DISTURBANCE REQUIRED FOR CONSTRUCTION

EROSION CONTROL MEASURES LEGEND

EROSION CONTROL MATTING - NORTH AMERICAN GREEN BIONET SC150BN OR
APPROVED EQUAL. CONTRACTOR TO INSTALL ON SLOPES 3(H):1(v) OR STEEPER
REFER TO DETAIL 4, SHEET EC-3.0

MA



M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Erosion Control.dwg   EC-2.2 EASTLAND - COLLEGE   Feb 13, 2014  10:39am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

ER
O

SI
O

N
C

O
N

TR
O

L

EA
ST

LA
N

D
-

C
O

LL
EG

E

PH
AS

E
2

AS SHOWN

AS SHOWN

EC-2.2

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

2 31 2
3

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
1.

1

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
2.

3

M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

INLET PROTECTION - REFER TO DETAIL 6, SHEET EC-3.0IP

CONSTRUCTION EXIT - REFER TO DETAIL 7, SHEET EC-3.0

TREE PROTECTION - REFER TO DETAIL 5, SHEET EC-3.0

SILT FENCE WITH BACKING - REFER TO DETAIL 5, SHEET EC-3.0

TP

CE

SF

CD ROCK CHECK DAM - REFER TO DETAIL 3, SHEET EC-3.0

OUTLET PROTECTION - REFER TO DETAIL 2, SHEET EC-3.0OP

DESIGNATED CONCRETE WASHOUT AREA - REFER TO DETAIL 1, SHEET EC-3.0CW

LIMITS OF DISTURBANCE REQUIRED FOR CONSTRUCTION

EROSION CONTROL MEASURES LEGEND

EROSION CONTROL MATTING - NORTH AMERICAN GREEN BIONET SC150BN OR
APPROVED EQUAL. CONTRACTOR TO INSTALL ON SLOPES 3(H):1(v) OR STEEPER
REFER TO DETAIL 4, SHEET EC-3.0

MA



M
A

TC
H

LI
N

E
-S

E
E

TH
IS

SH
EE

T

N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Erosion Control.dwg   EC-2.3 COLLEGE - WILMORE   Feb 13, 2014  10:39am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

1 inch =         ft.
( IN FEET )

GRAPHIC SCALE
020 20 40

20

8010

ER
O

SI
O

N
C

O
N

TR
O

L

C
O

LL
EG

E
-

W
IL

M
O

RE
PH

AS
E

2

AS SHOWN

AS SHOWN

EC-2.3

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

2 31 2
3

M
A

TC
H

LI
N

E
-S

E
E

SH
EE

T
1.

2
M

A
TC

H
LI

N
E

-S
E

E
TH

IS
SH

EE
T

INLET PROTECTION - REFER TO DETAIL 6, SHEET EC-3.0IP

CONSTRUCTION EXIT - REFER TO DETAIL 7, SHEET EC-3.0

TREE PROTECTION - REFER TO DETAIL 5, SHEET EC-3.0

SILT FENCE WITH BACKING - REFER TO DETAIL 5, SHEET EC-3.0

TP

CE

SF

CD ROCK CHECK DAM - REFER TO DETAIL 3, SHEET EC-3.0

OUTLET PROTECTION - REFER TO DETAIL 2, SHEET EC-3.0OP

DESIGNATED CONCRETE WASHOUT AREA - REFER TO DETAIL 1, SHEET EC-3.0CW

LIMITS OF DISTURBANCE REQUIRED FOR CONSTRUCTION

EROSION CONTROL MEASURES LEGEND

EROSION CONTROL MATTING - NORTH AMERICAN GREEN BIONET SC150BN OR
APPROVED EQUAL. CONTRACTOR TO INSTALL ON SLOPES 3(H):1(v) OR STEEPER
REFER TO DETAIL 4, SHEET EC-3.0

MA



N
o.

RE
VI

SI
O

N
S

BY
D

AT
E

DESIGNED BY:

CHECKED BY:

SCALE (H):

DRAWN BY:

KHA PROJECT NO.:

DATE:

SHEET NUMBER

SCALE (V):

118006006

CS
ui

te
50

1
20

9
TE

N
TH

A
VE

N
U

E
SO

U
TH

N
A

S
H

V
IL

LE
,T

N
37

20
3

Te
l:

(6
15

)5
64

-2
70

1

20
14

Ki
m

le
y-

H
or

n
an

d
A

ss
oc

ia
te

s,
In

c.

TO
W

N
C

RE
EK

G
RE

EN
W

A
Y

PH
A

SE
II

I

G
A

LL
A

TI
N

T
EN

N
E

S
S

EE

 Drawing name: K:\NSH_LDEV\118006006 - Town Creek Greenway - Phase 3\CAD\SHEETS\118006006-Erosion Control.dwg   EC-3.0 DETAILS   Feb 13, 2014  11:14am   by: philip.neal

LANDSCA PE A RCH I T ECT

DA

V I D A . COODE

TENNESSEE No . 456

ER
O

SI
O

N
C

O
N

TR
O

L

D
ET

A
IL

S
PH

AS
E

3

AS SHOWN

AS SHOWN

EC-3.0

PHN

DAC/PHN

ZJD

02/13/2014

NORTHKEY MAP
1

2 31 2
3

IP

OP

TP

SF

CD

CW

MA

CE

SITE EROSION CONTROL NOTES:
1. STOCKPILED TOPSOIL OR FILL MATERIAL IS TO BE TREATED SO THE SEDIMENT RUN-OFF WILL NOT CONTAMINATE SURROUNDING AREAS OR

ENTER NEARBY STREAMS.  STOCK PILE LOCATIONS SHALL BE COORDINATED WITH THE ENGINEER PRIOR TO GRADING ACTIVITIES.  EROSION
& SEDIMENT CONTROL PRACTICE SHALL BE INSTALLED PRIOR TO STOCKPILE OPERATIONS.

2. ANY SITE USED FOR DISPOSAL AND/OR STOCKPILE OF ANY MATERIAL SHALL BE PROPERLY PERMITTED FOR SUCH ACTIVITY.  IT IS THE
RESPONSIBILITY OF THE CONTRACTOR TO SEE THAT ALL REQUIRED PERMITS ARE SECURED FOR EACH PROPERTY UTILIZED.  A COPY OF THE
APPROVED PERMIT MUST BE PROVIDED TO THE INSPECTOR PRIOR TO COMMENCEMENT OF WORK ON ANY PROPERTY.  FAILURE TO DO SO
MAY RESULT IN THE CONTRACTOR REMOVING ANY ILLEGALLY PLACED MATERIAL AT HIS OWN EXPENSE.

3. CONSTRUCT SILT BARRIERS BEFORE BEGINNING GRADING OPERATIONS.

4. MULCH AND SEED ALL DISTURBED AREAS AS SOON AS POSSIBLE AFTER FINAL GRADING IS COMPLETED.  (WITHIN 15 DAYS OF ACHIEVED
FINAL GRADES) UNLESS OTHERWISE INDICATED.  CONTRACTOR SHALL TAKE WHATEVER MEANS NECESSARY TO ESTABLISH PERMANENT
SOIL STABILIZATION.

5. REMOVE SEDIMENT FROM ALL DRAINAGE STRUCTURES BEFORE ACCEPTANCE BY LOCAL GOVERNING AGENCY OR AS DIRECTED BY THE
OWNER'S RESPRESENTATIVE.

6. CLEAN SILT BARRIERS WHEN THEY ARE APPROXIMATELY 50% FILLED WITH SEDIMENT OR AS DIRECTED BY THE OWNER'S REPRESENTATIVE.
SILT BARRIERS SHALL BE REPLACED AS EFFECTIVENESS IS SIGNIFICANTLY REDUCED OR AS DIRECTED BY THE OWNER'S REPRESENTATIVE.

7. REMOVE THE TEMPORARY EROSION AND WATER POLLUTION CONTROL DEVICES ONLY AFTER A SOLID STAND OF GRASS HAS BEEN
ESTABLISHED ON GRADED AREAS AND, WHEN IN THE OPINION OF THE OWNER'S REPRESENTATIVE, THEY ARE NO LONGER NEEDED.

8. PROVIDE TEMPORARY CONSTRUCTION ACCESS(ES) AT THE POINT(S) WHERE CONSTRUCTION VEHICLES EXIT THE CONSTRUCTION AREA.
MAINTAIN PUBLIC ROADWAYS FREE OF TRACKED MUD AND DIRT.

9. THE DISTURBED AREA FOR THIS PROJECT IS APPROXIMATELY 3.80 ACRES.

10. DO NOT DISTURB VEGETATION OR REMOVE TREES EXCEPT WHEN NECESSARY FOR GRADING PURPOSES.

11. STABILIZATION MEASURES (SEED & MULCH, TRIM WHERE INDICATED) SHALL BE INITIATED AS SOON AS PRACTICABLE IN PORTIONS OF THE
SITE WHERE CONSTRUCTION ACTIVITIES HAVE TEMPORARILY OR PERMANENTLY CEASED, EXCEPT IN THE FOLLOWING TWO CASES:

- WHERE THERE IS SNOW COVER OR FROZEN GROUND CONDITIONS, STABILIZATION MEASURES SHALL BE INITIATED AS SOON AS
PRACTICABLE

- WHERE CONSTRUCTION ACTIVITY ON A PORTION OF THE SITE IS TEMPORARILY CEASED, AND EARTH DISTURBING ACTIVITIES WILL BE
RESUMED WITHIN 15 DAYS.  TEMPORARY STABILIZATION MEASURES DO NOT HAVE TO BE INITIATED ON THAT PORTION OF SITE.

12. ALL EROSION CONTROL MEASURES SHALL BE CHECKED TWICE WEEKLY. DURING PROLONGED RAINFALL DAILY CHECKING IS NECESSARY.
DOCUMENTATION OF ALL CHECKS AND CORRECTIVE MEASURES SHALL BE KEPT AT THE PROJECT.  A MONITORING REPORT CAN BE FOUND IN
THE TENNESSEE EROSION AND SEDIMENT CONTROL HANDBOOK.
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NOTE: GROUNDCOVERS AND
PERENNIALS  TO BE INSTALLED WITH
TRIANGULAR SPACING

EVERGREEN TREE PLANTING
NTS5

12"
MIN.

DECIDUOUS TREE PLANTING
NTS6

PLANTING SOIL MIX - SEE SPECIFICATION SECTION 329300

HARDWOOD STAKES (3)

2" SHREDDED HARDWOOD MULCH

UNDISTURBED SOIL PEDESTAL

SOIL SAUCER: USE PREPARED TOPSOIL, 6" MIN.

ROPES AT TOP OF BALL SHALL BE CUT. REMOVE TOP
1/2 OF BURLAP. NON-BIODEGRADABLE MATERIAL
SHALL BE TOTALLY REMOVED

SET TREE ABOVE ORIGINAL GRADE 1/8 DEPTH
OF ROOT BALL

ORNAMENTAL TREE PLANTING
NTS4

12"
MIN.

GROUNDCOVER SPACING
N.T.S.3

RUBBER HOSE AT BARK ON EACH MAJOR STEM.
ALL MAJOR STEMS SHOULD BE WIRED TOGETHER.

8"  O.C.

36" O.C.
48" O.C.

10" O.C.

18" O.C.
24" O.C.

12" O.C.

PLANT (TYP.)

' D '
PLANT SPACING

6.93" O.C.

30.0" O.C.
31.5" O.C.

8.66" O.C.
10.4" O.C.
15.6" O.C.
20.8" O.C.

' A '
ROW

MIN.
12"

GUY WIRES (3), WHITE FLAG ON EACH
2 STRANDS OF TWISTED GALVANIZED
WIRE EACH

SOIL SAUCER: USE PREPARED SOIL, 6" MIN.

SET TREE ABOVE ORIGINAL GRADE 1/8 DEPTH
OF ROOT BALL

ROPES AT TOP OF BALL SHALL BE CUT. REMOVE TOP
1/2 OF BURLAP. NON-BIODEGRADABLE MATERIAL
SHALL BE TOTALLY REMOVED
PLANTING SOIL MIX - SEE SPECIFICATION SECTION 329300
UNDISTURBED SOIL PEDESTAL

TURNBUCKLE (3), GALVANIZED

HARDWOOD STAKES

2" SHREDDED HARDWOOD MULCH

SET TREE ABOVE ORIGINAL GRADE 1/8
DEPTH OF ROOT BALL

SOIL SAUCER: USE PREPARED SOIL, 6" MIN.

ROPES AT TOP OF BALL SHALL BE
CUT. REMOVE TOP 1/2 OF BURLAP.
NON-BIODEGRADABLE  MATERIAL
SHALL BE TOTALLY REMOVED

RUBBER HOSE AT BARK

UNDISTURBED SOIL PEDESTAL

PLANTING SOIL MIX - SEE
SPECIFICATION SECTION 329300

2" SHREDDED HARDWOOD MULCH

TYP. B&B SHRUB PLANTING
N.T.S.2

9"
min.

SET GROUNDCOVERS AND PERENNIALS
IN STAGGERED ROWS AT SPECIFIED
SPACING.  MULCH ENTIRE BED WITH 2"
SHREDDED HARDWOOD MULCH.

PLANTING SOIL MIX - SEE SPECIFICATION SECTION 329300

EXCAVATE ENTIRE BED TO A DEPTH
OF 8" AND PLACE PLANTING SOIL MIX

GROUNDCOVER PLANTING
N.T.S.1

UNDISTURBED SOIL PEDESTAL

THIN BRANCHES BY 1/3 RETAINING
PROPER PLANT FORM.

SET SHRUB ABOVE FINISHED GRADE 1/8
DEPTH OF ROOT BALL

2" SHREDDED HARDWOOD MULCH

MAKE (3) - 1" CUTS IN SIDES OF THE
ROOTBALL

PLANTING SOIL MIX - SEE SPECIFICATION SECTION 329300

PLANT SCHEDULE
BOTANICAL / COMMON NAME

SIZE ROOT COMMENTS

LI
Natchez Crapemyrtle

6-8' B&B Match 3 Canes16

MG
Southern Magnolia

3" cal. B&B21

IG
Nordic Inkberry

3 Gal. x x178

LM
Variegated Liriope

1 Gal. x Space 18" O.C.642

NOTES:
1. THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL MATERIALS, TESTING AND LABOR REQUIRED TO FULLY INSTALL THE PLANT MATERIAL PER THE PLANS INCLUDING: SOIL TESTING, SOIL

AMENDMENTS (AS NECESSARY), BED PREPARATION, PLANT INSTALLATION, FERTILIZING, MULCHING, WATERING, MAINTENANCE AND WARRANTY.

2. THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION OF HIS WORK WITH THAT OF ALL OTHER CONTRACTORS.  THIS PLAN DOES NOT GUARANTEE THE EXISTENCE OR
NON-EXISTENCE OF ANY UTILITIES. PRIOR TO COMMENCEMENT OF ANY WORK, THE LANDSCAPE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL ABOVE GROUND AND UNDERGROUND UTILITIES.

3. THE QUALITY AND SIZE OF ALL PLANT MATERIAL SHALL CONFORM TO THE MOST CURRENT STANDARDS AS SET FORTH IN ANSI Z60.180 - AMERICAN STANDARD FOR NURSERY STOCK.

4. WHERE PLANT MATERIAL IS PROPOSED IN AREAS ADJACENT TO ANY PROPERTY LINE, THE LANDSCAPE CONTRACTOR SHALL VERIFY THE EXACT LOCATION OF THE PROPERTY LINE.  ALL NEW PLANT
MATERIAL SHALL BE INSTALLED SUCH THAT THE ENTIRE ROOT BALL OF THE PLANT LIES ON THE SUBJECT PROPERTY.  UNDER NO CIRCUMSTANCES SHALL ANY  PORTION OF THE ROOT BALL EXTEND
BEYOND THE LIMITS OF THE SUBJECT PROPERTY.

5. ALL AREAS NOT COVERED BY HARDSCAPE OR PLANT MATERIALS SHALL BE COVERED WITH SEED AND STRAW.

6. ALL DECIDUOUS TREES SHALL BE A MINIMUM CALIPER AS SPECIFIED IN THE PLANT SCHEDULE BELOW WHEN PLANTED.

7. PRIOR TO PLANTING, THE CONTRACTOR SHALL CONTACT TENNESSEE ONE CALL, INC. (1-800-351-1111) TO LOCATE ALL UNDERGROUND UTILITIES.

8. ALL DISTURBED AREAS SHALL RECEIVE A MINIMUM 4" LAYER OF TOPSOIL.

9. PLANT SUBSTITUTION MAY BE PERMITTED ONLY AFTER PROOF THAT SPECIFIED PLANTS ARE UNAVAILABLE AND THE REQUEST HAS BEEN SUBMITTED TO THE OWNER OR LANDSCAPE ARCHITECT. THE
CONTRACTOR SHALL PROVIDE THE NEAREST EQUIVALENT OBTAINABLE SIZE AND VARIETY OF THE PLANT HAVING THE SAME ESSENTIAL CHARACTERISTICS AS THE PLANT SPECIFIED.

10. THE CONTRACTOR SHALL FURNISH QUANTITIES NECESSARY TO COMPLETE THE PLANTING PLANS SHOWN AND AS LOCATED ON THE PLANS.

11. MINOR PLANT LOCATION ADJUSTMENTS MAY BE MADE IN THE FIELD TO ENSURE ACCESS TO UTILITY JUNCTION BOXES, FREE SITE LIGHTING OF FUTURE TREE CANOPY INTERFERENCE AND ALLOW
UNINHIBITED PEDESTRIAN / VEHICULAR CIRCULATION ON ALL PAVEMENTS OR FOUNDATIONS.

12. ALL SHRUB MASSES OF TWO OR MORE SHALL BE EDGED INTO A PLANTING BED AND MULCHED PER DETAIL. ALL INDIVIDUAL TREES AND SHRUBS SHALL HAVE A MULCH SAUCER EQUAL IN DIAMETER TO
THE PLANTING PIT DIAMETER AND SHALL BE MULCHED AS SHOWN ON THE DETAILS. UNLESS OTHERWISE INDICATED, ALL BED EDGES SHALL BE A DEEP CUT CLEAN SPADE EDGE.

13. SYNTHETIC BURLAP OR TREATED BURLAP SHALL NOT BE USED IN BALLING AND BURLAPPING OF ANY PLANT MATERIAL FOR THIS PROJECT.

14. THE CONTRACTOR SHALL VERIFY THAT EACH TREE OR SHRUB PIT WILL DRAIN BEFORE INSTALLING PLANT MATERIAL. HE SHALL FILL THE HOLE WITH SIX INCHES (6") OF WATER THAT SHOULD PERCOLATE
OUT WITHIN TWENTY-FOUR HOURS. SHOULD ANY AREA NOT DRAIN PROPERLY, A PERFORATED DRAIN LINE SHALL BE INSTALLED, OR THE PLANTS RELOCATED.

15. THE CONTRACTOR SHALL NOTIFY THE OWNER IMMEDIATELY IF HE ENCOUNTERS ANY UNSUITABLE SURFACE OR SUBSURFACE DRAINAGE CONDITIONS, SOIL DEPTH, LATENT SOILS, HARD PAN, UTILITY
LINES, OR OTHER CONDITIONS THAT WILL JEOPARDIZE THE HEALTH AND VIGOR OF THE PLANTS. SHOULD THE CONTRACTOR NOT NOTIFY THE OWNER OF A PROBLEM AREA, HE WARRANTS THAT THE
AREAS ARE SUITABLE FOR PROPER GROWTH AND DEVELOPMENT OF ALL PLANTS INSTALLED.

16. NO EXCAVATION OR PLANTING PIT SHALL BE LEFT OPEN OVERNIGHT.

17. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTENANCE OF ALL PLANTS UNTIL THE OWNER FORMALLY ACCEPTS THEM. THE PLANTS SHALL BE THOROUGHLY WATERED AT THE TIME OF
INSTALLATION AND AS OFTEN THEREAFTER AS NECESSARY TO MAINTAIN THEM IN A HEALTHY AND VIGOROUS STATE.

18. ALL PLANTS SHALL BE GUARANTEED FOR ONE (1) FULL YEAR FROM THE DATE OF FORMAL ACCEPTANCE BY THE OWNER AND SHALL BE ALIVE AND HAVE SATISFACTORY GROWTH AT THE END OF THE
GUARANTEED PERIOD. ANY PLANT NOT IN HEALTHY AND VIGOROUS CONDITION SHALL BE REPLACED AT NO COST TO THE OWNER AT THE END OF THE GUARANTEED PERIOD. PLANTS SEVERLY DAMAGED
BY VANDALS ARE NOT SUBJECT TO REPLACEMENT BY THIS CONTRACTOR. REPLACEMENT PLANTS SHALL MEET OR EXCEED THE REQUIREMENTS OF THE PLANT LIST. THE OWNER SHALL INSPECT THE
REPLACED PLANTS WHEN ALL REPLACEMENTS HAVE BEEN MADE. REPLACEMENT PLANTS ARE TO BE ALIVE, HEALTHY AND FREE OF PESTS AND DISEASE.

19. MAINTENANCE OF ALL PLANT MATERIAL AFTER FORMAL ACCEPTANCE BY THE OWNER IS THE RESPONSIBILITY OF THE OWNER. THE CONTRACTOR SHALL PROVIDE THE OWNER WITH MAINTENANCE
GUIDELINES TO ASSURE PROPER CARE AFTER THE CONTRACTOR'S ONE YEAR GUARANTEE PERIOD.

20. THE CONTRACTOR SHALL CLEAN UP THE SITE AT THE COMPLETION OF THE PROJECT AND MAINTAIN THE SITE IN A REASONABLY CLEAN AND NEAT CONDITION DURING INSTALLATION. STREETS AND
DRIVES SHALL BE CLEANED REGULARLY TO REMOVE CONSTRUCTION DEBRIS AND DIRT RESULTING FROM THE WORK.

21. THE CONTRACTOR SHOULD VERIFY LANDSCAPING/TREE PLANTING LOCATIONS WITH THE PUBLIC UTILITIES DEPARTMENT TO AVOID CONFLICTS WITH WATER, SEWER, AND GAS LINES.

22. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING AND DISPOSING OF SOD WITHIN ALL LANDSCAPE BEDS, LOOSENING SUB-GRADE OF PLANTING BEDS TO A MINIMUM DEPTH OF 6", REMOVING
STONES LARGER THAN 1" IN ANY DIMENSION AND STICKS, ROOTS, RUBBISH, AND OTHER EXTRANEOUS MATTER AND LEGALLY DISPOSING OF THEM OFF OF THE OWNER'S PROPERTY. THE CONTRACTOR
SHALL APPLY SNAPSHOT 2G GRANULAR PRE-EMERGENT HERBICIDE OR APPROVED SUBSTITUTE FOR BROADCAST SPECTRUM CONTROL AND POST-EMERGENT OF POAST OR APPROVED SUBSTITUTE FOR
POST-EMERGENT WEED CONTROL. THE CONTRACTOR SHALL FOLLOW THE MANUFACTURER'S RECOMMENDED APPLICATION RATES. SEE SPECIFICATIONS.

23. A TREEGATOR WATERING BAG SHALL BE LOCATED ON ALL CANOPY TREES FOR A MINIMUM OF ONE YEAR.

QTYABREV.

IN
Nellie R. Stevens Holly

3" cal. B&B34

JB
Red Cedar

3" cal. B&B16

TO
Green Giant Arborvitae

3" cal. B&B3

CJ
Japanese Cedar

3" cal. B&B15

UP
Allee Lacebark Elm

3" cal. B&B8

AG
Edward Goucher Abelia

3 Gal. x x88

PL
Otto Luyken Laurel

3 Gal. x x41

BN
River Birch

3" cal. B&B Match 3 canes1

QP
Willow Oak

3" cal. B&B2

QR
Red  Oak

3" cal. B&B5

HH
Stella D'Oro Daylily

1 Gal. x Space 18" O.C.642
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ELECTRICAL NOTES
1. ALL WORK SHALL BE PREFORMED IN ACCORDANCE

WITH THE 2014 NATIONAL ELECTRIC CODE.

2. ALL ELECTRICAL CONDUIT SHALL BE BLACK OR GREY IN
COLOR.  THE CONTRACTOR SHALL NOT MIX COLORS.
PVC CONDUIT SHALL BE SCHEDULE 40 AND INSTALL BY
TRENCHING.  HDPE CONDUIT SHALL BE INSTALLED BY
DIRECTIONAL DRILLING.  ALL EXPOSED ABOVE GRADE
CONDUIT SHALL BE RGS.

3. ALL ELECTRICAL WIRE SHALL BE TYPE THWN.
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MATCH LINE - SEE SHEET EL-2.0

SHEET NOTES
LIGHTING LOAD CENTER 1 (UNMETERED) - SEE SHEET EL-4.0
FOR DETAILS.

CONTRACTOR SHALL COORDINATE WITH GALLATIN
DEPARTMENT OF ELECTRICITY FOR 120/240V UNMETERED
ELECTRICAL SERVICE CONNECTION.

LEGEND
ELECTRICAL CONDUIT AND CONDUCTORS.  SEE CONDUIT
AND CABLE SCHEDULE FOR SIZE, TYPE, AND QUANTITIES.

COMMUNICATIONS CONDUIT WITH PULL ROPE.  COMM
CONDUIT SHALL BE 2" PVC SCH. 40 INSTALLED BY
TRENCHING UNLESS UNDER ROADWAY.  COMM CONDUIT
UNDER ROADWAY SHALL BE 2" HDPE INSTALLED BY
DIRECTIONAL DRILL.

11"x18"x18" POLYMER CONCRETE PULL BOX

CONDUIT AND CABLE CALL OUT

LIGHT AND RECEPTACLE PHASE CALL OUT.
- LOCATION "X" - DENOTES PHASE CONNECTION FOR
  LIGHTING FIXTURE.
- LOCATION "Y" - DENOTES PHASE CONNECTION FOR
  RECEPTACLE.
- IF LOCATION "Y" IS NOT LISTED; NO RECEPTACLE
  SHALL BE INSTALLED FOR THAT FIXTURE.

SUPERCIRCUITS CFOWB-8GSM REMOTE WATCHBOX
SYSTEM.
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ELECTRICAL NOTES
1. ALL WORK SHALL BE PREFORMED IN ACCORDANCE

WITH THE 2014 NATIONAL ELECTRIC CODE.

2. ALL ELECTRICAL CONDUIT SHALL BE BLACK OR GREY IN
COLOR.  THE CONTRACTOR SHALL NOT MIX COLORS.
PVC CONDUIT SHALL BE SCHEDULE 40 AND INSTALL BY
TRENCHING.  HDPE CONDUIT SHALL BE INSTALLED BY
DIRECTIONAL DRILLING.  ALL EXPOSED ABOVE GRADE
CONDUIT SHALL BE RGS.

3. ALL ELECTRICAL WIRE SHALL BE TYPE THWN.

SHEET NOTES
LIGHTING LOAD CENTER 2 (METERED) - SEE SHEET EL-4.0
FOR DETAILS.

CONTRACTOR SHALL COORDINATE WITH GALLATIN
DEPARTMENT OF ELECTRICITY FOR 120/240V METERED
ELECTRICAL SERVICE CONNECTION.

LEGEND
ELECTRICAL CONDUIT AND CONDUCTORS.  SEE CONDUIT
AND CABLE SCHEDULE FOR SIZE, TYPE, AND QUANTITIES.

COMMUNICATIONS CONDUIT WITH PULL ROPE.  COMM
CONDUIT SHALL BE 2" PVC SCH. 40 INSTALLED BY
TRENCHING UNLESS UNDER ROADWAY.  COMM CONDUIT
UNDER ROADWAY SHALL BE 2" HDPE INSTALLED BY
DIRECTIONAL DRILL.

11"x18"x18" POLYMER CONCRETE PULL BOX

CONDUIT AND CABLE CALL OUT

LIGHT AND RECEPTACLE PHASE CALL OUT.
- LOCATION "X" - DENOTES PHASE CONNECTION FOR
  LIGHTING FIXTURE.
- LOCATION "Y" - DENOTES PHASE CONNECTION FOR
  RECEPTACLE.
- IF LOCATION "Y" IS NOT LISTED; NO RECEPTACLE
  SHALL BE INSTALLED FOR THAT FIXTURE.

SUPERCIRCUITS CFOWB-8GSM REMOTE WATCHBOX
SYSTEM.
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ELECTRICAL NOTES
1. ALL WORK SHALL BE PREFORMED IN ACCORDANCE

WITH THE 2014 NATIONAL ELECTRIC CODE.

2. ALL ELECTRICAL CONDUIT SHALL BE BLACK OR GREY IN
COLOR.  THE CONTRACTOR SHALL NOT MIX COLORS.
PVC CONDUIT SHALL BE SCHEDULE 40 AND INSTALL BY
TRENCHING.  HDPE CONDUIT SHALL BE INSTALLED BY
DIRECTIONAL DRILLING.  ALL EXPOSED ABOVE GRADE
CONDUIT SHALL BE RGS.

3. ALL ELECTRICAL WIRE SHALL BE TYPE THWN.

SHEET NOTES
30AMP, 240V RATED FUSED DISCONNECT.  CONTRACTOR
SHALL INSTALL METER AND DISCONNECT ON EXISTING
WOOD UTILITY POLE.

CONTRACTOR SHALL COORDINATE WITH GALLATIN
DEPARTMENT OF ELECTRICITY FOR 120/240V METERED
ELECTRICAL SERVICE CONNECTION.

LEGEND
ELECTRICAL CONDUIT AND CONDUCTORS.  SEE CONDUIT
AND CABLE SCHEDULE FOR SIZE, TYPE, AND QUANTITIES.

COMMUNICATIONS CONDUIT WITH PULL ROPE.  COMM
CONDUIT SHALL BE 2" PVC SCH. 40 INSTALLED BY
TRENCHING UNLESS UNDER ROADWAY.  COMM CONDUIT
UNDER ROADWAY SHALL BE 2" HDPE INSTALLED BY
DIRECTIONAL DRILL.

11"x18"x18" POLYMER CONCRETE PULL BOX

CONDUIT AND CABLE CALL OUT

LIGHT AND RECEPTACLE PHASE CALL OUT.
- LOCATION "X" - DENOTES PHASE CONNECTION FOR
  LIGHTING FIXTURE.
- LOCATION "Y" - DENOTES PHASE CONNECTION FOR
  RECEPTACLE.
- IF LOCATION "Y" IS NOT LISTED; NO RECEPTACLE
  SHALL BE INSTALLED FOR THAT FIXTURE.

SUPERCIRCUITS CFOWB-8GSM REMOTE WATCHBOX
SYSTEM.
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UTILITY NOTES
1. GALLATIN DEPARTMENT OF PUBLIC UTILITIES (GPU) WILL

BE REPLACING WATER SERVICE LINES AND METERS AND
ABANDONING SOME WATER SERVICE LINES AND METERS
DURING THIS PROJECT. GPU WILL PROVIDE ALL
MATERIALS AND LABOR FOR THIS REPLACEMENT.
CONTRACTOR IS TO WORK IN CONJUNCTION WITH GPU,
SUCH THAT GPU CAN COMPLETE THEIR WORK
FOLLOWING SIDEWALK DEMOLITION PHASE AND PRIOR
TO SIDEWALK INSTALLATION PHASE.

2. THE CONTRACTOR WILL BE RESPONSIBLE FOR SETTING
THE NEW WATER METER BOXES AT THE PROPOSED
FINISHED GRADE ELEVATION PRIOR TO POURING THE
SIDEWALK. GPU WILL PROVIDE THE METER AND BOX, SET
THE METER AND METER BOX IN THE APPROPRIATE
LOCATION HORIZONTALLY, BUT NOT VERTICALLY.

3. THE CONTRACTOR WILL BE RESPONSIBLE FOR
ADJUSTING THE ELEVATION ON ALL MANHOLES, METER
BOXES, VALVES OR ANY OTHER SURFACE UTILITY
ELEMENT IN ORDER TO BRING THEM FLUSH TO THE
PROPOSED FINISHED GRADE.

M
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EE

T

UTILITY SHEET NOTES
METER AND SERVICE LINE TO BE REPLACED BY
GALLATIN PUBLIC UTILITIES (GPU). GPU WILL SUPPLY
WATER METER AND METER BOX, AND SET METER
AND METER BOX HORIZONTALLY. CONTRACTOR
SHALL SET BOX FLUSH WITH PROPOSED FINISHED
GRADE.

METER TO BE REMOVED, SERVICE LINE TO BE CUT
OFF AND KILLED AT THE MAIN LINE AND SERVICE LINE
TO BE ABANDONED IN PLACE BY GPU.

NOTE: THERE IS NO UTILITY SHEET U-2.0 OR
U-3.0. HOWEVER, GENERAL UTILITY NOTES
ABOVE APPLY TO THE ENTIRE PROJECT AREA.
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MATCH LINE - SEE SHEET S-2.0

PLASTIC PAVEMENT MARKINGS
LEGEND

24" WHITE STOP BAR (TYP.)

4" SINGLE SOLID WHITE LINE (TYP.)

4" DOUBLE SOLID YELLOW LINE (TYP.)

4" SINGLE WHITE DOTTED LINE

8" SINGLE SOLID WHITE LINE (TYP.)

6" SOLID WHITE CROSSHATCH LINES

COORDINATE WITH ENGINEER FOR LAYOUT PRIOR TO
INSTALLATION

12" YELLOW DIAGONAL MARKING, 45 DEGREE, 10' SPACING

12" WHITE DIAGONAL MARKING, 45 DEGREE, 10' SPACING

WHITE LEFT TURN ARROW (TYP.)

WHITE RIGHT TURN ARROW

WHITE THROUGH LANE ARROW

BIKE SYMBOL / ARROW SHARED LANE MARKING,
WHITE (TYP.)

HANDICAPPED PARKING MARKING, WHITE

CONTRACTOR SHALL PROVIDE THE ENGINEER WITH A
HANDICAP CUT SHEET SUBMITTAL OF THE PROPOSED
PAVEMENT MARKING SYMBOL FOR REVIEW AND
APPROVAL PRIOR TO INSTALLATION.

8" DOTTED WHITE LINE. INSTALL PER TDOT
SPECIFICATIONS. SEE TDOT STD DWG. T-M-4.

8" DOTTED YELLOW LINE. INSTALL PER TDOT
SPECIFICATIONS. SEE TDOT STD DWG. T-M-4.

SIGN LEGEND

31E
GALLATIN
CIVIC CENTER

DO NOT

BLOCK
INTERSECTION
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PLASTIC PAVEMENT MARKINGS
LEGEND

4" SINGLE SOLID WHITE LINE (TYP.)

4" DOUBLE SOLID YELLOW LINE (TYP.)

BIKE SYMBOL / ARROW SHARED LANE MARKING,
WHITE (TYP.)
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PLASTIC PAVEMENT MARKINGS
LEGEND

4" SINGLE SOLID WHITE LINE (TYP.)

HANDICAPPED PARKING MARKING, WHITE

CONTRACTOR SHALL PROVIDE THE ENGINEER WITH A
HANDICAP CUT SHEET SUBMITTAL OF THE PROPOSED
PAVEMENT MARKING SYMBOL FOR REVIEW AND
APPROVAL PRIOR TO INSTALLATION.

24" SOLID WHITE CROSS-WALK LINE

SIGN LEGEND



CONTRACTOR TO STAMP AND COLOR ASPHALT CROSSWALKS AT
SMITH STREET AND SOUTH WATER AVENUE FOLLOWING THE ASPHALT
OVERLAY OF SOUTH WATER AVENUE AND SMITH STREET.  STAMPING
PATTERN TO BE 45° HERRINGBONE BRICK PATTERN.  STAMPED BRICKS
TO BE 8" X 4".  COLOR TO BE MAROON.
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RANDY PERRY, P.E.

PERRY ENGINEERING, LLC

100 NORTH MAIN STREET, SUITE F
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RECORD LAND DESCRIPTION (CONTINUED)

BOOK 3302, PAGE 533

LAND IN SUMNER COUNTY, TENNESSEE, BEING LOT NO. 1 ON THE PLAN OF EXXON MOBIL

SUBDIVISION LOT 1, REVISION ONE, AS OF RECORD IN PLAT BOOK 26, PAGE 26, PAGE 58,

REGISTER'S OFFICE FOR SUMNER COUNTY, TENNESSEE, TO WHICH SAID PLAN REFERENCE IS

HEREBY MADE FOR A MORE COMPLETE AND ACCURATE LEGAL DESCRIPTION.

ALSO KNOWN AND DESCRIBED AS FOLLOWS

PARCEL 1:

A TRACT OF LAND IN THE FOURTH CIVIL DISTRICT OF SUMNER COUNTY, CITY OF GALLATIN,

TENNESSEE THAT IS ALL OF PARCELS 8, 11, 12, 13, AND 14 ON SUMNER COUNTY PROPERTY

MAP 126-1, SAID TRACT BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS:

BEGINNING AT A CONCRETE HIGHWAY MONUMENT (OLD) AT THE INTERSECTION OF THE

SOUTHEASTERLY RIGHT-OF-WAY MARGIN OF NASHVILLE PIKE HIGHWAY 31 EAST AND THE

SOUTHWESTERLY RIGHT-OF-WAY MARGIN OF LOCK 4 ROAD AND PROCEEDING; THENCE,

WITH THE SOUTHWESTERLY RIGHT-OF-WAY OF SAID LOCK 4 ROAD. SOUTH 45 DEGREES 15

MINUTES 50 SECONDS EAST. 95. 17 FEET TO A CONCRETE HIGHWAY MONUMENT (OLD);

THENCE,

SOUTH 74 DEGREES 32 MINUTES 45 SECONDS EAST, 73.33 FEET TO A CONCRETE HIGHWAY

MONUMENT (OLD); THENCE

SOUTH 33 DEGREES 28 MINUTES 20 SECONDS EAST, 54.98 FEET TO A CONCRETE HIGHWAY

MONUMENT (OLD); THENCE.

NORTH 33 DEGREES 24 MINUTES 58 SECONDS EAST, 38.17 FEET TO A CONCRETE HIGHWAY

MONUMENT (OLD); THENCE.

SOUTH 74 DEGREES 27 MINUTES 25 SECONDS EAST, 99.87 FEET TO A CONCRETE HIGHWAY

MONUMENT (OLD); THENCE.

SCHEDULE B - SECTION 2
FILE NO.: 1110105CTN

EFFECTIVE DATE: DECEMBER 12, 2012 @ 8:00 AM

3. ANY ENCROACHMENT, ENCUMBRANCE, VIOLATION, VARIATION OR ADVERSE CIRCUMSTANCE

AFFECTING THE TITLE THAT WOULD BE DISCLOSED BY AN ACCURATE AND COMPLETE LAND SURVEY OF

THE LAND.

IT IS THE OPINION OF THIS SURVEYOR THAT THE 12" CORRUGATED PLASTIC DRAIN PIPE AT THE

SOUTHWEST CORNER OF THE PROPERTY DOES NOT LAY WITHIN THE 15' DRAINAGE EASEMENT SHOWN

IN PLAT BOOK 26, PAGE 58, IN THE REGISTER'S OFFICE OF SUMNER COUNTY, TENNESSEE.

9. SUBJECT TO ALL MATTERS SHOWN ON THE PLAN OF RECORD IN PLAT BOOK 26, PAGE 58,

REGISTER'S OFFICE FOR SUMNER COUNTY, TENNESSEE.

ALL MATTERS SHOWN HEREON.

10. JOINT DRIVEWAY EASEMENT AGREEMENT OF RECORD IN BOOK 1528, PAGE 807, IN THE REGISTER'S

OFFICE FOR SUMNER COUNTY, TENNESSEE.

AS SHOWN HEREON.

11. EASEMENT AGREEMENT OF RECORD IN BOOK 1528, PAGE 799, IN THE REGISTER'S OFFICE FOR

SUMNER COUNTY, TENNESSEE.

AS SHOWN HEREON.

12.  RESTRICTIONS OF RECORD IN BOOK 136, PAGE 305, IN THE REGISTER'S OFFICE FOR SUMNER

COUNTY, TENNESSEE, BUT OMITTING ANY RESTRICTION, IF ANY, BASED ON RACE, COLOR, RELIGION,

SEX, HANDICAP, FAMILIAL STATUS, OR NATIONAL ORIGIN UNLESS AND ONLY TO THE EXTENT THAT THE

RESTRICTION (A) IS EXEMPT UNDER TITLE 42 OF THE UNITED STATES CODE, OR (B) RELATES TO

HANDICAP BUT DOES NOT DISCRIMINATE AGAINST HANDICAPPED PERSONS, THE AREA AFFECTED BEING

SHOWN ON SURVEY OF DAVID BROWN, DATED 1/11/10, REVISED 6/22/10.

THIS SURVEYOR MAKES NO GUARANTEE TO THE VALIDITY OF THE RESTRICTIONS OF RECORD IN BOOK

136, PAGE 305, IN THE REGISTER'S OFFICE OF SUMNER COUNTY, TENNESSEE, BUT THE AREA SHOWN ON

THE SURVEY OF DAVID BROWN, DATED 1/11/10, REVISED 6/22/10, IS ALSO SHOWN HEREON (IN A

GENERAL LIKENESS) TO REFLECT THE AFOREMENTIONED SURVEY OF BROWN.

PNC: BULK REGULATIONS
(PNC ZONING PENDING ORD. 01309-45)

08.05.040 SITE DEVELOPMENT REGULATIONS

A. BULK REGULATIONS

1. MINIMUM LOT AREA 43,560 SQ. FT.

2. MINIMUM FRONT YARD ONE HALF OF THE

MINIMUM BUILDING SETBACK

3. MINIMUM SIDE YARD 10 FEET

4. MINIMUM REAR YARD 20 FEET (ABUTTING RESIDENTIAL)

40 FEET (ABUTTING COMMERCIAL)

5. MINIMUM BUILDING SETBACK

STREET CLASSIFICATION

ARTERIAL 50 FEET

COLLECTOR 40 FEET

LOCAL 30 FEET

6. MAXIMUM BUILDING HEIGHT 35 FEET

7. MAXIMUM FLOOR AREA RATIO 0.35

THE SURVEY, SHOWN HEREON,

REPRESENTS PARCEL 8.00, OF MAP

1261, GROUP B, AS FOUND IN THE TAX

ASSESSOR'S OFFICE OF SUMNER

COUNTY, TENNESSEE.

PROPERTY ADDRESS:  921 NASHVILLE

PIKE, GALLATIN, TN 37066.

BEARINGS FOR THE SURVEY WERE

OBTAINED FROM PLAT BOOK 26, PAGE

58 AS RECORDED IN THE REGISTER'S

OFFICE OF SUMNER COUNTY,

TENNESSEE, (R.O.S.C.).  FIELD WORK

FOR THIS SURVEY PERFORMED

NOVEMBER-DECEMBER, 2012.

DRAWING SCALE IS SET AT 1"=40'.

MINIMUM BUILDING SETBACK LINES

(M.B.S.L.), SIDE YARD, FRONT YARD,

REAR YARD SETBACKS, AND

LANDSCAPE BUFFERS, VARIOUS

EASEMENTS AS SHOWN HEREON ARE

BASED ON THE PLAT OF RECORD.

PROPERTY SHOWN HEREON IS ZONED

MRO:  MULTIPLE RESIDENTIAL AND

OFFICE DISTRICT

(ZONING CHANGE TO PNC PENDING

PER ORD. 01309-46).

ALL CORNERS ARE V" REBAR WITH CAP

SET BY THIS SURVEYOR, UNLESS

NOTED OTHERWISE.

THE UNDERGROUND UTILITIES HAVE

NOT BEEN PHYSICALLY LOCATED.

ABOVE GRADE AND UNDERGROUND

UTILITIES SHOWN WERE TAKEN FROM

VISIBLE APPURTENANCES AT THE SITE,

PUBLIC RECORDS, AND/OR MAPS

PREPARED BY OTHERS.  THIS

SURVEYOR MAKES NO GUARANTEE

THAT THE UNDERGROUND UTILITIES

SHOWN REPRESENT ALL SUCH

UTILITIES IN THE AREA OR THAT THE

UNDERGROUND UTILITIES SHOWN ARE

IN THE EXACT LOCATION INDICATED.

THE APPROPRIATE UTILITY PROVIDER

MUST BE CONTACTED TO CONFIRM

AVAILABILITY AND LOCATION OF

UTILITIES.

ANY AND ALL UTILITIES MAY CARRY

ONE OR MORE EASEMENTS.

PROPERTY OWNER MUST CONTACT

THE APPROPRIATE UTILITY AUTHORITY

FOR THE EXACT LOCATION OF THESE

EASEMENTS.

FEDERAL FLOOD NOTE:   THE

PROPERTY (PARCEL 8.00 & 15.00)

SHOWN HEREON IS NOT IN AN AREA

DESIGNATED AS A SPECIAL FLOOD

HAZARD AREA AS GRAPHICALLY

INDICATED ON FEMA COMMUNITY MAP

PANEL NO. 47165C0313G, AND PANEL

NO. 47165C0314G, BOTH HAVING AN

EFFECTIVE DATE OF APRIL 17, 2012.

THIS MAP MAY NOT BE ALTERED

WITHOUT CONSENT OF THIS

SURVEYOR.
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PMDP RESUBM.

LAND DESCRIPTION OF A

PORTION ON PARCEL 15.00,

MAP 126I, GROUP B, SUMNER

COUNTY, TENNESSEE

BEING A CERTAIN PORTION

OF LAND SITUATED IN THE

3RD CIVIL DISTRICT OF

SUMNER COUNTY,

TENNESSEE, BEING

GENERALLY BOUNDED ON

THE NORTH BY NASHVILLE

PIKE (HIGHWAY 31E), ON THE

EAST BY TIGER

MANAGEMENT GROUP, LLC

(RB. 3302, P. 533, R.O.S.C.), ON

THE SOUTH BY SADLER (RB.

3663, P. 126, R.O.S.C.) AND

THORNTON (RB. 2201, P. 122,

R.O.SC.), AND ON THE WEST

BY B.F. NASHVILLE, INC. (RB.

3887, P. 857, R.O.S.C.) AND

BEING MORE FULLY

DESCRIBED AS FOLLOWS;

BEGINNING AT A MAGNAIL

LOCATED ALONG THE SOUTH

RIGHT-OF-WAY OF NASHVILLE

PIKE (APPROXIMATELY 95

FEET FROM THE CENTERLINE

OF THE ROAD) AT THE

NORTHWEST CORNER OF

THE TIGER MANAGEMENT

GROUP, LLC (TIGER)

PROPERTY, THE SAME BEING

THE NORTHEAST CORNER OF

THE PROPERTY HEREIN

DESCRIBED, AND THE SAME

ALSO BEING THE POINT OF

BEGINNING OF THIS

DESCRIPTION;

THENCE LEAVING THE

RIGHT-OF-WAY OF NASHVILLE

PIKE AND WITH THE WEST

LINE OF TIGER, S33°41'44”E, A

DISTANCE OF 347.46 FEET TO

AN IRON PIN FOUND AT THE

SOUTH WEST CORNER OF

TIGER, THE SAME PIN BEING

LOCATED IN THE NORTH LINE

OF SADLER, AND THE SAME

ALSO BEING THE SOUTHEAST

CORNER OF THE PROPERTY

HEREIN DESCRIBED;

THENCE WITH THE NORTH

LINE OF SADLER S56°13'13”W,

A DISTANCE OF 60.00 FEET

TO AN IRON PIN SET IN THE

NORTH LINE OF THORNTON,

THE SAME BEING THE

SOUTHWEST CORNER OF

THE PROPERTY HEREIN

DESCRIBED;

THENCE LEAVING THE NORTH

LINE OF THORNTON AND

SEVERING THE B.F.

NASHVILLE, INC. PROPERTY,

N33°41'44”W, A DISTANCE OF

349.04 FEET TO AN IRON PIN

SET ALONG THE SOUTH

RIGHT-OF-WAY OF NASHVILLE

PIKE, THE SAME BEING THE

NORTHWEST CORNER OF

THE PROPERTY HEREIN

DESCRIBED;

THENCE WITH THE SOUTH

RIGHT-OF-WAY OF NASHVILLE

PIKE, N57°43'33”E, A

DISTANCE OF 60.02 FEET TO

THE POINT OF BEGINNING.

THE PROPERTY HEREIN

DESCRIBED CONTAINS 20,895

SQUARE FEET OR 0.48 OF AN

ACRE MORE OR LESS.

RECORD LAND
DESCRIPTION

RECORD LAND DESCRIPTION (CONTINUED)

SOUTH 32 DEGREES 27 MINUTES 21 SECONDS EAST, 78.68 FEET TO CONCRETE HIGHWAY

MONUMENT (OLD); THENCE.

\NORTH 55 DEGREES 15 MINUTES 49 SECONDS EAST, 32.67 FEET TO A CONCRETE HIGHWAY

MONUMENT (OLD); THENCE. SOUTH 37 DEGREES 25 MINUTES 30 SECONDS EAST, 69.38 FEET TO

AN IRON ROD (NEW); THENCE.

SOUTH 06 DEGREES 22 MINUTES 21 SECONDS EAST, 73.96 FEET TO AN IRON ROD (OLD) WITH

CAP STAMPED "RLS #1571", THE NORTHEASTERLY COMER OF THE REBECCA DOYLE PROPERTY

OF RECORD IN RECORD BOOK 531, PAGE 133, REGISTER'S OFFICE FOR SUMNER COUNTY,

TENNESSEE; THENCE.

WITH DOYLE'S NORTHERLY LINE, SOUTH 82 DEGREES 52 MINUTES 09 SECONDS WEST, 273.97

FEET TO AN IRON ROD (OLD) WITH CAP STAMPED "RLS #1571" IN THE EASTERLY LINE OF

PARCEL 18 SAID PROPERTY MAP 126-1 AND BEING THE M.M. BABER, CT UX HELEN BATES

BABER PROPERTY OF RECORD IN DEED BOOK 214, PAGE 1, REGISTER'S OFFICE FOR SUMNER

COUNTY, TENNESSEE; THENCE.

WITH BABER'S EASTERLY LINE, NORTH 07 DEGREES 0! MINUTES 33 SECONDS WEST, 15.01 FEET

TO AN IRON ROD (OLD) WITH CAP STAMPED "RLS #1571" IN BABER'S NORTHEASTERLY

PROPERTY CORNER THENCE,

WITH BABER'S NORTHWESTERLY LINE, IN PART, SOUTH 56 DEGREES 15 MINUTES 51 SECONDS

WEST, 164.04 FEET TO AN IRON ROD (OLD) WITH CAP STAMPED "RLS #1571" IN THE EASTERLY

CORNER OF PARCEL 15 SAID PROPERTY MAP 126-1 AND BEING THE ULB PROPERTY OF

TENNESSEE, LLC PROPERTY OF RECORD IN RECORD BOOK 1628, PAGE 112, REGISTER'S

OFFICE FOR SUMNER COUNTY, TENNESSEE; THENCE.

RECORD LAND DESCRIPTION (CONTINUED)

WITH ULB'S NORTHEASTERLY LINE, NORTH 33 DEGREES 41 MINUTES 44 SECONDS WEST, 347.46

FEET TO A P.K. NAIL (NEW) IN SAID SOUTHEASTERLY RIGHT-OF-WAY MARGIN OF NASHVILLE

PIKE' THENCE.

WITH SAID SOUTHEASTERLY RIGHT-OF-WAY MARGIN, NORTH 57 DEGREES 43 MINUTES 33

SECONDS EAST, 233.69 FEET TO THE POINT OF BEGINNING AND CONTAINING 130,738 SQUARE

FEET OR 3.00 ACRES, MORE OR LESS.

PARCEL II:

TOGETHER WITH INGRESS/EGRESS AND UTILITY EASEMENTS AS SET FORTH MORE

PARTICULARLY IN THE EASEMENT AGREEMENT RECORDED IN BOOK 1528, PAGE 807 IN THE

SUMNER COUNTY REGISTER'S OF DEED'S OFFICE.

PARCEL III:

TOGETHER WITH THOSE ACCESS RIGHTS CONTAINED IN EASEMENT AGREEMENT DATED

AUGUST 13, 2002 AND RECORDED IN BOOK 1528, PAGE 799.

PARCEL IV:

TOGETHER WITH INGRESS AND EGRESS RIGHTS TO AND FROM NASHVILLE PIKE AND KATY

CIRCLE ACROSS LOT 12 AND TWENTY FOOT (20') SEWER EASEMENT AS SHOWN ON THE PLAT

RECORDED AT PLAT BOOK 26, PAGE 58 IN THE SUMNER COUNTY REGISTER OF DEED'S OFFICE.

BEING THE SAME PROPERTY CONVEYED TO EXXON MOBIL CORPORATION, A NEW JERSEY

CORPORATION BY DEEDS RECORDED JUNE 6, 2006 APPEARING OF RECORD IN RECORD BOOK

2520, PAGE 137, RECORD BOOK 2520 PAGE 149, RECORD BOOK 2520, PAGE 155, RECORD BOOK

2520, PAGE 167, RECORD BOOK 2520 PAGE 180 AND RECORD BOOK 2520, PAGE 185, ALL OF

RECORD IN THE REGISTER'S OFFICE FOR SUMNER COUNTY, TENNESSEE.

1ST ASSEMBLY CHURCH OF GOD

LOCK 4 ROAD

MAP 126G, C, 23.01

ZONING: MRO

VOL STATE BANK

6 LOCK 4 RD.

MAP 126G, C, 23.02

ZONING: MRO

RANDY LEATH

9 NASHVILLE PIKE

MAP 126I, B, 9.00

ZONING: R-20

LINDA LEE COX DEVEREAUX

909 NASHVILLE PK

MAP 126I, B, 10.00

ZONING: R-20

CRACKER BARRELL

1005 VILLAGE GREEN

MAP 126I, A, 21.00

ZONING: MRO (PUD)

REBECCA DOYLE

MAP 126I, GROUP B, PAR. 7.00

DB. 531, P. 133, R.O.S.C.

PB. 1, P. 44, R.O.S.C., ZONING: R20

M.M. BABER, ETUX

MAP 126I, GROUP B, PAR. 18.00

DB. 214, P. 166, R.O.S.C.

PB. 1, P. 166, R.O.S.C.

ZONING: R20
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PMDP RESUBM.

GENERAL NOTES:

NOT TO SCALE

LOCATION MAP

6

31E

N
ASHVIL

LE  P
IK

E

N

1.

2.

3.

4.

5.

ALL UTILITIES TO BE UNDERGROUND.

ROADWAYS AND CURBS SHALL CONFORM TO CITY OF GALLATIN STDS.

STREET LIGHTS TO BE PROVIDED BY DEVELOPER.

LOT DEVELOPMENT SHALL MEET OR EXCEED ZONING ORDINANCE
ARCHITECTURAL AND LANDSCAPING STANDARDS.

90% L.S. AREA
ONE LARGE DECIDUOUS TREE PER 50' OF FRONTAGE (MIN. 2-1/2" CALIPER)
TWO SMALL DECIDUOUS / ORNAMENTAL TREES PER 50' OF FRONTAGE (MIN. 1-1/2" CAL.)
CONTINUOUS PARKING LOT SCREENING PER SECT. 13.05

90% L.S. AREA
ONE LARGE DECIDUOUS TREE PER 60' OF FRONTAGE (MIN. 2-1/2" CALIPER)
TWO SMALL DECIDUOUS / ORNAMENTAL TREES PER 60' OF FRONTAGE (MIN. 1-1/2" CAL.)
CONTINUOUS PARKING LOT SCREENING PER SECT. 13.05

20' BUFFER ALONG NASHVILLE PIKE:

LANDSCAPE DATA:

12' BUFFER ALONG LOCK 4 ROAD:

ARTERIAL:

RANDY PERRY, P.E.

PERRY ENGINEERING, LLC

100 NORTH MAIN STREET, SUITE F

GOODLETTSVILLE, TENNESSEE 37072

PHONE: (615) 855-2220

FAX: (615) 855-2221

TAX MAP / PARCEL:

EXISTING ZONING:

PROPOSED ZONING:

PROPOSED USE:

AREA OF SITE:

GENERAL DATA:

40'

SUBDIVISION / DEVELOPMENT:

20'

40'

LOT DATA:

MINIMUM LOT SIZE REQUIRED:

MINIMUM LOT SIZE PROVIDED: 151,633 S.F.

CONSTRUCTION SCHEDULE:

APPLICANT:

20,000 S.F.

50'

REAR YARD (ABUTTING COMMERCIAL):

REAR YARD (ABUTTING RESIDENTIAL):

COLLECTOR:

LOCAL: 30'

10'SIDE YARD:

BULK DATA:

TRAFFIC DATA:

47,610 CARS PER DAYAVG. DAILY TRAFFIC:

(PER 2005 TDOT ADT - HWY. 31-E)

SITE DATA TABLE

M.B.S.L.

20'SIDE YARD (CORNER LOT):

ARTERIAL:

20'

25'

COLLECTOR:

LOCAL: 15'

FRONT YARD:

FUTURE LOT LINE SHOWN BETWEEN BUILDINGS TO INCLUDE RELIEF

FROM SIDE YARD SETBACKS, BUFFERS BETWEEN BUILDINGS, AND OTHER

YARDS OR EASEMENTS TO ALLOW FOR FUTURE SUBDIVISION.

18"

18"
26"

EXISTING TREES INDICATED BY:

EXXON MOBIL SUBDIVISION

MAP 126I, GROUP B, PARCEL 8.00

MRO & PNC

PNC - PLANNED NEIGHBORHOOD COMM.

3.48 ACRES

DEVELOPER:

PHONE: (615) 742-9955

PHONE: (615) 234-3509

1720 WEST END AVENUE, SUITE 530

NASHVILLE, TENNESSEE 37203

RUDD, SEELEY, WALLIS, LLC

STEVE RUDD

H
W

Y
 109

L
O

C
K

 4
 R

D

COMMON OPEN SPACE TO BE MAINTAINED BY THE DEVELOPER

THROUGH A REAL ESTATE AGREEMENT BETWEEN TENANTS

COMMON AREA MAINTENANCE:

STATEMENT OF FINANCIAL RESPONSIBILITY:

RUDD SEELEY WALLIS WILL BE FINANCIALLY RESPONSIBLE

FOR THE DEVELOPMENT

ESTIMATED START OF CONST.:

FEMA / FLOODPLAIN NOTE (PARCEL 8.00 & 15.00):

THE PROPERTY IS NOT IN AN AREA DESIGNATED AS A SPECIAL FLOOD

HAZARD AREA AS GRAPHICALLY INDICATED ON FEMA COMMUNITY

PANEL NO. 47165C0313G, AND PANEL NO. 47165C0314G, DATED 4/12/12

ALL CONSTRUCTION OF THIS DEVELOPMENT TO BE IN ACCORDANCE WITH
ARTICLE 13.00 OF THE CITY OF GALLATIN ZONING ORDINANCE.

PARKING DATA:

40' BUFFER ALONG REAR PROPERTY LINE:

OPAQUE BUFFER IN ACCORDANCE WITH SECTION 13.04.080 (A) (2) (b)

SEE USE TABLE THIS SHEET

USE TABLE: PER SECTION 08.05.020 - PNC

COMMUNITY FACILITY ACTIVITIES:

COMMERCIAL ACTIVITIES:

FREESTANDING SIGNAGE NOTE:

FREESTANDING SIGNAGE TO BE APPROVED BY PLANNING COMMISSION

AS A PART OF FMDP.  SIGNS TO BE IN ACCORDANCE WITH SECTION

13.07.100 OF THE GALLATIN ZONING ORDINANCE.

BUSINESS AND COMMUNICATION SERVICE
CONVENIENCE SALES AND SERVICE (EXCLUDING GASOLINE
SERVICE STATION AND CONVENIENCE STORE)
FINANCIAL, CONSULTING, AND ADMINISTRATIVE
FOOD SERVICE
FOOD SERVICE DRIVE-IN
GENERAL PERSONAL SERVICE
GENERAL RETAIL SALES AND SERVICES (EXCLUDING
MANUFACTURED HOME SALES FACILITIES)
MEDICAL SERVICES

ADMINISTRATIVE
ESSENTIAL SERVICE
HEALTH CARE

MONUMENT SIGNS TO BE 6' TALL MAX. HEIGHT.

DETAILED SIGN PACKAGE TO BE SUBMITTED WITH FMDP FOR APPROVAL

BY THE PLANNING COMMISSION.

ALL SIGNAGE TO BE SUBMITTED TO PLANNING FOR APPROVAL AND

ISSUANCE OF A SIGN PERMIT PRIOR TO INSTALLATION OF SIGNAGE.

RELOCATED

WENDY'S SIGN

8' SIMTEK

OPAQUE

FENCE

MAP 126I, GROUP B, PARCEL 15.00

PROPERTY OWNERS:

TIGER MANAGEMENT GROUP, LLC
3900 VOLUNTEER DRIVE
CHATTANOOGA, TENNESSEE 37416

ULB PROPERTY OF TN, LLC
1903 STANLEY GAULT PARKWAY
LOUISVILLE, KENTUCKY 40223

MEDICAL OFFICE / RETAIL:
REQUIRED PARKING (1/250 S.F.) 36 SPACES
PROVIDED PARKING 46 SPACES
REQUIRED HANDICAP  2  SPACES
PROVIDED HANDICAP  2  SPACES

RESTAURANT:
REQUIRED PARKING (1/150 S.F.) 28 SPACES
PROVIDED PARKING 58 SPACES
REQUIRED HANDICAP  3  SPACES
PROVIDED HANDICAP  3  SPACES

50%

35'

0.35

80'

MAXIMUM FLOOR AREA RATIO:

MAXIMUM LOT COVERAGE:

MINIMUM LOT WIDTH:

MAXIMUM BUILDING HEIGHT:

9%

29'-4"

0.09PROPOSED FLOOR AREA RATIO:

PROPOSED LOT COVERAGE:

PROPOSED BUILDING HEIGHT:

EXISTING USE: VACANT (PARCEL 8)

& FOOD  SERVICE (PARCEL 15)

MAY 2014

AUGUST 2014ESTIMATED END OF CONST.:
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GENERAL NOTES:
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LOCATION MAP
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1.

2.

3.

4.

5.

ALL UTILITIES TO BE UNDERGROUND.

ROADWAYS AND CURBS SHALL CONFORM TO CITY OF GALLATIN STDS.

STREET LIGHTS TO BE PROVIDED BY DEVELOPER.

LOT DEVELOPMENT SHALL MEET OR EXCEED ZONING ORDINANCE
ARCHITECTURAL AND LANDSCAPING STANDARDS.
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Y
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ALL CONSTRUCTION OF THIS DEVELOPMENT TO BE IN ACCORDANCE WITH
ARTICLE 13.00 OF THE CITY OF GALLATIN ZONING ORDINANCE.

DETENTION

POND
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30

GRAPHIC SCALE 1"=30'

60

GROUND COVER / PERENNIAL PLANTING

NOT TO SCALE

PLAN
SECTION

SEE PLANT

VARIES

SCHEDULE

MIN. 4"

MULCH

PLANTING

SOIL MIX

SUBGRADE LOOSENED

TO 12" DEPTH

CURB

UNDISTURBED SOIL

BACKFILL WITH

GOOD CLEAN TOPSOIL

3" MULCH

BERM TO ENSURE

POSITIVE DRAINAGE

OFF PLANTING BED

ROLL DOWN 

1

3

OF BURLAP ON B&B

SHRUB / GROUND COVER PLANTING

NOT TO SCALE

SPACING VARIES4' MIN. 12" MIN.

MULCH

RING

NOT TO SCALE

2' MIN.

MULCH RING

RADIUS

NO MULCH WITHIN 3" OF

TRUNK.  ROOT FLARE

MUST BE VISIBLE

3"

NOTE:

REMOVE BURLAP FROM

TOP 1/3 OF ROOTBALL.

GRADE AT WHICH TREE

GREW IN NURSERY

3" MULCH

BACKFILL WITH

GOOD CLEAN TOPSOIL

FREE OF ROCKS AND

DEBRIS.

BALLS GREATER THAN 2' IN

DIAMETER SHALL SIT ON MOUND

OF UNDISTURBED SOIL TO

PREVENT SETTLING.  BALLS

SMALLER THAN 2' MAY SIT ON

COMPACTED SOIL MIXTURE.

DECIDUOUS TREE PLANTING

IMPROPERLY PRUNED TREES

WILL BE REJECTED.  DO NOT

CUT CENTRAL LEADER.

DIAMETER OF THE HOLE FOR

BALLS UP TO 2' SHALL BE

TWICE THE DIAMETER OF BALL.

DIAMETER OF HOLE FOR BALLS

2' AND GREATER SHALL BE 2'

LARGER THAN THE DIAMETER

OF THE BALL.

4
"

M
i
n

.

SET TOP OF ROOT BALL 2"

ABOVE ADJACENT FINISH

GRADE.

P L A N T    S C H E D U L E

QTY.  COMMON NAME  BOTANICAL NAME HEIGHT TRUNK  COMMENTS

 CANOPY  TREES

1  River Birch

 Betula nigra

12' - 14' 3" Cal.

 Multi-trunk, (3) 1.5" canes

8

 Bosque Elm  Ulmus parvifolia 'Bosque'

12' - 14' 2.5" Cal.

 Strong Central Leader

13

 Red Maple

 Acer rubrum 12' - 14' 2.5" Cal.

 Strong Central Leader

12  Nutall Oak  Quercus nuttallii 12' - 14' 3" Cal.

 Strong Central Leader

25  TOTAL - CANOPY TREES

 EVERGREEN TREES

18  'Green Giant' Arborvitae

 Thuja standishii x plicata 'Green Giant'
8' Min. 2.5" Cal.

 Full to ground, well formed

15
 Nellie R. Stevens Holly

 Ilex x 'Nellie R. Stevens' 6' Min. 2" Cal.
 Full to ground, well formed

33  TOTAL - EVERGREEN TREES

 ORNAMENTAL TREES

8  Redbud  Cercis canadensis 8' - 10' 1.5" Cal.  Well formed

11

 'Souix' Crapemyrtle  Lagerstroemia indica 'Souix'

8' - 10' 2.5" Cal.

 Multi-trunk - (3) 1" canes min.

26
 Yoshino Cherry  Prunus yedoensis

8' - 10' 1.5" Cal.
 Well formed, MATCHED

45  TOTAL - UNDERSTORY TREES

103  TOTAL - ALL TREES

 SHRUBS

41

 'Nigra' Inkberry Holly  Ilex glabra 'Nigra'

18" Min. 3 Gal.

 Full and Heavy

21  'Emerald Green' Arborvitae

 Thuja occidentalis 'Emerald Green'

4' Min.  Well formed

308

 Dwarf Burford Holly

 Ilex cornuta 'Burfordii Nana' 18" Min. 3 Gal.

 Full and Heavy

36

 Otto Luyken  Prunus laurocerasus 'Otto Luyken'

18" Min. 3 Gal.

 Full and Heavy

14  Knockout Rose  Rosa x RADTKO 18" Min. 3 Gal.

 Full and Heavy

18  'Fire Power' Dwarf Nandina  Nandina domestica 'Fire Power' 12" 3 Gal.  Well formed/Full

15

 'Kaleidoscope' Abelia  Abelia grandiflora 'Kaleidoscope'

18" Min. 3 Gal.  Well formed/Full

9

 'Adagio' Miscanthus  Miscanthus sinensis 'Adagio''

30" Min. 5 Gal.

 Full and Heavy

462  TOTAL - SHRUBS

200

 Variegated Lilyturf  Liriope muscarii 'Variegata'

8" 4" Pots  Plant 12" o.c.

7
 Purple Coneflowe  Echinacea purpurea

8" 4" Pots  Plant 18" o.c.

105 sf  Seasonal Color  Various annual flowers 8" 4" Pots

 Change flowers each season

22  EXISTING TREES TO REMAIN

2101 Masters Drive, Springfield, TN  37172

Ph. (615) 469-1222      Fax (615) 469-1223

EXISTING UNDERSTORY

TREES, CANOPY TREES AND

SHRUBS TO REMAIN.

DETENTION POND

NELLIE R. STEVENS

HOLLY - 3

'GREEN GIANT'

ARBORVITAE - 4

NELLIE R.

STEVENS

HOLLY - 6

'GREEN GIANT'

ARBORVITAE - 6

'GREEN GIANT'

ARBORVITAE - 2

'GREEN GIANT'

ARBORVITAE - 6

YOSHINO

CHERRY - 3

EVERGREEN PLANTING

NO MULCH WITHIN 3"

OF TREE TRUNK.  ROOT

FLAIR MUST BE SHOWN.

NOT TO SCALE

BALLS GREATER THAN 2' IN

DIAMETER SHALL SIT ON MOUND

OF UNDISTURBED SOIL TO

PREVENT SETTLING.  BALLS

SMALLER THAN 2' MAY SIT ON

COMPACTED SOIL MIXTURE.

3" MULCH

ROLL BURLAP DOWN

FROM TOP 1/3 OF

ROOTBALL.

3' SAUCER RING

UNDISTURBED SOIL

BACKFILL WITH GOOD

CLEAN TOPSOIL, FREE

OF DEBRIS AND ROCKS.

THE LANDSCAPE CONTRACTOR SHALL PROVIDE THE OWNER WITH WRITTEN
INSTRUCTIONS ON THE PROPER CARE OF ALL SPECIFIED PLANT MATERIALS PRIOR TO
FINAL PAYMENT.

SEED AND STRAW ALL DISTURBED AREAS.  USE EROSION CONTROL MATTING  ON SLOPES
EXCEEDING 3:1.

ANY SHRUBS PLANTED WITHIN THE SIGHT TRIANGLE MUST BE MAINTAINED AT A
MAXIMUM HEIGHT OF 24".

ALL TREES AND SHRUBS TO BE GRADE "A" QUALITY.  INFERIOR PLANTS WILL BE
REJECTED.  ALL PLANTS MUST MEET OR EXCEED THE SPECIFICATIONS SET FORTH IN
ANSIZ60.1-2004 OR LATEST REVISION.

ALL UNHEALTHY OR DEAD PLANT MATERIAL SHALL BE REPLACED WITHIN ONE YEAR, OR
BY THE NEXT PLANTING PERIOD, WHICHEVER COMES FIRST.  OTHER DEFECTIVE PLANT
MATERIAL SHALL BE REPLACED OR REPAIRED WITHIN THREE (3) MONTHS.

CONTRACTOR TO PROVIDE FULLY AUTOMATIC LANDSCAPE SPRINKLER SYSTEM TO ALL
LANDSCAPE AREAS.  IRRIGATION CONTROLLER TO BE LOCATED INSIDE BUILDING.
IRRIGATION PLAN TO BE PROVIDED PRIOR TO FINAL SUBMITTAL.

ALL FIELD SET, ABOVEGROUND UTILITY BOXES MUST BE SCREENED FROM PUBLIC R.O.W.
ON THREE SIDES (LEAVING DOOR ACCESS OPEN).  SCREENING MUST BE EVERGREEN
PLANT MATERIAL THAT EXCEEDS THE HEIGHT OF THE STRUCTURE TO BE SCREENED BY 6
INCHES.

ANY PRESERVED TREES DAMAGED OR REMOVED DURING CONSTRUCTION MAY HAVE TO
BE REPLANTED PRIOR TO CERTIFICATE OF OCCUPANCY TO FULFILL PERIMETER PLANTING
REQUIREMENTS.

THE LANDSCAPE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UTILITIES AND TAKE
PRECAUTIONS TO PREVENT DAMAGE TO THESE UTILITIES.

THE LANDSCAPE CONTRACTOR SHALL COORDINATE ALL CONSTRUCTION WITH THE
APPROPRIATE UTILITY COMPANIES AND SHALL BE RESPONSIBLE FOR ALL DAMAGE TO
UTILITIES.

ALL PLANTING BEDS OR MULCH BEDS SHALL BE SPRAYED WITH ROUND-UP OR HAND
WEEDED (CONTRACTOR'S OPTION) PRIOR TO THE INSTALLATION OF MULCH.

THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR THE FINE GRADING OF ALL
PLANTING AREAS.  INSURE POSITIVE DRAINAGE OFF LANDSCAPE BERMS.

ALL PLANTING AREAS SHALL BE FERTILIZED WITH 10 lbs./1000 S.F. OF 12-24-12
FERTILIZER.

ALL PLANTING BEDS SHALL HAVE A MINIMUM OF 3" DEPTH OF  MULCH.  NO MULCH WITH
3" OF TREE TRUNK.

THE LANDSCAPE CONTRACTOR SHALL VERIFY ALL MATERIAL QUANTITIES.  IN THE EVENT
OF A DISCREPANCY, THE QUANTITIES SHOWN ON THE PLAN WILL TAKE PRECEDENCE.

9.

10.

11.

12.

13.

14.

15.

1.

2.

3.

4.

5.

6.

7.

8.

LANDSCAPE NOTES:

PROVIDED

33

6

22 EXIST.

TREES:

    MED. EVERGREEN

    SML. UNDERSTORY

    LRG. CANOPY

453 LFTOTAL SOUTH BUFFERYARD - TYPE "40"

BUFFERYARD   CALCULATIONS

REQUIRED

30.2

5.7

5.7

INTERIOR PARKING SPACES:

1 TREE/10 SPACES:

REQUIRED

INTERIOR PARKING AREA:

INTERIOR PLANTING

52,316 S.F.

52,316 x 0.06 = 3,139 S.F.

94

LANDSCAPE CALCULATIONS

SITE AREA: (151,632 SF)  3.48 AC.

TREE PLANTING SPECIFICATIONS

TREE SELECTION SPECIFICATIONS

CANOPY TREES: 12

GREENSPACE CALCULATIONS:

REQUIRED

7.5%

(11,372 SF)

22.7

174

(as required)

YES

YES

PROVIDED

8.8%

(13,221 SF)

23

(12 + 11)

174

290

YES

YES

INTERIOR

LANDSCAPING AREA:

       (SQ. FT.)

SITE TREES: (1/500 SF)

     (Red Maple and Crapemyrtle)

SITE SHRUBS: (50/AC)

     (Buffer/Perimeter Shrubs)

LOADING AREA SCREENING

MECH. EQUIP. SCREENING

PROPOSED: 13,221.F. / 151,632 S.F. = 8.8%

1352

NASHVILLE PIKE

L

O

C

K

 

 

4

 

 

R
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A

D

PROVIDED

9.4

REQUIRED

GREEN SPACE 13,221 SF

PROVIDED

3,139 SF

153

153 157

631
307 467

267

311

2472

2275

275

83 89

504

PROVIDED

10

20

YES

TREES:

    CANOPY  TREE

    ORNAMENTAL TREE

SHRUBS:

    EVERGREEN SHRUBS

578 LFTOTAL EAST BUFFERYARD  - 12' WIDE

REQUIRED

9.6

19.3

YES

RED MAPLE - 1

PROVIDED

5

8

YES

TREES:

    CANOPY  TREE

    ORNAMENTAL TREE

SHRUBS:

    EVERGREEN SHRUBS

234 LFNORTH BUFFERYARD  - 20' WIDE

REQUIRED

3.9

7.8

YES

PROVIDED

4

8

YES

TREES:

    CANOPY  TREE

    ORNAMENTAL TREE

SHRUBS:

    EVERGREEN SHRUBS

348 LF

REQUIRED

3.9

7.8

YES

RED MAPLE - 3

'BOSQUE'

ELM - 1

RED MAPLE - 3

RED MAPLE - 2

RED MAPLE - 1

'EMERALD GREEN'

ARBORVITAE - 18

'EMERALD GREEN'

ARBORVITAE - 3

NUTALL OAK - 4

RIVER BIRCH - 1

YOSHINO

CHERRY - 8

DWARF BURFORD

HOLLY - 70

YOSHINO CHERRY - 18

(TOTAL ALONG LOCK 4 ROAD)

'ADAGIO'

MISCANTHUS - 3

KNOCKOUT

ROSE - 3

KNOCKOUT

ROSE - 7

DWARF BURFORD

HOLLY - 56

NUTALL

OAK - 4

REDBUD - 8

'NIGRA'

INKBERRY

HOLLY - 28

KNOCKOUT

ROSE - 4

SEASONAL

COLOR - 30 SF

'FIRE POWER'

DWARF NANDINA - 12

VARIEGATED

LILYTURF - 20

'KALEDISCOPE'

ABELIA - 15

SEASONAL

COLOR - 25 SF

'FIRE POWER'

DWARF NANDINA - 6

VARIEGATED

LILYTURF - 10

'ADAGIO'

MISCANTHUS - 3

'SOUIX'

CRAPEMYRTLE - 3

'SOUIX'

CRAPEMYRTLE - 1

'SOUIX'

CRAPEMYRTLE - 1

'SOUIX'

CRAPEMYRTLE - 3

REDBUD - 3

EAST BUFFERYARD

12' WIDE

NORTH BUFFERYARD

20' WIDE

WEST

ALTERNATIVE

BUFFERYARD

15' WIDE

SOUTH

BUFFERYARD

TYPE "40"

NUTALL

OAK - 5

'BOSQUE'

ELM - 1

'BOSQUE'

ELM - 1

'BOSQUE'

ELM - 1

'BOSQUE'

ELM - 1

'BOSQUE'

ELM - 4

YOSHINO

CHERRY - 4

DWARF BURFORD

HOLLY - 115

NELLIE R.

STEVENS

HOLLY - 6

YOSHINO

CHERRY - 1

RED MAPLE - 1

1510

8' SIMTEK FENCE

SEE DETAILS

SHEET L-1.4

6' SIDEWALK

EASEMENT (OVERLAYS

PROPOSED SIDEWALK)

LANDSCAPE

PLAN
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Symbol Qty Label Lumens LLF Description

2 A 66000 0.850 WLS-FVR-5-775-NW-PSMH-FG   30' POLE   3' BASE

5 C 66000 0.850 WLS-FVR-3-775-NW-PSMH-FG-GS   30' POLE   3' BASE

1 D 13000 0.800 WLS-WME-S-WW-150-CMH-FG   14' MOUNTING HEIGHT

19 E 5200 0.750 70W WALL SCONCE BY OTHERS

11 F 3200 0.900 WP2CF42 (BY OTHERS)

3 G 2200 0.850 EXTERIOR POST LAMP BY OTHERS

14 H N.A. 0.960 WMA2-27-60-36-BK(BY OTHERS)

WLS10124   RETAIL / RESTAURANT   GALLATIN, TN   PM: HOLLY   PLEASE CALL US FOR PRICING AT 1-800-633-8711

Luminaire Schedule   *** THIS STUDY IS MODELED PHOTOPICALLY ***

Calculation Summary

Label Units Avg Max Min Avg/Min Max/Min PtSpcLr PtSpcTb

10 10

PROPERTY LINE Fc 0.32 4.93 0.00 N.A. N.A. 10 N.A.

OVERALL SUMMARY Fc 3.89 10.2 0.1 38.90 102.00
Based on the information provided, all dimensions and luminaire locations
shown represent recommended positions.  The engineer and/or architect
must determine applicability of the layout to existing or future field
conditions.

This lighting pattern represents illumination levels calculated from
laboratory data taken under controlled conditions utilizing current
industry standard lamp ratings in accordance with Illuminating
Engineering Society approved methods.  Actual performance of any
manufacturer's luminaire may vary due to variation in electrical voltage,
tolerance in lamps and other variable field conditions.
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AS A RESULT OF THE COLOR OF THE LIGHT SOURCE (5000K, CRI-90+),

THE "SEE-ABILITY" PRODUCED BY THIS LIGHTING SOLUTION WILL

APPEAR AT LEAST 30% BRIGHTER THAN THIS PHOTOPIC MODEL

SUGGESTS.

1 11/11/13 J.P.

2 1/16/14 J.P.

3 2/13/14 J.P.



NOTES: 
 

1. The purpose of this plat is to subdivide and consolidate Parcels 
8.00 (shown hereon as Lots 1 and 1A) and 15.00 (shown hereon 
as Lots 2 and 3).  With Lot 1A being combined with Lot 2 for a 
total acreage of 1.46 acres more or less. 

2. Bearings for this survey were obtained from Plat Book 26, Page 
58, R.O.S.C.  The recording of this plat voids, vacates, and 
supersedes Plat Book 26, Page 58, as recorded in the Register’s 
Office of Sumner County, Tennessee 

3. Parcel 15.00 is currently Zoned PNC: Planned Neighborhood 
Commercial District:  Parcel 8.00 is currently Zoned MRO: 
Multiple Residential and Office District:  Please see the 
attached chart for Bulk Restrictions and setbacks. 

4. The current address of Parcel 15.00 is 927 Nashville Pike, 
Gallatin TN, 37066.  The current address for Parcel 8.00 is 621 
Lock 4 Road, Gallatin TN, 37066. 

5. All corners are ½” rebar with cap set by this surveyor, unless 
noted otherwise. 

6. The underground utilities have not been physically located.  
Above grade and underground utilities shown were taken from 
visible appurtenances at the site, public records, and or maps 
prepared by others.  This surveyor makes no guarantee that the 
underground utilities shown represent all such utilities in the area 
or that the underground utilities shown are in the exact location 
indicated. The appropriate utility provider must be contacted to 
confirm availability and location of utilities. 

7. Any and all utilities may carry one or more easements.  Property 
owner must contact the appropriate utility authority for the exact 
location of these easements. 

8. Federal Flood Note:  The property shown hereon is not in an 
area designated as a special flood hazard area as graphically 
indicated on FEMA Community Map Panel No. 47165C0313G, 
and Panel No. 47165C0314G, Map Revised April 17, 2012 

9. This map may not be altered without consent of this surveyor. 

FINAL PLAT OF RESUBDIVISION OF 

PARCELS 8.00 AND 15.00 
MAP 126I, GROUP B 

3RD CIVIL DISTRICT of SUMNER COUNTY, TENNESSEE 
 

DATE: FEBRUARY 11, 2014     JOB # 14-0210-2014 

    1012 Sparta Pike  Lebanon TN, 37087 
Office Phone- 615-443-7796 
Mobile Phone- 615-351-3915 

PROPERTY  
INFORMATION: 
OWNER: TIGER MANAGEMENT GROUP, LLC 
MAP 126I, GRP. B, PAR. 8.00 
RB.3302, P. 533, R.O.S.C. 
 
OWNER: B.F. NASHVILLE, INC.  
MAP 126I, GRP. B, PAR. 15.00 
RB. 3887, P. 857, R.O.S.C. 
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