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1 North Building Elevation
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3 Partial South Building Elevation

100% Architectural Precast

89% Architectural Precast
4.5% Glass
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office@dfhservices.com
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1 SITE PHOTOMETRICS PLAN
1/16" = 1'-0"

P1.0

Statistics
Description Symbol Avg Max Min Max/Min Avg/Min
overflow areas 0.7 fc 7.9 fc 0.0 fc N/A N/A
parking lot 2.1 fc 9.0 fc 0.2 fc 45.0:1 10.5:1

Luminaire Schedule

Symbol Label Quantity Manufacturer Catalog Number Description Lamp Number 
Lamps Filename Lumens Per 

Lamp Light Loss Factor Wattage

A

6 U.S. ARCHITECTURAL 
LIGHTING

DSAP25-VSQ-80VLED-NW-
525mA

METAL HOUSING, 1 LED MODULE 
CONSISTING OF: 80 LEDS, VERTICAL 
BASE-UP POSITION, 1 CLEAR PLASTIC 
OPTIC BELOW EACH LED, CLEAR FLAT 
GLASS LENS.

80 DSAP25-5-80VLED-
NW-525.ies

130.4528 0.95 125.5

Luminaire Locations

No. Label X Y Z

Location

MH Orientation Tilt X Y

Aim

Z

1 A 1806939
.00

748565.
40 16.00 16.00 275.16 0.00 1806938

.00
748565.

50 0.00

2 A 1807017
.00

748572.
00 16.00 16.00 290.92 0.00 1807016

.00
748572.

50 0.00

3 A 1806994
.00

748640.
00 16.00 16.00 102.26 0.00 1806995

.00
748639.

70 0.00

4 A 1806943
.00

748647.
00 16.00 16.00 274.57 0.00 1806942

.00
748647.

10 0.00

5 A 1806991
.00

748513.
00 16.00 16.00 333.43 0.00 1806990

.00
748514.

20 0.00

6 A 1806928
.00

748499.
00 16.00 16.00 273.09 0.00 1806927

.00
748499.

10 0.00
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SUEHENRY@LODENVISION.COM
(615) 859-3939

SUE HENRY

CONTACTS 
OWNER/DEVELOPER 

907 RIVERGATE PARKWAY, SUITE C2020

315 WOODLAND STREET

CIVIL 

RAGAN-SMITH ASSOCIATES, INC.

NASHVILLE, TN 37206
(615) 244-8591

GOODLETTSVILLE, TN 37072

WMAGILL@RAGANSMITH.COM

SBERNICK@RAGANSMITH.COM
(615) 244-8591
NASHVILLE, TN 37206

SCOTTY BERNICK, RLA

LANDSCAPE ARCHITECTURE 

315 WOODLAND STREET

ARCHITECTURE 
DAVID JOHNSTON, AIA

211 UNION STREET, SUITE 103
STG DESIGN

NASHVILLE, TN 37201
(615) 248-4400

WES MAGILL, PE

RAGAN-SMITH ASSOCIATES, INC.

DJOHNSTON@STGDESIGN.COM
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COVER SHEET
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SITE PLAN
FOR

COOK OUT RESTAURANTS, INC.
660 NASHVILLE PIKE
GALLATIN, TN 37066

MAY 21, 2015
Revised JUNE 11, 2015

SHEET
COVER SHEET
C1 EXISTING TOPOGRAPHY
C2 SITE LAYOUT
C3 SITE GRADING AND DRAINAGE
C4.0 PRE DEVELOPMENT EROSION CONTROL
C4.1  POST DEVELOPMENT EROSION CONTROL
C5 WATER & SEWER
C6 ELECTRIC, GAS, TELEPHONE
C7 SITE DETAILS
C8 SITE DETAILS
L1 SITE LANDSCAPE
SL1 SITE LIGHTING PLAN
A1 BUILDING ELEVATIONS
TYPICAL SIGN PACKAGE

ARNOLD CONSULTING
ENGINEERING SERVICES, INC.

P.O. BOX 1338
BOWLING GREEN, KY  42101

270-780-9445

COOK OUT RESTAURANTS, INC
15 LAURA LANE

THOMASVILLE, NC 27360

PETER WOOCHUL PARK
2 MISSIONARY DRIVE

BRENTWOOD, TN 37027
DEED BOOK 3893 PAGE 22

VICINITY MAP
(N.T.S.)

GALLATIN, SUMNER CO., TN

SITE
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SCALE: 1" = 20'

Z:SITDEV/C1-EXISTING CONDITIONS

VICINITY MAP
(N.T.S.)

GPS NOTE
THE SURVEY SHOWN HEREON IS BASED ON GPS DATA

COLLECTED BY ACES USING BOTH STATIC AND RTK METHODS
WITH DUAL FREQUENCY TOPCON HIPER GA (GGD) RECEIVERS.

THE ENTIRETY OF THE DATA COLLECTED FOR THIS SURVEY
WAS DONE SO THROUGH GPS MEANS WHEN  ACCEPTABLE;

AND BY CONVENTIONAL MEANS, FROM GPS CONTROL POINTS,
WHEN NECESSARY. RTK DATA WAS COLLECTED FOR ANY SITE

FEATURES AND ALL CONTROL POINTS AND BOUNDARY
INFORMATION WAS COLLECTED IN STATIC MODE WITH A HRMS

OF 0.02' OR LESS. VECTORS AND/OR BASELINES HAVE BEEN
CHECKED THROUGH STATIC OBSERVATIONS.

C1
EXISTING

CONDITIONS

URBAN OR SUBURBAN
DATE OF FIELD SURVEY

APRIL 16, 2015

GALLATIN, SUMNER CO., TN

PETER WOOCHUL PARK
2 MISSIONARY DRIVE

BRENTWOOD, TN 37027
DEED BOOK 3893 PAGE 22

LEGEND

OH

WATER LINE 

SANITARY SEWER LINE 

BURIED TELEPHONE

OVERHEAD UTILITIES

GAS LINE

UNDERGROUND ELECTRIC

STORM SEWER LINE

CENTERLINE

EASEMENTS

SETBACK LINE

PROPERTY LINE

IRON PIN SET

IRON PIN FOUND

UTILITY POLE

ANCHOR

WATER VALVE

WATER METER

TREE

MAILBOX

BENCHMARK

FIRE HYDRANT

ELECTRIC BOX

DROP BOX INLET

GAS METER

CURB BOX INLET

ROAD SIGN

STORM SEWER MANHOLE

SANITARY SEWER MANHOLE

TELEPHONE PEDESTAL

SIGNAL POLE

LAMP POLE

ELECTRIC METER

GAS VALVE

BUILDING SET BACK LINE
EACH SIDE OF LINE

BSBL
ESOL

DRAINAGE ESMT.

E

T

PUBLIC UTILITY EASEMENTPUE
FINISHED FLOOR ELEVATIONFFE

SANITARY SEWER CLEAN OUTCO

FENCE LINE

LOT LINE TO BE ABANDONED 

PARCEL OWNER, ADDRESS,
AND SOURCE OF TITLE

CLASS "A" SURVEY

FLOODPLAIN INFORMATION

THE PROPERTY SHOWN HEREON DOES NOT LIE IN A
FLOOD PRONE AREA ACCORDING TO (FIRM) FLOOD

INSURANCE RATE MAP FOR SUMNER COUNTY,
TENNESSEE.  SAID AREA IS SHOWN ON MAP #47165C0314G,

WITH AN EFFECTIVE DATE OF APRIL 17, 2012.

30,864 +/- SQ. FT.
0.71 +/- ACRES

TOTAL AREA OF SURVEY

GRAPHIC SCALE: 1" = 20'

GENERAL NOTES

1.  THE BOUNDARY OF THE PROPERTY DEPICTED ON THIS SURVEY IS BASED ON
DEED BOOK 3893 PAGE 22 AS FOUND IN THE OFFICE OF THE SUMNER COUNTY
REGISTER OF DEEDS.

2. A BOUNDARY SURVEY DOES NOT DETERMINE LAND OWNERSHIP, A
PROFESSIONAL LAND SURVEYOR ONLY PROVIDES AN OPINION OF PREVIOUSLY
DESCRIBED BOUNDARY LINES WHICH MAY OR MAY NOT BE UPHELD BY A COURT OF
LAW. UNWRITTEN RIGHTS MAY OR MAY NOT EXIST ON SUBJECT PROPERTY.

3. ALL IRON PINS SET ARE 1
2" X 18" PINS SET WITH 1" YELLOW PLASTIC CAP STAMPED

"J. ARNOLD RLS 2526".

4.  THE LOCATION OF ALL UTILITIES SHOWN HEREON ARE BASED ON THE FIELD
LOCATION OF FOUND VISIBLE STRUCTURES OR AS FLAGGED OR MARKED BY THEIR
RESPECTIVE UTILITY COMPANIES.  THERE MAY BE OTHER UNDERGROUND UTILITIES
LOCATED ON THE PROPERTY SHOWN HEREON.  NO GUARANTEE IS EXPRESSED OR
IMPLIED TO THE ACTUAL LOCATION OF SAID UTILITIES.

5.  THIS TOPOGRAPHIC SURVEY IS SUBJECT  TO ANY AND ALL FACTS THAT MAY BE
DISCLOSED BY A FULL AND ACCURATE TITLE SEARCH.

6.  THE PROPERTY SHOWN HEREON IS SUBJECT TO ANY AND ALL LEGAL
EASEMENTS AND RIGHT-OF-WAYS RECORDED AND UNRECORDED, INCLUDING BUT
NOT LIMITED TO THOSE SHOWN HEREON.

7.  THE DATUM FOR THIS SURVEY IS GRID NORTH AS ESTABLISHED BY TN STATE
PLANE COORDINATES, SINGLE ZONE 4100.

PIPE BOLLARD
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GUTTER OUTLET
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DOWNSPOUT

66
0 

N
A

SH
V

IL
LE

 P
IK

E
G

A
LL

A
TI

N
, T

N
 3

70
66

SITE

#126 G/A/004.00
PB 95 PG 296

#126 G/A/003.00
#126 G/A/002.01

#126 G/A/004.00

BANK OF PORTLAND
VOLUNTEER STATE BANK

ZONING: MR0
#126 G/C/009.00
DB 416 PG 139

PB 1 PG 67
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SCALE: 1" = 20'

Z:SITDEV/C2-SITE LAYOUT

C2
SITE

LAYOUT

PETER WOOCHUL PARK
2 MISSIONARY DRIVE

BRENTWOOD, TN 37027
DEED BOOK 3893 PAGE 22

PARCEL OWNER, ADDRESS,
AND SOURCE OF TITLE

FLOODPLAIN INFORMATION

THE PROPERTY SHOWN HEREON DOES NOT LIE IN A
FLOOD PRONE AREA ACCORDING TO (FIRM) FLOOD

INSURANCE RATE MAP FOR SUMNER COUNTY,
TENNESSEE.  SAID AREA IS SHOWN ON MAP #47165C0314G,

WITH AN EFFECTIVE DATE OF APRIL 17, 2012.

GRAPHIC SCALE: 1" = 20'
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GENERAL NOTES
1.  PRIOR TO BEGINNING CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE  FOR ENSURING THAT ALL REQUIRED
PERMITS AND APPROVALS HAVE BEEN OBTAINED.  NO CONSTRUCTION OR FABRICATION SHALL BEGIN UNTIL THE CONTRACTOR
HAS RECEIVED AND THOROUGHLY REVIEWED ALL PLANS AND OTHER DOCUMENTS APPROVED BY ALL PERMITTING AUTHORITIES.

2.  NO GRADING, STRIPPING, EXCAVATION, FILLING OR OTHER DISTURBANCE OF THE NATURAL GROUND COVER SHALL TAKE PLACE
UNTIL PROPOSED SOIL EROSION CONTROL PLAN HAS BEEN APPROVED AND IN PLACE.

3.  ALL DIMENSIONS INVOLVING CURB RADII ARE SHOWN TO FACE OF CURB, UNLESS NOTED OTHERWISE.  ALL CURB RADII ARE 5.0'
UNLESS NOTED OTHERWISE.

4.  IN THE CASE OF CONFLICT BETWEEN THIS DRAWING AND ANY OTHER DRAWING AND/OR SPECIFICATIONS, THE ENGINEER SHALL
BE IMMEDIATELY NOTIFIED FOR CLARIFICATION.

5.  THE CONTRACTOR SHALL BID AND PERFORM THE WORK IN ACCORDANCE WITH ALL LOCAL, STATE AND NATIONAL CODES AND
THE REQUIREMENTS OF LOCAL UTILITY COMPANIES.

6.  IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES, THE CONTRACTOR WILL BE SOLELY AND
COMPLETELY RESPONSIBLE FOR CONDITIONS OF THE JOB SITE, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY DURING
PERFORMANCE OF THE WORK.  THIS REQUIREMENT WILL APPLY CONTINUOUSLY AND WILL NOT BE LIMITED TO NORMAL WORKING
HOURS.  THE CONTRACTOR WILL BE RESPONSIBLE FOR PROVIDING AND MAINTAINING ALL BARRICADES, WARNING SIGNS,
FLASHING LIGHTS AND THE TRAFFIC CONTROL DEVICES DURING CONSTRUCTION.  CONTRACTOR SHALL COMPLY WITH OSHA
REGULATIONS AND SAFETY REQUIREMENTS.

7.  THE CONTRACTOR IS RESPONSIBLE FOR THE SAFETY OF ALL VEHICLE TRAFFIC IN AND AROUND THE CONSTRUCTION AREA.

8.  ALL UNPAVED AREAS TO RECEIVE A MINIMUM OF 4" TOPSOIL, SEED (AS OUTLINED IN THE LANDSCAPE PLANS), MULCHED AND
WATERED AS NECESSARY TO PROVIDE SUBSTANTIAL GRASS COVER.

9.  ALL PAVEMENT MARKINGS INCLUDING STRIPES, DIRECTIONAL ARROWS, ETC., SHALL BE WHITE PAINT (TWO COATS).  HANDICAP
SYMBOL COLORS SHALL BE PER LOCAL CODE.  APPROVED EXTERIOR PAINTS ARE AS FOLLOWS:

PRATT AND LAMBERT TRAFFIC PAINT
SHERWIN-WILLIAMS PRO-MAR TRAFFIC MARKING
-PAINT B29 SERIES
GLIDDEN ROMARK TRAFFIC PAINT
PPG ZONE AND TRAFFIC MARKING PAINT

*NOTES: THE SITE SHALL COMPLY WITH  ALL ACCESSIBILITY STANDARDS.

*NOTE: ALL CONSTRUCTION AND USE OF THE PROPOSED FACILITY TO MEET THE APPLICABLE
PERFORMANCE STANDARDS IN THE CITY OF GALLATIN ZONING ORDINANCE, SECTION 13.02

*NOTE: THE OWNER/DEVELOPER OF THIS PROPERTY IS RESPONSIBLE FOR ALL FINANCIAL MATTERS.

DEVELOPMENT SUMMARY 
STATISTIC

TOTAL SITE AREA

PERMITTED / REQUIREMENT

BUILDING SETBACKS

FOOT PRINT

BUILDING AREA

CURRENT ZONING

45' 

LANDSCAPE PLAN  REQUIRED

DRAINAGE PLAN  

TRAFFIC STUDY N/A

SITE ACCESS

TOTAL PARKING

FRONT     10' (HWY 31E) 50' BLDG.
SIDE              10' (EAST)
SIDE   10' (WEST)
REAR        20' (NORTH)

TWO EXISTING ACCESS POINTS ON
HWY 31E

NASHVILLE PIKE

BUILDING SUMMARY
STATISTIC PERMITTED / REQUIREMENT

BUILDING HEIGHT

PER CITY OF GALLATIN

PROPOSED USE

REQUIRED

FAST FOOD RESTAURANT DRIVE IN
= 1 SPACE PER 150 S.F.

1,589 S.F. / 150 = 10.59 (11 SPACES)

LOT COVERAGE

N/A

12,385.6 +/- S.F. (40% MAX)
0.28 +/- AC. (40 % MAX)

CS (COMMERCIAL SERVICE DIST.)

N/A

MIN. LOT AREA = 0.23 +/- AC.

PROVIDED

N/A

0.71 +/- AC.
30,864 +/- SF

11 SPACES REQUIRED
13 SPACES PROVIDED
12 STANDARD SPACES / 1 ADA

21' - 3" (ONE STORY)

FRONT         56.14' (HWY 31E)
SIDE             68.37' (EAST)
SIDE            49.32' (WEST)
REAR           89.02' (NORTH)

SEE SHEET C3

PROVIDED

1,589 S.F.

SEE SHEET L1

1,589 S.F.

1,589 S.F. BUILDING (5.14%)
.036 +/- AC. (5.14%)

FOOD SERVICE (DRIVE-IN)

CS (COMMERCIAL SERVICE DIST.)

FOOD SERVICE (DRIVE-IN)

MIN. LOT AREA = 10,000 +/- S.F.

(BUILDING ONLY)

CONSTRUCTION LEGEND

-HEAVY DUTY
BITUMINOUS PAVEMENT

-SIDEWALK WITH
TURNDOWN EDGE

-HANDICAP SYMBOL

-LIGHT DUTY
BITUMINOUS PAVEMENT

-HANDICAP PARKING SIGN

-HANDICAP PARKING SIGN
(VAN ACCESSIBLE)

-STANDARD CURB & GUTTER

-WHEEL STOP
-CONCRETE PAVEMENT

-CONCRETE FLUME

-STANDARD SIDEWALK
PER CITY DETAIL THIS SHEET

-DUMPSTER ENCLOSURE

-HANDICAP RAMP

-ROLLED CURB & GUTTER

-DIRECTIONAL ARROW

SPECIAL NOTE:

1.  CONCRETE SIDEWALKS ADJACENT TO BUILDING
SHALL BE STAMPED AND COLORED.  COLOR AND
PATTERN TO BE SELECTED BY OWNER.
2. CURB AND GUTTER ALONG PERIMETER OF THE
PARKING LOT AREA SHALL BE ROLLED CURB AND
GUTTER.  INTERIOR CURB AND GUTTER AROUND
BUILDING SHALL BE STANDARD CURB AND GUTTER.

-RETAINING WALL

CONST. 60 LF OF RETAINING WALL.
SEE SHEET C3 FOR ELEVATIONS
AND SHEET C8 FOR WALL DETAIL.

CONST. STOP BAR AND
STOP SIGN MUTCD #R1-1

CONST. STOP BAR AND
STOP SIGN MUTCD #R1-1

EXISTING RETAINING WALL
TO REMAIN

EXISTING RETAINING WALL
TO REMAIN

EXISTING RETAINING WALL
TO REMAIN

CONST. MENU SIGNS
SEE ATTACHED
TYPICAL SIGNAGE
PACKAGE.

EXISTING USE: AUTOMOTIVE REPAIR & CLEANING

CONST. DO NOT ENTER
SIGN MUTCD #R5-1

CONST. STOP BAR

CONST. STOP BAR

CONST.
STOP BAR

CONST. MENU SIGNS
SEE ATTACHED
TYPICAL SIGNAGE
PACKAGE.

CONST. PYLON SIGN
SEE ATTACHED
TYPICAL SIGNAGE
PACKAGE.
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SCALE: 1" = 20'

Z:SITDEV/C3-GRADING&DRAINAGE

C3
SITE GRADING
& DRAINAGE

FLOODPLAIN INFORMATION

THE PROPERTY SHOWN HEREON DOES NOT LIE IN A
FLOOD PRONE AREA ACCORDING TO (FIRM) FLOOD

INSURANCE RATE MAP FOR SUMNER COUNTY,
TENNESSEE.  SAID AREA IS SHOWN ON MAP #47165C0314G,

WITH AN EFFECTIVE DATE OF APRIL 17, 2012.

GRAPHIC SCALE: 1" = 20'
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GRADING AND DRAINAGE NOTES:
1.  CONTRACTOR SHALL NOTIFY ALL UTILITY COMPANIES HAVING UNDERGROUND UTILITIES ON SITE OR IN
RIGHT-OF-WAY PRIOR TO EXCAVATION.  CONTRACTOR SHALL NOTIFY TENNESSEE 811 48 HOURS PRIOR TO
EXCAVATION.

2.  SITE GRADING SHALL NOT PROCEED UNTIL EROSION CONTROL MEASURES HAVE BEEN INSTALLED.

3.  NO CUT OR FILL SLOPES SHALL BE CONSTRUCTED STEEPER THAN 2H:1V UNLESS SPECIFICALLY NOTED ON
PLANS.

4.  SITE GRADES AROUND THE BUILDING AND PAVEMENT AREAS SHALL BE GRADED DURING CONSTRUCTION TO
PREVENT PONDING.  ANY SURFACE WATER ACCUMULATION IN THE BUILDING AND PAVEMENT AREAS SHALL BE
DRAINED IMMEDIATELY TO AVOID SATURATION OF THE SUBGRADE SOILS.

5.  FILL, INCLUDING FINAL TOPSOIL SHALL BE PLACED A MINIMUM OF 3 INCHES BELOW FFE AT BUILDING SLABS
UNLESS OTHERWISE INDICATED BY ARCHITECTURAL WALL SECTION DETAILS.

6.  GRADES WITHIN 10' OF BUILDING SHALL HAVE A MINIMUM SLOPE OF 2% AWAY FROM THE BUILDING.

7.  ALL EXCAVATIONS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE LATEST OSHA GUIDELINES AS
MANDATED IN CURRENT FEDERAL, STATE AND LOCAL REGULATIONS.  THE CONTRACTOR SHALL BE SOLELY
RESPONSIBLE IN PROVIDING SAFE WORKING CONDITIONS IN CONNECTION WITH ANY EXCAVATION WORK.

8.  ENGINEERED FILL SHALL BE COMPACTED TO 98% OF STANDARD PROCTOR DENSITY IN BUILDING PAD AREAS
(PROPOSED AND FUTURE EXPANSION) AND TO 95% IN PARKING AND DRIVE AREAS.  VEGETATED AREAS SHOULD BE
COMPACTED TO A MINIMUM OF 92% OF STANDARD PROCTOR DENSITY.

9.  STONE BASES SHOULD BE COMPACTED TO A DENSITY SATISFACTORY TO ENGINEER, TYPICALLY 84% OF SOLID
VOLUME OR BY TEST STRIP METHODS.

10.  ALL EXISTING STRUCTURES, UNLESS OTHERWISE NOTED TO REMAIN, FENCING, TREES, ETC. WITHIN THE
CONSTRUCTION AREA SHALL BE REMOVED AND DISPOSED OF OFF SITE.

11.  GRADE LINES SHOWN ARE FINISHED GRADE.  CONTRACTOR SHOULD SEE DETAIL SHEET FOR APPROPRIATE
PAVEMENT TYPE TO DETERMINE SUB-GRADE ELEVATIONS FOR PAVING AREAS.

12.  CONTRACTOR IS ADVISED THAT FINAL GRADING AND CURB PLACEMENT SHALL BE COMPLETED TO
ACCOMMODATE THE FOLLOWING:

A) NO WATER WILL POND AT POINTS WHERE LANDSCAPE ISLANDS EXTEND INTO PARKING FIELDS.
B) SPACES DESIGNATED FOR HANDICAP PARKING AND ACCESS AISLE SHALL HAVE A FINAL SLOPE AFTER

PAVING IS COMPLETED OF NOT MORE THAN 2.0%.  IF EITHER OF THESE ITEMS ARE NOT CONSTRUCTED AS
OUTLINED ABOVE, REWORK WILL BE PROVIDED BY THE CONTRACTOR TO CORRECT DEFICIENCIES AT THE
CONTRACTORS EXPENSE.

13.  ALL SPOT ELEVATIONS SHOWN ARE FINISHED GRADE.  SPOT ELEVATIONS SHOWN ALONG
GUTTER LINE ARE FLOW ELEVATIONS FOR FACE OF CURB.

PRE-DEVELOPED
TOTAL AREA (At) = 0.71 ACRES
AREA OF IMPERVIOUS (Ai) = 0.59 ACRES
AREA OF PERVIOUS (Ap) = 0.12 ACRES

WT. "C" = (Ai * Ci) + (Ap * Cp)  = (0.59 * 0.95) + (0.12 * 0.25)  = 0.83
            At           0.71

POST-DEVELOPED
TOTAL AREA (At) = 0.71 ACRES
AREA OF IMPERVIOUS (Ai) = 0.50 ACRES
AREA OF PERVIOUS (Ap) = 0.21 ACRES

WT. "C" = (Ai * Ci) + (Ap * Cp) = (0.50 * 0.95) + (0.21 * 0.25)  = 0.74
         At          0.71

*NO ONSITE RETENTION REQUIRED BECAUSE THE AMOUNT OF IMPERVIOUS
AREA HAS BEEN REDUCED BY 0.09 ACRES

WATER QUALITY VOLUME (WATER QUALITY UNIT)
NO WATER QUALITY REQUIRED DUE TO DISTURBING LESS THAN ONE (1) ACRE.

STORM WATER RUNOFF & WATER QUALITY CALCULATIONS
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SCALE: 1" = 20'

Z:SITDEV/C4.0-INITIALEROSIONCONTROL

C4.0
INITIAL EROSION

CONTROL

FLOODPLAIN INFORMATION

THE PROPERTY SHOWN HEREON DOES NOT LIE IN A
FLOOD PRONE AREA ACCORDING TO (FIRM) FLOOD

INSURANCE RATE MAP FOR SUMNER COUNTY,
TENNESSEE.  SAID AREA IS SHOWN ON MAP #47165C0314G,

WITH AN EFFECTIVE DATE OF APRIL 17, 2012.

GRAPHIC SCALE: 1" = 20'
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GENERAL NOTES
1.  ALL MEASURES INSTALLED FOR SEDIMENT CONTROL SHALL BE CHECKED AT THE BEGINNING AND
END OF EACH DAY WHEN CONSTRUCTION IS OCCURRING TO ASCERTAIN THAT THE MEASURES ARE
IN PLACE AND FUNCTIONING PROPERLY.  ANY DAMAGE OBSERVED WILL BE REPAIRED BY THE END
OF THAT WORKING DAY.  MEASURES SHALL BE MAINTAINED UNTIL THE ARCHITECT/ENGINEER
DETERMINES THAT THEY ARE NO LONGER NEEDED.

2.  ALL EROSION AND SEDIMENT CONTROL PRACTICES WILL BE CONSTRUCTED  AND MAINTAINED
ACCORDING TO THE STANDARDS OF THE CITY/COUNTY AND AS REQUIRED BY STATE AND FEDERAL
LAWS.

3.  A COPY OF THE APPROVED EPSC (EROSION PREVENTION SEDIMENT CONTROL) PLANS SHALL BE
MAINTAINED AT THE PROJECT SITE AT ALL TIMES.  THIS COPY SHALL BE PRESENTED TO THE
CITY/COUNTY  REPRESENTATIVES UPON REQUEST.

4.  PRIOR TO COMMENCING LAND-DISTURBING ACTIVITIES IN ANY AREA NOT ON THE APPROVED
EPSC PLAN, THE CONTRACTOR SHALL SUBMIT A SUPPLEMENTARY EPSC PLAN TO THE CIT/COUNTY
FOR APPROVAL.

5.  ALL EPSC MEASURES ARE TO BE PLACED PRIOR TO OR AS THE FIRST STEP IN CLEARING AND
GRADING.  THE CONTRACTOR IS RESPONSIBLE FOR ANY ADDITIONAL EROSION CONTROL MEASURES
NECESSARY TO PREVENT EROSION AND SEDIMENTATION AS DETERMINED BY THE CITY/COUNTY.
DURING DEWATERING OPERATIONS WATER MUST BE PUMPED THROUGH AN APPROVED FILTERING
DEVICE.  THE CITY/COUNTY  MAY SUSPEND DEWATERING OPERATIONS IF POLLUTION IS OBSERVED.

6.  THE CONTRACTOR SHALL INSPECT ALL EROSION AND SEDIMENT CONTROL DEVICES AT LEAST
ONCE A WEEK AND AT LEAST ONCE A DAY DURING RAINFALL EVENTS.  THE CONTRACTOR SHALL
PERFORM ANY REPAIRS OR MAINTENANCE IMMEDIATELY IN ORDER TO ENSURE EFFECTIVE EROSION
AND SEDIMENT CONTROL.  THE CONTRACTOR SHALL MAINTAIN A RECORD OF ALL INSPECTIONS AND
MAINTENANCE ACTIVITIES AT THE PROJECT SITE.  THIS RECORD SHALL BE MADE AVAILABLE UPON
REQUEST TO THE CITY/COUNTY.

7.  ALL AREAS DISTURBED SHALL BE STABILIZED ACCORDINGLY.  WHEN THE SITE IS BROUGHT TO
FINAL GRADE IT MUST BE STABILIZED WITHIN 14 DAYS.  DISTURBED AREAS NOT AT FINAL GRADE
MUST BE STABILIZED WITHIN 21 DAYS.

CONSTRUCTION LEGEND

- TEMPORARY CONSTRUCTION
  ENTRANCE

1.  ALL DISTURBED AREAS INCLUDING WASTE AREAS TO BE SEEDED OR SODDED (IF NOT NOTED TO
BE RIP-RAPPED, OR HARD SURFACED).  THE AREA NOTED ON THE PLAN TO BE SEEDED SHALL BE
SPREAD WITH 4" MINIMUM OF TOPSOIL.  ALL AREAS TO BE DISKED, LEVELED, AND HAND RAKED.  THE
TOPSOIL LAYER SHALL BRING ALL TURF AREAS TO FINISH GRADE.  SURFACE AREA SHALL BE ROLLED
TO REMOVE LUMPS.  FOREIGN MATERIALS SUCH AS ROCKS, LIMBS, STICKS, ETC. TO BE COLLECTED
AND REMOVED DURING CULTIVATION AND RAKING OPERATIONS.

2.  INSTALLATION OF SEED SHALL BE BETWEEN MARCH 1 TO JUNE 15 OR SEPTEMBER 1 TO OCTOBER
15.  IF SEEDING IS DONE IN BETWEEN OCTOBER 15 AND MARCH 1, A SEED BLEND WILL BE USED
CONSISTING OF 20% ANNUAL RYE.

3.  GRASS SEED SHALL BE A TYPE WHICH WILL THRIVE IN THIS PROJECT AREA.  SUBMIT PROPOSED
SEED MIXTURE TO OWNER FOR APPROVAL.  FERTILIZER SHALL BE 10-10-10 TYPE 1 GRADE A.  USE
APPROXIMATELY 5 LBS. OF GRASS SEED, 10 LBS. OF FERTILIZER FOR EACH 1000 SQ.FT. OF GROUND
AREA TO BE SEEDED.  COVER ALL SEEDED AREAS WITH 3 BALES OF WHEAT STRAW FOR EACH 1000
SQ.FT.  WATER DAILY FOR 15 DAYS OR AS REQUIRED BY WEATHER CONDITIONS.  AFTER SEED HAS
GERMINATED, ALL THIN SPOTS SHALL BE RE-SEEDED.

4.  THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR WATERING, MOWING AND OTHER
MAINTENANCE TO SEEDED AREAS UNTIL THE PROJECT IS ACCEPTED BY THE OWNER.  A MINIMUM OF
90% COVERAGE OF SOUND, HEALTHY GRASS SHALL BE REQUIRED FOR ACCEPTANCE.

5.  EMBANKMENTS/SLOPES GREATER THAN 3:1 SHALL BE EITHER BE SEEDED AND COVERED WITH AN
EROSION CONTROL MAT (JUTE MESH ENKAMAT) OR INSTALLED WITH SOD FOR PROPER
STABILIZATION.  SOD TO BE STAKED WITH EITHER WOOD STAKES OR U-SHAPED METAL PINS FLUSH
WITH GRADE.

6.  SOD SHALL BE REGIONALLY GROWN AND OF A SPECIES THAT WILL THRIVE IN THE PROJECT AREA.

7.  HYDROSEED ALL NEW LAWN AREAS AS SPECIFIED UNLESS PLANS CALL FOR SOD.

8.  MIX SEED, FERTILIZER AND PULVERIZED MULCH WITH WATER USING EQUIPMENT SPECIFICALLY
DESIGNED FOR HYDROSEED APPLICATION.

9.  APPLY SLURRY UNIFORMLY TO ALL AREAS BEING SEEDED.  RATE OF APPLICATION AS REQUIRED
TO OBTAIN SPECIFIED SEED SOWING RATE.

SEED AND SOD NOTES

10. THE SOD SHALL BE RELATIVELY FREE OF DISEASES AND WEEDS.  STONES LARGER THAN 1 12" IN
ANY DIMENSION, PLANT ROOTS AND OTHER MATERIAL DETRIMENTAL TO A HEALTHY STAND OF TURF
SHOULD BE REMOVED.  DELIVERED SOD THAT HAS BECOME DRY, MOLDY OR YELLOW FROM
HEATING, OR HAS IRREGULARLY SHAPED PIECES THAT ARE TORN OR HAVE UNEVEN ENDS SHALL BE
REJECTED.

11. THE SOD BED WILL BE LOOSENED TO A DEPTH OF 3" TO A SMOOTH, EVEN SURFACE AND SHALL BE
GRADED TO SUCH AN ELEVATION SO THE SOD, WHEN IN PLACE, SHALL BE FLUSH WITH ANY
ADJACENT SEEDED TURFED AREA, PAVEMENT, CURB OR OTHER STRUCTURES EXCEPT WHEN
OTHERWISE NOTED.

12. LAY SOD WITHIN 24 HOURS OF STRIPPING.  DO NOT LAY DORMANT SOD OR IF GROUND IS FROZEN.
LAY SOD TO FORM A SOLID MASS WITH TIGHTLY FITTED JOINTS.  DO NOT OVERLAP.

13. WATER SOD WITH FINE SPRAY IMMEDIATELY AFTER PLANTING.  DURING FIRST WEEK, WATER
DAILY OR MORE FREQUENTLY AS NECESSARY TO MAINTAIN MOIST SOIL TO DEPTH OF 4 INCHES.

14. PRIOR TO PLACING THE SOD, FERTILIZER 10-10-10 TYPE 1 GRADE A SHALL BE APPLIED
UNIFORMLY.  SOD SECTIONS SHALL BE HARROWED, RAKED OR OTHERWISE INCORPORATED INTO
THE SOIL.  THE SOIL BED, WHEN DRY, SHALL BE MOISTENED TO THE LOOSENED DEPTH.

15. SOD SHALL BE WETTED THOROUGHLY, ROLLED AND TAMPED SUFFICIENTLY TO INCORPORATE
THE ROOTS INTO THE SOD BED AND TO ENSURE TIGHT JOINTS BETWEEN THE SECTIONS OR STRIPS.

16. ALL SODDED AREAS SHALL BE MAINTAINED, WATERED AND REPAIRED AS NECESSARY BY THE
LANDSCAPE CONTRACTOR UNTIL FINAL ACCEPTANCE OF THE PROJECT.

17. THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL SEEDED OR SODDED AREAS FOR A
PERIOD OF ONE YEAR FROM THE DATE OF COMPLETION.  LANDSCAPE CONTRACTOR IS NOT
RESPONSIBLE FOR ACTS OF NATURE THAT MAY CAUSE EROSION, NEGLECT BY THE OWNER OR
DAMAGED BY ANIMALS OR MACHINES.

CONST. TEMPORARY
CONSTRUCTION ENTRANCE

-SILT FENCE

CONST. 23 L.F. OF SILT FENCE
W/ WIRE REINFORCEMENT

CONST. 65 L.F. OF SILT FENCE
W/ WIRE REINFORCEMENT

CONST. 25 L.F. OF
SILT FENCE
W/ WIRE
REINFORCEMENT
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Z:SITDEV/C4.1-FINALEROSIONCONTROL

C4.1
FINAL EROSION

CONTROL

FLOODPLAIN INFORMATION

THE PROPERTY SHOWN HEREON DOES NOT LIE IN A
FLOOD PRONE AREA ACCORDING TO (FIRM) FLOOD

INSURANCE RATE MAP FOR SUMNER COUNTY,
TENNESSEE.  SAID AREA IS SHOWN ON MAP #47165C0314G,

WITH AN EFFECTIVE DATE OF APRIL 17, 2012.

GRAPHIC SCALE: 1" = 20'
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GENERAL NOTES
1.  ALL MEASURES INSTALLED FOR SEDIMENT CONTROL SHALL BE CHECKED AT THE BEGINNING AND
END OF EACH DAY WHEN CONSTRUCTION IS OCCURRING TO ASCERTAIN THAT THE MEASURES ARE
IN PLACE AND FUNCTIONING PROPERLY.  ANY DAMAGE OBSERVED WILL BE REPAIRED BY THE END
OF THAT WORKING DAY.  MEASURES SHALL BE MAINTAINED UNTIL THE ARCHITECT/ENGINEER
DETERMINES THAT THEY ARE NO LONGER NEEDED.

2.  ALL EROSION AND SEDIMENT CONTROL PRACTICES WILL BE CONSTRUCTED  AND MAINTAINED
ACCORDING TO THE STANDARDS OF THE CITY/COUNTY AND AS REQUIRED BY STATE AND FEDERAL
LAWS.

3.  A COPY OF THE APPROVED EPSC (EROSION PREVENTION SEDIMENT CONTROL) PLANS SHALL BE
MAINTAINED AT THE PROJECT SITE AT ALL TIMES.  THIS COPY SHALL BE PRESENTED TO THE
CITY/COUNTY  REPRESENTATIVES UPON REQUEST.

4.  PRIOR TO COMMENCING LAND-DISTURBING ACTIVITIES IN ANY AREA NOT ON THE APPROVED
EPSC PLAN, THE CONTRACTOR SHALL SUBMIT A SUPPLEMENTARY EPSC PLAN TO THE CIT/COUNTY
FOR APPROVAL.

5.  ALL EPSC MEASURES ARE TO BE PLACED PRIOR TO OR AS THE FIRST STEP IN CLEARING AND
GRADING.  THE CONTRACTOR IS RESPONSIBLE FOR ANY ADDITIONAL EROSION CONTROL MEASURES
NECESSARY TO PREVENT EROSION AND SEDIMENTATION AS DETERMINED BY THE CITY/COUNTY.
DURING DEWATERING OPERATIONS WATER MUST BE PUMPED THROUGH AN APPROVED FILTERING
DEVICE.  THE CITY/COUNTY  MAY SUSPEND DEWATERING OPERATIONS IF POLLUTION IS OBSERVED.

6.  THE CONTRACTOR SHALL INSPECT ALL EROSION AND SEDIMENT CONTROL DEVICES AT LEAST
ONCE A WEEK AND AT LEAST ONCE A DAY DURING RAINFALL EVENTS.  THE CONTRACTOR SHALL
PERFORM ANY REPAIRS OR MAINTENANCE IMMEDIATELY IN ORDER TO ENSURE EFFECTIVE EROSION
AND SEDIMENT CONTROL.  THE CONTRACTOR SHALL MAINTAIN A RECORD OF ALL INSPECTIONS AND
MAINTENANCE ACTIVITIES AT THE PROJECT SITE.  THIS RECORD SHALL BE MADE AVAILABLE UPON
REQUEST TO THE CITY/COUNTY.

7.  ALL AREAS DISTURBED SHALL BE STABILIZED ACCORDINGLY.  WHEN THE SITE IS BROUGHT TO
FINAL GRADE IT MUST BE STABILIZED WITHIN 14 DAYS.  DISTURBED AREAS NOT AT FINAL GRADE
MUST BE STABILIZED WITHIN 21 DAYS.

CONSTRUCTION LEGEND

- TEMPORARY CONSTRUCTION
  ENTRANCE

1.  ALL DISTURBED AREAS INCLUDING WASTE AREAS TO BE SEEDED OR SODDED (IF NOT NOTED TO
BE RIP-RAPPED, OR HARD SURFACED).  THE AREA NOTED ON THE PLAN TO BE SEEDED SHALL BE
SPREAD WITH 4" MINIMUM OF TOPSOIL.  ALL AREAS TO BE DISKED, LEVELED, AND HAND RAKED.  THE
TOPSOIL LAYER SHALL BRING ALL TURF AREAS TO FINISH GRADE.  SURFACE AREA SHALL BE ROLLED
TO REMOVE LUMPS.  FOREIGN MATERIALS SUCH AS ROCKS, LIMBS, STICKS, ETC. TO BE COLLECTED
AND REMOVED DURING CULTIVATION AND RAKING OPERATIONS.

2.  INSTALLATION OF SEED SHALL BE BETWEEN MARCH 1 TO JUNE 15 OR SEPTEMBER 1 TO OCTOBER
15.  IF SEEDING IS DONE IN BETWEEN OCTOBER 15 AND MARCH 1, A SEED BLEND WILL BE USED
CONSISTING OF 20% ANNUAL RYE.

3.  GRASS SEED SHALL BE A TYPE WHICH WILL THRIVE IN THIS PROJECT AREA.  SUBMIT PROPOSED
SEED MIXTURE TO OWNER FOR APPROVAL.  FERTILIZER SHALL BE 10-10-10 TYPE 1 GRADE A.  USE
APPROXIMATELY 5 LBS. OF GRASS SEED, 10 LBS. OF FERTILIZER FOR EACH 1000 SQ.FT. OF GROUND
AREA TO BE SEEDED.  COVER ALL SEEDED AREAS WITH 3 BALES OF WHEAT STRAW FOR EACH 1000
SQ.FT.  WATER DAILY FOR 15 DAYS OR AS REQUIRED BY WEATHER CONDITIONS.  AFTER SEED HAS
GERMINATED, ALL THIN SPOTS SHALL BE RE-SEEDED.

4.  THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR WATERING, MOWING AND OTHER
MAINTENANCE TO SEEDED AREAS UNTIL THE PROJECT IS ACCEPTED BY THE OWNER.  A MINIMUM OF
90% COVERAGE OF SOUND, HEALTHY GRASS SHALL BE REQUIRED FOR ACCEPTANCE.

5.  EMBANKMENTS/SLOPES GREATER THAN 3:1 SHALL BE EITHER BE SEEDED AND COVERED WITH AN
EROSION CONTROL MAT (JUTE MESH ENKAMAT) OR INSTALLED WITH SOD FOR PROPER
STABILIZATION.  SOD TO BE STAKED WITH EITHER WOOD STAKES OR U-SHAPED METAL PINS FLUSH
WITH GRADE.

6.  SOD SHALL BE REGIONALLY GROWN AND OF A SPECIES THAT WILL THRIVE IN THE PROJECT AREA.

7.  HYDROSEED ALL NEW LAWN AREAS AS SPECIFIED UNLESS PLANS CALL FOR SOD.

8.  MIX SEED, FERTILIZER AND PULVERIZED MULCH WITH WATER USING EQUIPMENT SPECIFICALLY
DESIGNED FOR HYDROSEED APPLICATION.

9.  APPLY SLURRY UNIFORMLY TO ALL AREAS BEING SEEDED.  RATE OF APPLICATION AS REQUIRED
TO OBTAIN SPECIFIED SEED SOWING RATE.

SEED AND SOD NOTES

10. THE SOD SHALL BE RELATIVELY FREE OF DISEASES AND WEEDS.  STONES LARGER THAN 1 12" IN
ANY DIMENSION, PLANT ROOTS AND OTHER MATERIAL DETRIMENTAL TO A HEALTHY STAND OF TURF
SHOULD BE REMOVED.  DELIVERED SOD THAT HAS BECOME DRY, MOLDY OR YELLOW FROM
HEATING, OR HAS IRREGULARLY SHAPED PIECES THAT ARE TORN OR HAVE UNEVEN ENDS SHALL BE
REJECTED.

11. THE SOD BED WILL BE LOOSENED TO A DEPTH OF 3" TO A SMOOTH, EVEN SURFACE AND SHALL BE
GRADED TO SUCH AN ELEVATION SO THE SOD, WHEN IN PLACE, SHALL BE FLUSH WITH ANY
ADJACENT SEEDED TURFED AREA, PAVEMENT, CURB OR OTHER STRUCTURES EXCEPT WHEN
OTHERWISE NOTED.

12. LAY SOD WITHIN 24 HOURS OF STRIPPING.  DO NOT LAY DORMANT SOD OR IF GROUND IS FROZEN.
LAY SOD TO FORM A SOLID MASS WITH TIGHTLY FITTED JOINTS.  DO NOT OVERLAP.

13. WATER SOD WITH FINE SPRAY IMMEDIATELY AFTER PLANTING.  DURING FIRST WEEK, WATER
DAILY OR MORE FREQUENTLY AS NECESSARY TO MAINTAIN MOIST SOIL TO DEPTH OF 4 INCHES.

14. PRIOR TO PLACING THE SOD, FERTILIZER 10-10-10 TYPE 1 GRADE A SHALL BE APPLIED
UNIFORMLY.  SOD SECTIONS SHALL BE HARROWED, RAKED OR OTHERWISE INCORPORATED INTO
THE SOIL.  THE SOIL BED, WHEN DRY, SHALL BE MOISTENED TO THE LOOSENED DEPTH.

15. SOD SHALL BE WETTED THOROUGHLY, ROLLED AND TAMPED SUFFICIENTLY TO INCORPORATE
THE ROOTS INTO THE SOD BED AND TO ENSURE TIGHT JOINTS BETWEEN THE SECTIONS OR STRIPS.

16. ALL SODDED AREAS SHALL BE MAINTAINED, WATERED AND REPAIRED AS NECESSARY BY THE
LANDSCAPE CONTRACTOR UNTIL FINAL ACCEPTANCE OF THE PROJECT.

17. THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL SEEDED OR SODDED AREAS FOR A
PERIOD OF ONE YEAR FROM THE DATE OF COMPLETION.  LANDSCAPE CONTRACTOR IS NOT
RESPONSIBLE FOR ACTS OF NATURE THAT MAY CAUSE EROSION, NEGLECT BY THE OWNER OR
DAMAGED BY ANIMALS OR MACHINES.

CONST. TEMPORARY
CONSTRUCTION ENTRANCE

CONST. 23 L.F. OF SILT FENCE
W/ WIRE REINFORCEMENT

CONST. 65 L.F. OF SILT FENCE
W/ WIRE REINFORCEMENT

CONST. 25 L.F. OF
SILT FENCE
W/ WIRE
REINFORCEMENT

-SILT FENCE
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C5
WATER &
SEWER

CONSTRUCTION LEGEND

CONTRACTOR IS RESPONSIBLE FOR ALL
PUBLIC UTILITY CONNECTIONS (ELECTRIC,
WATER, GAS, SEPTIC, SEWER) AS WELL AS
PROVIDING ALL INFRASTRUCTURES
REQUIRED BY UTILITY COMPANY

- CLEAN OUT (PAVED AREAS)

GENERAL NOTES

SEWER NOTES
1.  PVC PIPE MATERIAL AND JOINTS SHALL CONFORM TO ASTM D-3034, LATEST REVISION.

2.  FLEXIBLE THERMOPLASTIC SEWER PIPE INSTALLATION SHALL CONFORM TO ASTM D-2241, LATEST
REVISION.

3.  ALL SEWER LINES SHALL BE LAID 10 FEET HORIZONTALLY FROM ANY EXISTING OR PROPOSED
WATER MAIN EXCEPT WHERE THE WATER MAIN CROSSES OVER THE SANITARY SEWER LINE.

4.  ALL PIPELINE TRENCHING AND STRUCTURE EXCAVATION SHALL BE UNCLASSIFIED.

5.  SANITARY SEWER PIPE SHALL HAVE A MINIMUM COVER OF THIRTY-SIX INCHES.

6.  ALL SEWERS SHALL BE SMOKE TESTED AND/OR LOW PRESSURE AIR TESTED.  A DEFLECTION TEST
SHALL BE PERFORMED ON ALL FLEXIBLE PIPE.  THE TEST SHALL BE CONDUCTED AFTER THE FINAL
BACK FILL HAS BEEN IN PLACE AT LEAST 30 DAYS.  NO PIPE SHALL EXCEED A DEFLECTION OF 5%.  IF
THE DEFLECTION TEST IS TO BE RUN USING A RIGID BALL OR MANDREL, IT SHALL HAVE A DIAMETER
EQUAL TO 95% OF THE INSIDE DIAMETER OF THE PIPE.  THE TEST SHALL BE PERFORMED WITHOUT
MECHANICAL PULLING DEVICES.

7.  SUBGRADE AND BACK FILL FOR SEWERS LOCATED IN FILL AREAS SHALL BE COMPACTED TO NOT
LESS THAN 95% OF DENSITY DETERMINED FROM THE STANDARD PROCTOR TEST.

8.  SEWERS CROSSING WATER MAINS SHALL BE LAID TO PROVIDE A VERTICAL DISTANCE OF 18 INCHES
BETWEEN THE OUTSIDE OF THE WATER MAIN AND THE OUTSIDE OF THE SEWER.  THIS SHALL BE THE
CASE WHERE THE WATER MAIN IS EITHER ABOVE OR BELOW THE SEWER.  THE CROSSING SHALL BE
ARRANGED SO THAT THE SEWER JOINTS WILL BE EQUIDISTANT AND AS FAR AS POSSIBLE FROM THE
WATER MAIN JOINTS.  WHERE A WATER MAIN CROSSES UNDER A SEWER, ADEQUATE STRUCTURAL
SUPPORT SHALL BE PROVIDED FOR THE SEWER TO PREVENT DAMAGE TO THE WATER MAIN.

1. ALL CONSTRUCTION SHALL BE IN STRICT ACCORDANCE WITH LOCAL UTILITY COMPANY
SPECIFICATIONS.

2.  THE CONTRACTOR IS ADVISED THAT ALL EXISTING UTILITIES SHOWN WERE FIELD SURVEYED BASED
ON LOCATIONS PROVIDED BY EACH UTILITY COMPANY.  OTHER UTILITIES MAY EXIST THAT ARE
UNMAPPED.  THE CONTRACTOR IS ADVISED TO FIELD VERIFY ALL UNDERGROUND UTILITIES BY
CONTACTING THE APPROPRIATE UTILITY COMPANY AT LEAST 48 HOURS PRIOR TO EXCAVATION.

3.  ALL UTILITIES TO BE CONSTRUCTED TO WITHIN 5' OF BUILDING.

4.  BACK FILL OF ALL TRENCHES BENEATH STRUCTURES AND/OR PAVEMENT SHALL BE CRUSHED STONE
OR SIMILAR MATERIAL AS APPROVED BY ENGINEER.

5.  CONTRACTORS ARE ADVISED TO COORDINATE INSTALLATION OF ALL BURIED CONDUITS AND LINES
SUCH THAT LINES WHICH CROSS ARE LAID BEGINNING WITH DEEPEST LINE FIRST.

6.  DEPTH OF WATERLINE SHALL BE ADJUSTED AS REQUIRED TO ALLOW FOR SPECIFIED PLACEMENT OF
SANITARY AND STORM SEWERS, BUT IN NO CASE LESS THAN 48 INCHES.

7.  TAPPING AND INSPECTION FEES TO BE PAID BY CONTRACTOR, METER FEES TO BE PAID BY OWNER.

8.  CONTRACTOR SHALL COORDINATE WATER AND SEWER SERVICES CONSTRUCTION WITH THE LOCAL
UTILITY COMPANY.  ALL WORK AND MATERIALS SHALL BE IN ACCORDANCE WITH THE REQUIREMENTS OF
THE LOCAL UTILITY COMPANY.

9.  ALL TRENCHING, PIPE LAYING AND BACK FILLING SHALL BE IN ACCORDANCE WITH FEDERAL OSHA
REGULATIONS.

10. CONTRACTOR SHALL OBTAIN APPROVAL FROM ALL GOVERNING AGENCIES HAVING JURISDICTION OF
UTILITY SYSTEMS PRIOR TO INSTALLATION.

11. ALL GATE VALVES SHALL BE PROVIDED WITH VALVE BOX IN ACCORDANCE WITH WATER UTILITY
STANDARDS.  MAIN WATER VALVES ONLY TO BE OPERATED BY LOCAL UTILITY COMPANY PERSONNEL.

12. THRUST BLOCKS SHALL BE PROVIDED AT ALL BENDS, TEES AND FIRE HYDRANTS AND SHALL BE
CONSTRUCTED ACCORDING TO WATER DEPARTMENT STANDARDS.

13. ALL WATER AND SANITARY SEWER SERVICE LINES TO THE BUILDING(S) SHALL BE PROVIDED WITH A
TEMPORARY PLUG (FOR OTHERS TO REMOVE AND EXTEND AS NECESSARY).  COORDINATE ALL TESTING
AND INSPECTION WITH THE LOCAL UTILITY COMPANY.

14. THE CONTRACTOR SHALL FLUSH AND TEST ALL NEW UTILITY LINES ACCORDING TO THE LOCAL
UTILITY COMPANY STANDARDS.

15. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING THE LOCATIONS AND ELEVATIONS OF
EXISTING AND PROPOSED UTILITIES PRIOR TO CONSTRUCTION.  ANY CONFLICTS DISCOVERED AFTER
CONSTRUCTION HAS BEGUN SHALL BE CORRECTED AT CONTRACTOR'S EXPENSE.

16. THE MINIMUM HORIZONTAL SEPARATION BETWEEN WATER AND SEWER LINES IS TEN FEET OUTSIDE
DIAMETER TO OUTSIDE DIAMETER.  THE MINIMUM VERTICAL SEPARATION IS EIGHTEEN INCHES.

17. BEFORE YOU DIG:
CONTRACTOR SHALL NOTIFY DIG SAFELY, TENNESSEE 811 48 HOURS PRIOR TO EXCAVATION, TO

LOCATE AND FLAG ALL UNDERGROUND UTILITIES WITHIN THE PROPOSED SITE.

18. CONTRACTOR SHALL VERIFY LOCATIONS THAT UTILITIES ENTER THE BUILDING FROM THE
ARCHITECTURAL PLANS PRIOR TO INSTALLING UTILITY SERVICE LINE.

19.  ALL WATERLINE AND SANITARY SEWER LINE CONSTRUCTION SHALL BE IN ACCORDANCE WITH LOCAL
UTILITY COMPANY SPECIFICATIONS.

TIE TO EXIST. 2" DOMESTIC
WATER METER
*COORDINATE W/WATER DEPT.

CONST. 1500 GALLON GREASE
TRAP.  SEE DETAIL THIS SHEET.
REFER TO MECHANICAL PLANS
FOR DETAILED DRAWINGS.

CONST. 140 LF
OF 2" "K" COPPER
WATER SERVICE
LINE

CONST. 26 LF OF 6" SDR-35 FOR SANITARY
SEWER SERVICE @ MIN. 1.04% SLOPE.

CONST. CO-1
T.G. = 537.65
F.L. = 534.93

TIE NEW 6" PVC SERVICE LINES INTO
EX. MANHOLE AT ELEVATION 532.18.
CONTRACTOR TO PAY ALL TAP AND
CONNECTION FEES. COORDINATE
CONNECTION WITH SEWER DEPT.

CONTRACTOR TO VERIFY LOCATION AND
ELEVATION OF EX. 6" SEWER TAP PRIOR TO
CONSTRUCTION OF NEW SERVICE LINE.
CONTRACTOR TO NOTIFY ENGINEER IF ANY
DISCREPANCY WITH LOCATION OR ELEVATION
OF SEWER TAP.

CONST. CO-2
T.G. = 537.16
F.L. = 534.66

CONST. 79 LF OF 6" SDR-35 FOR SANITARY
SEWER SERVICE @ 3.13% SLOPE.

CONST. CO-3
T.G. = 537.09
F.L. = 534.59

CONST. 100 LF OF 6" SDR-35 FOR SANITARY
SEWER SERVICE @ 1.04%

CONST. 100 LF OF 6" SDR-35 FOR SANITARY
SEWER SERVICE @ 2.41%

CONST. FLOOR DRAIN
(MATCH BLDG. FLOOR DRAINS)
T.G. = 538.15
F.L. = 535.65
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SCALE: 1" = 20'

GRAPHIC SCALE: 1" = 20'
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CONTRACTOR IS RESPONSIBLE FOR ALL
PUBLIC UTILITY CONNECTIONS (ELECTRIC,
WATER, GAS, SEPTIC, SEWER) AS WELL AS
PROVIDING ALL INFRASTRUCTURES
REQUIRED BY UTILITY COMPANY

C6
ELECTRIC, GAS,
& TELEPHONE

GENERAL NOTES
1.  THE CONTRACTOR IS ADVISED THAT ALL EXISTING UTILITIES SHOWN WERE FIELD SURVEYED
BASED ON LOCATIONS PROVIDED BY EACH UTILITY COMPANY.  OTHER UTILITIES MAY EXIST THAT
ARE UNMAPPED.  THE CONTRACTOR IS ADVISED TO FIELD VERIFY ALL UNDERGROUND UTILITIES
BY CONTACTING THE APPROPRIATE UTILITY COMPANY AT LEAST 48 HOURS PRIOR TO
EXCAVATION.

2.  ALL UTILITIES TO BE CONSTRUCTED TO 5' OUTSIDE OF PROPOSED BUILDING PER DEVELOPERS
REQUEST.

3.  MINIMUM DEPTH OF TRENCHING IS 42 INCHES.

4.  DEPTH OF ELECTRICAL AND TELEPHONE CONDUITS SHALL BE ADJUSTED AS REQUIRED TO
ALLOW FOR SPECIFIED PLACEMENT OF SANITARY AND STORM SEWER.

5.  BACK FILL OF ALL TRENCHES BENEATH STRUCTURES AND/OR PAVEMENT SHALL BE CRUSHED
STONE OR SIMILAR MATERIAL AS APPROVED BY ENGINEER.

6. BEFORE YOU DIG:
CONTRACTOR SHALL NOTIFY TENNESSEE 811 48 HOURS PRIOR TO EXCAVATION, TO LOCATE
AND FLAG ALL UNDERGROUND UTILITIES WITHIN THE PROPOSED SITE.

7.  DAMAGE CAUSED BY CONTRACTOR TO ANY UTILITIES OR OTHER IMPROVEMENTS SHALL BE
REPAIRED OR REPLACED AT CONTRACTOR'S EXPENSE.

8. CONTRACTOR SHALL VERIFY LOCATIONS THAT UTILITIES ENTER THE BUILDING FROM THE
ARCHITECTURAL PLANS PRIOR TO INSTALLING UTILITY SERVICE LINE.

UNDERGROUND ELECTRIC REQUIREMENTS

GENERAL:
A. TRANSFORMER PADS, VAULTS, SECONDARY CONDUCTOR, METER SOCKET, EXCAVATION,
CONDUIT AND BACK FILL PROVIDED BY CONTRACTOR/DEVELOPER.

B.  PAD MOUNT TRANSFORMERS, JUNCTION ENCLOSURES AND PRIMARY CONDUCTORS ONLY,
INSTALLATION BY LOCAL UTILITY COMPANY.  FEES MAY APPLY

C.  UNDERGROUND CONSTRUCTION BY CONTRACTOR IS SUBJECT TO INSPECTION BY LOCAL
UTILITY COMPANY, AND MUST BE APPROVED PRIOR TO THE INSTALLATION OF CONDUCTOR AND
TRANSFORMERS.  CONDUIT TO BE INSPECTED BEFORE BACKFILLING.

D.  REFER TO LOCAL UTILITY COMPANY'S OPERATING  POLICIES FOR ADDITIONAL RULES AND
REGULATIONS.

E.  SUBDIVISION OR AREA IN QUESTION WILL BE AT LEAST ROUGH GRADE BEFORE ANY TRENCHING
CAN BEGIN.

F.  ANY CHANGES TO THESE OR ANY OTHER LOCAL UTILITY COMPANY SPECIFICATIONS RELATING
TO SAME MUST BE DESIGNED OR APPROVED BY THAT LOCAL UTILITY COMPANY.

CONDUIT REQUIREMENTS:
A. MINIMUM SIZE OF PRIMARY CONDUIT TO BE 3" SCH 80 PVC AND MINIMUM DEPTH FOR THIS
CONDUIT IS 42 INCHES TO TOP OF CONDUIT.
MINIMUM SIZE OF SECONDARY CONDUIT TO BE 3" SCH 80 PVC AND MINIUM DEPTH FOR THIS
CONDUIT IS 42 INCHES TO TOP OF CONDUIT.
MINIMUM SIZE OF CONDUIT FOR UNDERGROUND SERVICE LATERAL TO BE 3" SCH PVC AND MINIMUM
DEPTH 24 INCHES TO TOP OF CONDUIT.

B. ALL BENDS IN CONDUIT SHALL BE RIGID METAL OF SUFFICIENT RADII TO PERMIT EASE IN PULLING
WIRE (NO PLUMBERS BENDS WILL BE ACCEPTED).
ALL 90° BENDS IN PRIMARY CONDUIT WILL HAVE A MINIMUM RADIUS OF 36 INCHES.
ALL 90° BENDS IN SECONDARY CONDUIT WILL HAVE A MINIMUM RADIUS OF 18 INCHES.

C. ALL CONDUITS TO CONTAIN 150 LB. TEST (OR GREATER) NYLON STRING.

D. BACKFILL OVER CONDUIT SHALL CONTAIN NO LARGE ROCKS OR DEBRIS.

E. ALL CONDUITS BENEATH ROAD SURFACE WILL BE SCH 80, OR ENCASED IN A 4 INCH CONCRETE
ENVELOPE, AND WILL BE BACKFILLED WITH NO. 9 CRUSHED STONE.

F. ALL CONDUITS WILL BE INSTALLED AS SPECIFIED AND LOCATED BENEATH ALL OTHER UTILITIES
WHERE POSSIBLE.  ALTERATIONS TO THIS SPECIFICATION WILL BE DESIGNED OR APPROVED BY
THE LOCAL UTILITY COMPANY.

G. A "BURIED ELECTRIC LINES" WARNING TAPE (3" MINIMUM WIDTH) WILL BE INSTALLED 12 INCHES
DIRECTLY OVER PRIMARY CONDUITS AND 12 INCHES BENEATH FINAL GRADE FOR SAME.

H. SECONDARY CONDUITS NOT FOLLOWING A STRAIGHT LINE BETWEEN TERMINATIONS WILL ALSO
REQUIRE WARNING TAPE TO BE INSTALLED 12 INCHES BENEATH FINAL GRADE.

I. WARNING TAPE WILL BE FURNISHED BY LOCAL UTILITY COMPANY UPON REQUEST.

J. ENTIRE EXCAVATED AREA NEAR PAD TO BE BACKFILLED WITH NO. 9 CRUSHED STONE.

K. WHEN LOCAL UTILITY COMPANY CONDUCTORS ARE TO BE PARALLEL TO WATER, SEWER AND
GAS, THERE MUST BE A MINIMUM OF THREE FEET SEPARATION.  WHEN LOCAL UTILITY COMPANY
CONDUCTORS ARE TO BE PARALLEL TO CABLE TV OR TELEPHONE, THERE MUST BE A MINIMUM
SEPARATION OF ONE FOOT.  NO OTHER UTILITIES MAY BE DIRECTLY ABOVE THE POWER CABLES.

L. WHEN CROSSING UNDER OTHER BURIED UTILITY LINES, THE LOCAL UTILITY COMPANY REQUIRES
A MINIMUM SEPARATION OF TWO FEET.  WHEN A SEPARATION OF TWO FEET CAN NOT BE
ACHIEVED, THE SEPARATION MAY BE REDUCED TO ONE FOOT WITH A FOUR INCH CONCRETE
ENCASEMENT THE LENGTH OF FOUR FEET TO EACH SIDE OF THE BURIED LINE BEING CROSSED.

CONST. 87 L.F. OF
GAS SERVICE LINE

NEW 800 AMP ELECTRICAL SERVICE
CONTRACTOR TO PAY ALL CONNECTION AND
PERMIT FEES. COORDINATE ALL REQUIREMENTS
WITH KENTUCKY UTILITIES.  LOCATION OF
PANEL PER MEP DRAWINGS.

CONST. GAS METER. GAS
METER TO BE INSTALLED BY
GAS PROVIDER.

TIE PROPOSED GAS SERVICE LINE INTO
EXISTING SERVICE LINE, TAP TO BE
COMPLETED BY GAS PROVIDER.
CONTRACTOR TO PAY ALL CONNECTION,
TAP, PERMIT FEES, RELOCATION FEES, ETC.

CONST. 90 LF OF OVERHEAD ELECTRIC
AND TELECOMMUNICATION SERVICES.
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SCALE: N.T.S.

Z:SITDEV/C7 - DETAILS

C7
DETAILS

6"

14"
8"

18"

1/2" PER FOOT

TYPICAL SECTION

2    3-1/2" MINIMUM LIFT OF COMPACTED CRUSHED STONE BASE

1    ALL CONCRETE SHALL BE 3500 PSI CONCRETE.

NOTES

2

1

3    EXPANSION JOINT SHALL BE USED WHEN SIDEWALK/DRIVE
    ENTRANCE IS FLUSH TO BACK OF CURB.

       EXPANSION JOINT ARE REQUIRED AT A MINIMUM OF 50' INTERVALS.
       CONTRACTION JOINTS ARE REQUIRED OF A MINIMUM OF 10' INTERVALS.

6" 12"

6"

14"
8"

18"

1/2" PER FOOT

TYPICAL SECTION

2    3-1/2" MINIMUM LIFT OF COMPACTED CRUSHED STONE BASE

1    ALL CONCRETE SHALL BE 3500 PSI CONCRETE.

NOTES

2

1

3    EXPANSION JOINT SHALL BE USED WHEN SIDEWALK/DRIVE
    ENTRANCE IS FLUSH TO BACK OF CURB.

       EXPANSION JOINT ARE REQUIRED AT A MINIMUM OF 50' INTERVALS.
       CONTRACTION JOINTS ARE REQUIRED OF A MINIMUM OF 10' INTERVALS.

1 1/4" CLASS I BITUMINOUS
CONC. SURFACE

TACK COAT

6" DENSE GRADED
AGGREGATE BASE

6" COMPACTED SUBGRADE

(MIN.) OR "PROOFROLLED"

SATISFACTORILY TO

THE ENGINEER

6"x 6" W1.4x W1.4 WWF
TOP OF PAVEMENT

EASE EDGE 1/2" R MIN.

6" 6"

6"VARIES - SEE PLAN

3"
10

"
3"

6"

1'
-4

"

TOOLED CURB JOINT

4" CRUSHED STONE
2 #4 BARS CONT.

3'-6" M
IN

.

3'-6" MIN.

4" TYP.

PAINT (WHITE) INT'L SYMBOL 

OF DISABLED ACCESSIBILITY @ 

DISABLED PARKING SPACE (2 

COATS PAINT).

NOTES:

1.  ALL METAL PARTS SHALL BE
GALVANIZED, PRIMED AND PAINTED PER
OWNERS COLOR SELECTION.

CONC. FOOTING

6" DGA BOTTOM OF EA.
POST FOR DRAINAGE

PROVIDE 3/4" GALV. PIPE
ALIGN WITH DROP BARS

DROP BAR
LATCHES

6" DGA BOTTOM OF EA.
POST FOR DRAINAGE

CONC. FOOTING

6" O.D. X 1/4" D.O.M.
TUBING HINGE

6" O.D. X 1/4" D.O.M.
TUBING COLLAR

5 1/2" O.D. X 3/8"  D.O.M.
TUBING POST CONCRETE
FILLED BOTH SIDES

2" X 6" ANGLE IRON WELDED
FRAME PRIME AND PAINT (TYP.)

STANDARD GREASE FITTING

BRICK/STONE VENEER WALL
(SEE DETAIL)

6"

4'
-0

"

6"

EQ. EQ.

1"

VERTICAL STEEL LOUVERS

3'
7'

GRADE
6"

1'

PRE-CAST CONCRETE CAP

CONT. BOND BEAM w/ (2)
#4's CONT.

#4 VERTICAL @ 48" EACH
CORNER AND ADJ. TO ALL
OPENINGS, GROUT SOLID.

4" BRICK/STONE
MASONRY VENEER
TO MATCH BUILDING

8" CONCRETE BLOCK

THRU WALL FLASHING w/
WEEP HOLES @ 24" o.c.

4000 PSI CONCRETE W/ FIBER REINF.
BLACK PIGMENT SELECTED BY OWNER.

#4 BENT BAR
@ 24" o.c.

1'-0" x 2'-0" WIDE
CONCRETE FOOTING w/
(3) #4's CONTINUOUS.

3"
4'

-0
"

4'
-1

0"

3" 3"

8" Ø STEEL PIPE FILL
SOLID W/ CONC.
PAINT SELECTED BY
OWNER.

SLOPE CONCRETE TO DRAIN.

FINISH GRADE

SLOPE CONCRETE
TO DRAIN.

CONCRETE AROUND
PIPE EMBEDMENT

EXPANSION JOINT
MATERIAL

STANLEY LATCH
MODEL NO. 1262

1' 1'

6.
5'

2' CURB CUT

VARIES
FACE OF
CURB

2'

PLAN

6"
2'

6"

6"

1"/1' SLOPE

6"

SECTION

SEE SHEET C3

SPECIAL NOTE:

1.  CONST. 1' RADIUS AT CONCRETE FLUMES

STANDARD STATE APPROVED
HANDICAPPED SIGNAGE INSTALLED
ON A METAL COLUMN AT THE
PROPER HEIGHT REQUIRED.

PROVIDE ADDITIONAL SIGNAGE
BELOW THE HANDICAPPED SIGN AS
REQUIRED PER REGULATIONS.

BOLT SIGNS TO GALVANIZED
 METAL PIPE COLUMN.

6" DIAMETER CONCRETE
FILLED STEEL TUBE PAINTED
YELLOW.

CONCRETE SURROUND
AROUND PIPE COLUMN.

4'
-0

"

7'
-0

" (
M

IN
.)

2'
-0

"

1'-6"
MIN.

BACKGROUND
SYMBOL IN WHITE ON BLUE
SIGN (12"w. x 18"h.) INT'L.
"VAN ACCESSIBLE"

"ACCESSIBLE PARKING ONLY" 
SIGN (12"W X 18" H.) INT'L 
SYMBOL IN WHITE ON BLUE 
BACKGROUND

COMPACTED SUBGRADE

4" CRUSHED STONE

ASPHALT 2'-0" TYP.

NEENAH DETECTABLE 
WARNING PLATES OR EQ.

6"

6'-0" MIN. 10'-0" 6'-0" MIN.

12:1 MAXIMUM12:1 MAXIMUM

TAPER WALK TO FLUSH TAPER WALK TO FLUSH

TURNED DOWN EDGE PARKING LOT

PLAN

SEE PLAN FOR 
CONDITION AT GRADE

DETECTABLE WARNING PLATE NOTES:

1.  REFER TO PLAN FOR 
LOCATIONS AND CONDITION OF 
TACTILE SURFACE.
2.  REFER TO MANUFACTURER'S 
RECOMMENDATIONS FOR 
INSTALLATION.
3.  KEEP WET CONCRETE OFF 
THE TOP SURFACE OF THE 
PLATES AT ALL TIMES.
4.  USE RADIUS PLATE 
SECTIONS FOR CURVES.
5.  COLOR TO BE BRICK RED

SECTION A-A

A
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SCALE: N.T.S.

Z:SITDEV/C8 - DETAILS

C8
DETAILS

BRONZE TAPER THREAD PLUG
WITH COUNTER SUNK HEAD

FLOW 4"

NOTE:
CLEAN-OUT TO BE TYLER
PIPE MODEL 003533 SERIES
OR EQUAL  INSTALLATION
SHALL BE FLUSH WITH
SURROUNDING FLOOR
SURFACES.

FLUSH WITH

FLOOR LINE

FLOW

THIS DETAIL USED FOR 4"
SANITARY LINE RUN BELOW
FIXTURE RACKING. SEE PLANS.

4"

4" 4"

WASTE LINE LENGTH TO SUIT

FLANGE

EXTRA HEAVY DUTY CAST
IRON ADJUSTABLE SCORIATED
SECURED COVER.

CLEANOUT

6"

EAST JORDAN IRON WORKS OF
APPROVED EQUAL

IMPROVED
SURFACE

CRUSHED
STONE
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"L"

"W"
1'-2">14'

1'-0"@14'
"X"

"C"
BARS
CONT.

3" COVER

"D"

1' MIN.

2'

STD. HOOK
3-#5 CONT.

PROPOSED GRADE

#5@12" EW

0.35x "HT"
"B" BARS

2x6 SHEAR
KEY

"A" BARS

3/4" COVER 1.5" COVER
#5@12" EW

TOP OF WALL 4" MIN.
PROPOSED GRADE

SITE RETAINING WALL SCHEDULE

WALL GEOMETRY REINFORCINGRETAINED HEIGHT
"HT"

TO 4'-0"

4'-1" TO 6'-0"

1'-0" 1'-0" 1'-0"

1'-0"

3'-0"

1'-2" 1'-10" 4'-0"

#5@12" #5@12" #5@12"

#5@12"#5@12"#5@12"

W X DL A B C

4" BRICK VENEER
TO MATCH BLDG.
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SCALE: 1" = 20'

Z:SITDEV/C1-EXISTING CONDITIONS

VICINITY MAP
(N.T.S.)

L1
LANDSCAPE

PLAN

GALLATIN, SUMNER CO., TN

PETER WOOCHUL PARK
2 MISSIONARY DRIVE

BRENTWOOD, TN 37027
DEED BOOK 3893 PAGE 22

PARCEL OWNER, ADDRESS,
AND SOURCE OF TITLE

FLOODPLAIN INFORMATION

THE PROPERTY SHOWN HEREON DOES NOT LIE IN A
FLOOD PRONE AREA ACCORDING TO (FIRM) FLOOD

INSURANCE RATE MAP FOR SUMNER COUNTY,
TENNESSEE.  SAID AREA IS SHOWN ON MAP #47165C0314G,

WITH AN EFFECTIVE DATE OF APRIL 17, 2012.

GRAPHIC SCALE: 1" = 20'
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SITE

LANDSCAPE NOTES:

1.   PLANT MATERIALS SHALL CONFORM IN SIZE AND GRADE TO AMERICAN
STANDARDS FOR NURSERY STOCK.  PLANT MATERIALS SHALL BE OF
STANDARD QUALITY TRUE TO NAME AND TYPE, AND FIRST CLASS
REPRESENTATIVES OF THEIR SPECIES OR VARIETY.  PLANTS SHALL BE
CAREFULLY LABELED AND SIZES NOTED.  RIGHT IS RESERVED TO REJECT
PLANTS CONSIDERED AS UNSATISFACTORY.  REJECTED PLANTS SHALL BE
REMOVED FROM SITE.  PLANTS SHOULD NOT BE PRUNED PRIOR TO DELIVERY.
HEADING-BACK PLANTS TO MEET SIZES INDICATED IN DRAWINGS SCHEDULE
WILL NOT BE PERMITTED.

2.   PLANTS & TREES
A.   CONTRACTOR SHALL STAKE THE LOCATION OF EACH TREE AND
SHRUB IN ACCORDANCE WITH THE LOCATIONS SHOWN ON THE
DRAWINGS.  STAKING AND LAYOUT WORK SHALL BE DONE SUFFICIENTLY IN
ADVANCE OF PLANTING OPERATION TO PERMIT  THE LANDSCAPE DESIGNER
TO CHECK, REVISE IF DESIRED, AND APPROVE THE LOCATIONS BEFORE
DIGGING OPERATIONS BEGIN.
B.   EXCAVATE PLANTING BEDS AND POCKETS TO A DEPTH REQUIRED
FOR PLANTINGS.
C.   ANY ROCK OR OTHER UNDERGROUND OBSTRUCTION SHALL BE
REMOVED TO DEPTH NECESSARY TO PERMIT PLANTING ACCORDING TO
THESE SPECIFICATION.
D.   IN GENERAL, CONTRACTOR SHALL THOROUGHLY WATER ALL PLANTED
AREAS AFTER PLANTING AND IN DRY WEATHER USE ENOUGH WATER TO
THOROUGHLY SOAK ALL TREE PITS BEFORE PLANTING.  CONTRACTOR SHALL
MAKE NECESSARY ARRANGEMENTS IN ADVANCE OF START OF THE WORK TO
INSURE THAT AN ADEQUATE SUPPLY OF WATER AND WATERING EQUIPMENT
ARE AVAILABLE WHEN REQUIRED.

3.   MULCHING
A.   MULCH TOP OF ROOT BALL AND SAUCER WITHIN 48 HOURS TO A
MINIMUM DEPTH OF 2" AND TO A DEPTH NOT TO EXCEED 3".
B.   ALL SHADE AND FLOWERING TREES SHALL BE MULCHED WITH THREE
(3) INCHES THICK (SETTLED) AND COVERING AN AREA TWELVE  (12) INCHES
GREATER THAN THE DIAMETER OF PIT.

4.   PLANT MAINTENANCE
A.   MAINTENANCE SHALL BEGIN IMMEDIATELY AFTER EACH PLANT IS
PLANTED AND SHALL CONTINUE FOR 90 DAYS AFTER THE LAST PLANT HAS
BEEN INSTALLED.
B.   ALL PLANTS SHALL BE KEPT IN A GROWING, HEALTHY CONDITION BY
WATERING, PRUNING, SHEARING, SPRAYING, TIGHTENING OF GUYS,
STRAIGHTENING OF PLANTS WHICH LEAN OR SAG, LIFTING PLANTS WHICH
DEVELOP MORE THAN NORMAL SETTLEMENT, WEEDING, AND BY ANY OTHER
NECESSARY OPERATION OF MAINTENANCE.  KEEP ALL PLANTING AREAS FREE
OF WEEDS AND UNDESIRABLE GRASSES.
C.   DURING THE MAINTENANCE PERIOD, PLANTS IN AN UNHEALTHY OR
BADLY IMPAIRED CONDITION, SHALL BE REMOVED AND REPLACED
IMMEDIATELY USING SPECIFIED MATERIAL.

5.   ACCEPTANCE AND GUARANTEE
A.   ANY PLANT REQUIRED UNDER THIS CONTRACT THAT IS DEAD OR
WITHOUT SATISFACTORY GROWTH, AS DETERMINED BY THE LANDSCAPE
ARCHITECT, SHALL BE REMOVED AND REPLACED IN NEXT SPECIFIED PLANTING
SEASON.  ANY REPLACEMENTS SHALL BE PLANTS OF THE SAME KIND AND SIZE
AS SPECIFIED AND REPLANTED IN SAME LOCATION FROM WHICH DEAD PLANT
WAS REMOVED AND SHALL BE REPLACED AT NO ADDITIONAL COST.
B.   ALL PLANT MATERIAL SHALL HAVE A ONE YEAR WARRANTY FOR
REPLACEMENT.

6.   DURING THE BIDDING PROCESS, NO PLANTS MAY BE SUBSTITUTED FOR A
DIFFERENT PLANT.  THE PLAN MUST BE BID AS DRAWN.

7.   THE LANDSCAPE CONTRACTOR SHALL BE REQUIRED TO COME BACK
AFTER ONE YEAR OF ACCEPTANCE OF THE PLANTING  TO REMOVE ANY
STAKES OR GUY WIRES THAT MAY HAVE BEEN USED

8.   ANY DISCREPANCY BETWEEN THE PLANTING PLAN AND THE PLANT
SCHEDULE SHALL BE BROUGHT TO THE ATTENTION OF THE   LANDSCAPE
ARCHITECT AND THE QUANTITIES SHOWN ON THE PLAN SHALL TAKE
PRECEDENCE OVER THE PLANT SCHEDULE.

9.   THE OWNER RESERVES THE RIGHT TO ALTER THE PLANTING PLAN AS
SHOWN IN THE AREA OF THE FOUNDATION.

MULCH: ALL SHRUBS THAT ARE SHOW IN GROUPINGS, SHALL BE MULCHED IN A
PLANT BED WITH SHREDDED HARDWOOD MULCH TO A MINIMUM OF 2" AND NOT
GREATER THAN 3" IN DEPTH.  IN AREAS OF STEEP SLOPES A FINE GRADE
(NEARLY INVISIBLE) PLASTIC NETTING MAY BE USED TO  STABILIZE THE MULCH
BED.

ANNUALS AND PERENNIALS: ANY DESIRED ANNUALS AND PERENNIALS MAY BE
DETERMINED BETWEEN THE PROPERTY OWNER AND THE LANDSCAPE
CONTRACTOR FOR  DESIRED COLOR PALETTE.

GRADE

3" SOIL SAUCER

2" DOUBLE SHREDDED HARDWOOD

SET TREE LEVEL AND PLUMB-STRAIGHTEN
AFTER SETTLEMENT IF REQUIRED. SET TREE

AND/OR REMOVE WIRE BASKET FROM BALL
REMOVE TOP 1/3 OF BURLAP AND CUT ROPE

WITH TOP 1/8 OF ROOT BALL ABOVE FINISHED 

BACKFILL

SUBGRADE

TYPICAL PLANTING DETAIL- EVERGREEN TREES
NOT TO SCALE

DIG A MIN. OF 12' LARGER  

TO REDUCE SETTLEMENT
WELL COMPACTED NATIVE SOIL
NATIVE SOIL BACKFILL

3" MULCH (TYPICAL)

ABOVE EXISTING GRADE.
SET TOP OF BALL 1 1/2"

HAIR ROOTS.
OF THE BALL WITH HANDS TO EXPOSE
THE BALL. ROUGHLY RUB ALL SURFACES
DIRECTIONS AT 6 LOCATIONS AROUND
DEEP WITH KNIFE IN VERTICAL
PLANTS, CUT SOIL/ROOT CLUMP 1/2"
BALL. BEFORE PLANTING CONTAINER
REMOVE BURLAP FROM TOP 1/2 OF

TYPICAL SHRUB PLANTING DETAIL
NOT TO SCALE

 THAN ROOT BALL

MULCH MOUNDED TO 
COVER SIDES OF ROOT 
BALL

TOP OF ROOT BALL 
KEPT FREE OF ALL BUT 
A 1" LAYER OF MULCH.  
DO NOT PILE MULCH OR 
SOIL AGAINST TRUNK.

FINISHED GRADE.

REMOVE ALL BURLAP 
AND WIRE FROM TOP 
1/3 OF ROOTBALL

ROOTBALL EVEN WITH 
OR SLIGHTLY HIGHER 
THAN FINISHED GRADE

DEPTH VARIES, BASED ON 
BASED ON SIZE OF ROOTBALL

DO NOT CUT CENTRAL LEADER

FLARE OF TRUNK VISIBLE 
ABOVE SOIL LINE.

NO MORE THAN 40% CLEAR
TRUNK UNLESS OTHERWISE
SPECIFIED

TYPICAL PLANTING DETAIL- TREES
NOT TO SCALE

THIS SHEET IS FOR LANDSCAPE PURPOSES ONLY

6-8-2015 PER CITY COM. 
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Schedule

Symbol Label Quantity Manufacturer Catalog Number Description Lamp Number
Lamps Filename Lumens Per

Lamp
Light Loss

Factor Wattage

A
4 Lithonia Lighting KSE2 400M R4SC (PULSE) 19" SQUARE ARM-MOUNTED CUTOFF

LUMINAIRE WITH SEGMENTED TYPE
IV SHARP CUTOFF REFLECTOR MEETS
THE 'NIGHTTIME FRIENDLY' CRITERIA

ONE 400 WATT CLEAR ED-28
PULSE START METAL HALIDE,
HORIZONTAL POSITION

1 KSE2_400M_R4SC_(P
ULSE).ies

38000 0.75 456

B
1 Lithonia Lighting KSE2 400M R4SC (PULSE) 19" SQUARE ARM-MOUNTED CUTOFF

LUMINAIRE WITH SEGMENTED TYPE
IV SHARP CUTOFF REFLECTOR MEETS
THE 'NIGHTTIME FRIENDLY' CRITERIA

ONE 400 WATT CLEAR ED-28
PULSE START METAL HALIDE,
HORIZONTAL POSITION

1 KSE2_400M_R4SC_(P
ULSE).ies

38000 0.75 912

Statistics

Description Symbol Avg Max Min Max/Min Avg/Min

Cookout Gallatin
TN 1.8 fc 5.8 fc 0.0 fc N/A N/A

Power Statistics

Description #
Luminaires Total Watts Area Density

Cookout Power
Density

5 2736.0 W 39826.5 ft² 0.1 W/ft²
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Cookout
      Oakwood, GA
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Drawn by: Kyle Poteat
Drawing #: 1
Sales: Dale Golding

File: C:\Users\M&M Signs\My Documents\Cookout - ALL FILES\OakwoodGA\wall signs.ai

Sign to be installed on one (1)  
square steel support with direct 
burial. (TBD) pole thickness

24” wide x 18” deep Pole Skirt

60 SQFT. TOTAL SIGN FRONTAGE

Electric Circuits

Concrete Foundation

FRONT ELEVATION SIDE VIEW

120’’

72’’

96’’
12

0’
’

48
’’

D/F main pylon sign to be internally 
illuminated Channel Letters (36” tall) 
where red background is opaque 
with no light shining through. 

Top Portion of sign faces to be all 
aluminum with routed out spatula 
with acrylic face recessed into the 
aluminum.  The words “Cook Out” 
and “fresh hamburgers” will be 
individual channel letters mounted 
onto the background panel.

Bottom portion/reader board area 
48’’ x  96’’ to be made from .150” 
thick x 2” depth pan formed 
translucent white polycarbonate 
changeable letter background with 
4 lines of 8” black changeable letters

Electrical service and connection to 
be provided by others. 

WHITE PLASTIC FACES FOR LETTERING. SPATULA AND FLAME TO BE
PUSH THROUGH PLASTIC SECOND PAINTED SURFACE

ALUMINUM RETURNS AND BACKS, FINISH TO BE YELLOW. INSIDE OF
LETTERS TO BE WHITE. 
1” WHITE & YELLOW JEWELITE TRIM-CAPS

G.E. BRAND

7

24’’

20’
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Cookout Channel Letters
“Fresh Burgers, BBQ, Hot Dogs, Shakes ”

GLOSS BLACK GLOSS BLACK BLACK
RACEWAY 

2415 RED2051 BLUE??? YELLOW

4

ONE (1) SET OF 13’’ x 39’’ FRESH individual mounted on raceway ONE (1) SET OF 262“ x 20’’ BURGERS, BBQ, HOT DOGS, SHAKES
PLEX FACE CHANNEL LETTERS ON RACEWAY
TOTAL SQUARE FEET = 39.89

1

ALUMINUM RETURNS AND BACKS, FINISH TO BE GLOSS
BLACK. INSIDE OF RETURNS TO BE BAKED ON WHITE
1” GLOSS BLACK JEWELITE TRIM-CAPS

LETTERS WITH SCREWS

RED, BLUE, & YELLOW PLASTIC FACES
G.E.

120 VOLT G.E. POWER SUPPLIES MOUNTED INSIDE OF 

BE GLOSS BLACK

262’’

20
’’

13’’

39’
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4

ALUMINUM RETURNS AND BACKS, FINISH TO BE GLOSS
BLACK. INSIDE OF RETURNS TO BE BAKED ON WHITE
1” GLOSS BLACK JEWELITE TRIM-CAPS

LETTERS WITH SCREWS

RED, BLUE, & YELLOW PLASTIC FACES
G.E.

120 VOLT G.E. POWER SUPPLIES MOUNTED INSIDE OF 

BE GLOSS BLACK

YELLOW RED   RED

   YELLOW

GLOSS BLACK

YELLOW

(FLAME)

2415 RED

(LETTERS)

7328 WHITE

(SPATULA)

FOUR (4) 27’’ x 145‘’  SET OF COOKOUT CHANNEL LETTERS INDIVIDUALLY MOUNTED ON
8‘’ RACEWAY
TOTAL SQUARE FEET = 27.19 

1

Cookout Channel Letters
“Cookout” with �ame & spatula

side view

145’’

27’’



15”

1 ft.

2 ft.

2 ft.

24”
3”

2”

2”

1 ft.

24”

2”

QUANTITY of 1 QUANTITY of 2



52”

16”

Front View
24”

74”

THE BEST COMBO IN (CITY NAME HERE)

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

52”

16”

Front View
24”

74”

THE BEST COMBO IN (CITY NAME HERE)

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Qty 1 Drive-Up Order Boards (26.72 sqft.)

Side View

8.125”

Concrete Footer

16”
12”

2.5” x2.5”x12” pipe
sleeved into 3x3 pipe

8” x 8” x 1/2” aluminum base-plate

anchor bolts/lags

Front View

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

Menu graphics go here

24”

size of poles: 
3” x 3” square

3”

Concrete Footer

48”48”

8”

Cookout  Menu Footer Detail
4’ 42”

from edge of curb to center of menu
for ELECTRICAL STUB placement

4’

42
”42”

4’

Side View of Concrete Pad

Make sure stubs  are straight in line with each other from side

Front View of Concrete Pad

Qty 1 Drive-UP Preview Boards (26.72 sqft.)

Concrete Pad Details for Stubs
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