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STABILIZED CONSTRUCTION ENTRANCE

PLAN

CONSTRUCTION SPECIFICATIONS

PROFILE

6
" 

M
IN

MIN. 50'

MIN. 50' (REF. PLANS)

NOT TO SCALE

STONE SIZE - USE MSHA SIZE NO. 2 (2 1/2" TO 1") OR AASHTO DESIGNATION M43, SIZE NO. 2 (2 1/2" TO  1 1/2"). USE CRUSHED

STONE.

LENGTH - AS EFFECTIVE, BUT NOT LESS THAN 100 FEET.

THICKNESS - NOT LESS THAN SIX (6) INCHES.

WIDTH - NOT LESS THAN FULL WIDTH OF ALL POINTS OF INGRESS OR EGRESS (20' MINIMUM).

WASHING - WHEN NECESSARY, WHEELS SHALL BE CLEANED TO REMOVE SEDIMENT PRIOR TO ENTRANCE ONTO PUBLIC

RIGHT-OF-WAY. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED WITH CRUSHED STONE WHICH DRAINS

INTO AN APPROVED SEDIMENT TRAP OR SEDIMENT BASIN. ALL SEDIMENT SHALL BE PREVENTED FROM ENTERING ANY STORM

DRAIN, DITCH, OR WATERCOURSE THROUGH USE OF SAND BAGS, GRAVEL, BOARDS OR OTHER APPROVED METHODS.

MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR FLOWING OF

SEDIMENT ONTO PUBLIC RIGHT-OF-WAY. THIS MAY REQUIRE PERIODIC TOP DRESSING WITH ADDITIONAL STONE AS CONDITIONS

DEMAND AND REPAIR AND/OR CLEANOUT OF ANY MEASURES USED TO TRAP SEDIMENT.  ALL SEDIMENT SPILLED, DROPPED,

WASHED OR TRACKED ONTO PUBLIC RIGHTS-OF-WAY MUST BE REMOVED IMMEDIATELY.

PROVIDE APPROPRIATE TRANSITION

BETWEEN STABILIZED CONSTRUCTION

ENTRANCE AND PUBLIC RIGHT-OF-WAY

PUBLIC

RIGHT-

OF-WAY

EXISTING

GROUND

PUBLIC

RIGHT-OF-WAY

EXISTING

GROUND

1.

2.

3.

4.

5.

6.

GEOTEXTILE

FABRIC

4"
STEEL POST - 2'-0" DEPTH
WOOD POST  - 3'-0" DEPTH

SILT FENCE DETAIL

COMPACTED FILL

FILTER FABRIC

10' MAX. WITH WIRE

(6' MAX. WITHOUT WIRE)

NOT TO SCALE

FILTER FABRIC

8"

NOTES

WIRE

EXTENSION OF FABRIC

AND WIRE INTO TRENCH

MIDDLE AND VERTICAL WIRES

SHALL BE 12 1/2  GAUGE MIN.

TOP AND

BOTTOM

STRAND

SHALL BE

10 GAUGE MIN.

1)

2)

3)

4)

WIRE SHALL BE A MINIMUM OF 32" IN WIDTH AND SHALL

HAVE A MINIMUM  OF 6 LINE WIRES WITH 12" STAY SPACING.

FILTER FABRIC SHALL BE A MINIMUM OF 36" IN WIDTH

AND SHALL BE  FASTENED ADEQUATELY TO THE WIRE.

STEEL POST SHALL BE 5'-0" IN HEIGHT AND BE OF THE

SELF-FASTENER ANGLE STEEL TYPE.

WOOD POST SHALL BE 6'-0" IN HEIGHT AND 3" IN DIAMETER.

NOTES:

TRACK ALL SLOPES

USE DOZER TRACKS TO CREATE GROOVES

PERPENDICULAR TO THE SLOPE.  GROOVES

WILL CATCH SEED, FERTILIZER, MULCH,

RAINFALL AND DECREASE RUNOFF.

SLOPE

TRACKING DETAIL
NOT TO SCALE

*

MAXIMUM POST SPACING 4 FT.

*
12"

 WATER
FILTERED

 1/4 " WIRE MESH

1'-6"

6"

2'

2
'

2
'

MULTI-DIRECTIONAL FLOW

 SECTION  

NOTE:

1. SEDIMENT CONTROL STONE SHALL BE 3/4" WASHED STONE.

2. WIRE MESH SHALL BE  HARDWARE CLOTH 23 GAUGE MIN. AND SHALL

HAVE  1/4  INCH MESH OPENINGS.

3. TOP OF WIRE MESH SHALL BE A MINIMUM OF ONE FOOT BELOW THE

SHOULDER OR ANY DIVERSION POINT.

4. STEEL POST SHALL BE 5 FT. IN HEIGHT, BE INSTALLED 1.5 FT.  DEEP

MINIMUM, AND BE OF THE SELF-FASTENER  ANGLE STEEL TYPE.

5. WOOD POST SHALL BE 6 FT.  IN HEIGHT, BE INSTALLED TO 1.5 FT.

DEEP MINIMUM, AND BE 3 INCHES IN DIAMETER.

6. POST SPACING SHALL BE  A MAXIMUM OF 4 FT.

AVERAGE BOX

DIMENSION VARIABLE

SEDIMENT
CONTROL
STONE

MULTI-DIRECTIONAL FLOW

 PLAN  

INLET PROTECTION DETAIL

NOT TO SCALE

1.

2.

PIPE
APPROX.

5' - 10'

BASIN OUTLET

FLOW
3:1

TDOT CLASS A-1 RIP-RAP
GEOTEXTILE FABRIC

3:1

3' MIN.

PLAN

SECTION

COURSE

AGGREGATE

(#57 STONE)

NOT TO SCALE

ROCK CHECK DAM DETAIL

PROJ. NO.:               108-048
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1.

2.

3.

4.

5.

6.

NOTES:

INFORMATION SHOWN IN DETAIL IS MINIMUM REQUIRED FOR COMPLIANCE WITH TENNESSEE

GENERAL NPDES PERMIT.

INSTALL SIGN PRIOR TO ANY ON-SITE EARTH DISTURBANCE.

LAMINATE ALL SHEETS, PRIOR TO PLACEMENT ON SIGN.

SIGN TO BE LOCATED AS NEAR THE CONSTRUCTION ENTRANCE AS PRACTICAL.

CONTRACTOR MAY ADD ADDITIONAL SIGNS/ PERMITS AS SPACE WARRANTS.

CONTRACTOR TO ALSO POST SWPPP PLAN SHEETS INSIDE TRAILER AND MARK ANY

REVISIONS MADE DURING CONSTRUCTION.

LEFT SIDE ELEVATION

EXISTING GROUND

2" x 4" x 36" PRESSURE

TREATED WOOD STAKE

2" x 4" x 12' PRESSURE

TREATED WOOD BRACE

(2 REQUIRED)

4" x 4" x 10' PRESSURE

TREATED WOOD POST

2
4

"
1

2
"

2
4

"
3

6
"

4
8

"

4" x 4" x 10' PRESSURE

TREATED WOOD POST

FRONT ELEVATION

4
8

"

CONTRACTOR NOTICE

OF COVERAGE

NOTICE

OF COVERAGE

TDEC ENVIRONMENTAL

FIELD OFFICE

WITH JURISDICTION

NAME

ADDRESS

PHONE #

LOCAL CONTACT:

NAME

COMPANY

TELEPHONE #

CONTRACTOR SIGNED

NOTICE OF INTENT

(GENERAL & SUB-

CONTRACTORS)

NPDES PERMIT SIGN DETAIL

NOT TO SCALE

3
 (

D
)

1. RIP-RAP WILL CONSIST OF HAND-PLACED, CLEAN, NATIVE

LIMESTONE IN A MANNER TO MINIMIZE VOIDS.

LENGTH (MIN. 20')

NOTES:
OUTLET PIPE

TDOT CLASS B RIP-RAP

CONCRETE

2.

HEADWALL

3.

WITH A SURFACE

DEPTH = 30"

(KEY IN 6"-10" AROUND PERIMETER)

GEOTEXTILE FILTER FABRIC

1'-0"

TYP.

WIDTH

INSTALL NON-WOVEN GEOTEXTILE FABRIC UNDERNEATH RIPRAP,

MIRAFI 1120N OR WEBTEC N12 (INSTALL PER MANUFACTURER'S

INSTRUCTIONS).

ALL RIP-RAP AND DIMENSIONS SHALL BE DESIGNED PER THE TDEC 

EROSION AND SEDIMENT CONTROL HANDBOOK LATEST EDITION.

OUTLET PROTECTION TO BE INSTALLED PER THE TDEC

EROSION AND SEDIMENT CONTROL HANDBOOK, LATEST

EDITION.

D

2
 (

D
)

APRON (CONSTRUCT AT
ZERO GRADE)

D=PIPE DIAMETER

PIPE OUTLET

TO WELL
DEFINED CHANNEL

CROSS SECTION

PLAN VIEW

TOLERANCE OF 4"

RIP RAP OUTLET PROTECTION DETAIL 
NOT TO SCALE

MAR. 13, 2014

FMDP RESUB.



DETAILS

1
0
0

 N
O

R
T

H
 M

A
IN

 S
T

R
E

E
T

, 
S

U
IT

E
 F

G
O

O
D

L
E

T
T

S
V

IL
L

E
, 
T

E
N

N
E

S
S

E
E

 3
7
0
7
2

(6
1

5
) 

8
5

5
-2

2
2
0
 (
V

)

(6
1

5
) 

8
5

5
-2

2
2
1
 (
F

)

C-6.1

REV. DATE COMMENT

DATE:

SUBM.:

R
U

D
D

 S
E

E
L

E
Y

 W
A

L
L

IS
, 
L

L
C

1
7
2

0
 W

E
S

T
 E

N
D

 A
V

E
N

U
E

S
U

IT
E

 5
3
0

N
A

S
H

V
IL

L
E

, 
T

E
N

N
E

S
S

E
E

 3
7
2
0
3

P
H

 6
1

5
-7

4
2

-9
9

5
5

  
F

A
X

 6
1

5
-2

3
4
-3

5
0
9

NOT TO SCALE

ASPHALT PAVING DETAIL

NOTE:

MATERIALS AND CONSTRUCTION

PROCEDURES SHALL BE IN

ACCORDANCE WITH THE TDOT

STANDARD SPECIFICATIONS,

SECTION 903.05 FOR AGGREGATE

BASE COURSE MATERIAL; SECTION

903.06 FOR HOT MIX ASPHALT BASE

COURSE; AND SECTION 903.11 FOR

SURFACE COURSE.

FLEXIBLE PAVEMENT RECOMMENDATIONS

ASPHALT PAVEMENT SECTION
THICKNESS (INCHES)

PARKING LOT

DRIVES

PARKING LOT

STALLS

TENNESSEE DEPARTMENT

OF TRANSPORTATION
MATERIALS

X=1-1/2"

Y=2"

Z=8"

(a) COMPACTION DENSITY REQUIREMENTS BY MARSHALL METHOD SECTION 407

SPECIFICATIONS

TACK COAT

PRIME COAT

X
Y

Z

ASPHALTIC CONCRETE

SURFACE COURSE

ASPHALTIC CONCRETE

BINDER COURSE

AGGREGATE

BASE COURSE

SECTION 303 CLASS A,

GRADING D

SECTION 307

GRADING B-M2

SECTION 411,

GRADING E

1/4" SAW CUT
5'-0" O.C. (TYP)

4
"

4
"

4000 PSI CONCRETE @ 28 DAYS
W/ 5% MIN. AIR ENTRAINMENT

6" x 6" -W1.4 x W1.4 WWF

CRUSHED STONE - COMPACTED

TO AT LEAST 95% OF THE MODIFIED
PROCTOR MAXIMUM DRY DENSITY

SUBGRADE - SCARIFIED

AND COMPACTED TO
AT  LEAST 95% OF THE

MODIFIED PROCTOR
MAXIMUM DRY DENSITY

1/2" EXPANSION JOINT
25' OC MAX.

#3 DOWELS

@ 18" OC BUILDING SLAB

#3 DOWELS

@ 18" OC

1/2" EXPANSION

TO BUILDING

SLAB

#4 BAR

CONTINUOUS

4" CRUSHED

STONE BASE (MIN.)

1"R

6"x6", W1.4xW1.4 WWF

COMPACTED

SUBGRADE

TOOLED JOINT

1"

5
 1

/2
"

1
/2

"

6"

4
"

1
2

"

8"

NOTE:

MATERIALS AND

CONSTRUCTION PROCEDURES

SHALL BE IN ACCORDANCE

WITH THE TDOT STANDARD

SPECIFICATIONS, SECTION 501

FOR CONCRETE, AND SECTION

303 FOR BASE COURSE.

SUBGRADE - COMPACT TO AT

LEAST 95% OF STANDARD

PROCTOR MAXIMUM LABORATORY

DRY DENSITY

1" SAW CUT

12'-6" O.C. (TYP)

FILL WITH

SEALANT

1
2

"

12"

THICKENED

EDGE

NOT TO SCALE

HEAVY DUTY CONCRETE PAVEMENT SECTION

1
2

"

12"

#5 @ 24" OC EW OR

6x6-W2.9x W2.9 WWF

6" AGGREGATE BASE

4000 PSI CONCRETE @ 28 DAYS

W 5% MIN. AIR ENTRAINMENT

RIGID

STRUCTURE

SEALANT

1/2" PREMOLDED JOINT FILLER

PROVIDE ISOLATION JOINT WHERE CONCRETE

PAVEMENT ABUTS A RIGID STRUCTURE

NOTE:

CONCRETE
PAVEMENT

ISOLATION JOINT
NOT TO SCALE

CONC PAVEMENT (PER

SEALANT

NOT TO SCALE

(PERPENDICULAR TO TRAFFIC)

1" 2"
12"

3/4" LUBRICATED

SMOOTH BARS

@ 24" OC

STANDARD SECTION)

DOWEL
SLEEVE

AGGREGATE BASE

CONC PAVEMENT
(PER STANDARD

EXPANSION

JOINT
FILLER
MATERIAL

NOT TO SCALE

CONCRETE PAVEMENT & ASPHALT

PAVEMENT CONNECTION

12"

4"

AGGREGATE BASE

CONCRETE 

(PER STANDARD
(PER STANDARD

ASPHALT PAVEMENT

THICKENED
ASPHALT

SUBGRADE - SCARIFIED AND COMPACTED TO AT LEAST
98% OF THE STANDARD PROCTOR MAXIMUM DRY DENSITY

NOT TO SCALE

CONSTRUCTION JOINT

SUBGRADE - SCARIFIED AND COMPACTED

TO AT LEAST 98% OF THE STANDARD
PROCTOR MAXIMUM DRY DENSITY

AGGREGATE BASE

SUBGRADE - SCARIFIED AND COMPACTED

TO AT LEAST 98% OF THE STANDARD
PROCTOR MAXIMUM DRY DENSITY

EDGE

SECTION)

CONTROL JOINT SECTION

(PARALLEL TO TRAFFIC)

#4 BARS, GRADE 40 @ 48" OC

12"

7
"

CONCRETE
4000 PSI

7
'-

0
" 

T
O

 B
O

T
T

O
M

 O
F

L
O

W
E

S
T

 R
E

Q
U

IR
E

D
 S

IG
N

2
'-
4
"

2" x 2" x 3/16" GALVANIZED

STEEL TUBE EXTEND 2'-4"

INTO CONCRETE BASE

PROVIDE  WELDED

WATER TIGHT CAP

STOP SIGN
NOT TO SCALE

R1-1 REFLECTIVE

ALUMINIUM

SECTION)

PAVEMENT

TRASH ENCLOSURE

NOT TO SCALE NOT TO SCALE

PROJ. NO.:               108-048

F
IN

A
L

 M
A

S
T

E
R

 D
E

V
E

L
O

P
M

E
N

T
 P

L
A

N
:

G
A

L
L
A

T
IN

, 
T

E
N

N
E

S
S

E
E

 3
7
0
6
6

R
E

S
T

A
U

R
A

N
T

 /
 R

E
T

A
IL

 D
E

V
E

L
O

P
M

E
N

T

L
O

C
K

 4
 R

O
A

D

SIDEWALK SECTIONINTEGRAL POST CURB AND WALK

NOTES:

1) STOP BARS SHOULD BE PLACED 4 FEET FROM THE NEAREST EDGE OF THE INTERSECTING

TRAVELED WAY.

2) ALL TRAFFIC CONTROL STRIPING SHALL BE WHITE IN COLOR (TWO COATS MINIMUM).

3) APPROVED SLIP RESISTANT EXTERIOR PAINTS ARE:

     PRATT AND LAMBERT TRAFFIC PAINT

     SHERWIN-WILLIAMS PRO-MAR TRAFFIC MARKING PAINT B29 SERIES

     GLIDDEN ROMARK TRAFFIC PAINT

     PPG ZONE AND TRAFFIC MARKING PAINT

     FOY-JOHNSTON TRAFFIC PAINT 9862

2
'-
0
"

2
'-
0
"

5" 5" 5"

5
'-
0
"

1-8" 1-8"

VARIES

7'-11"

1-8" 1-8"

STOP BAR DETAIL
NOT TO SCALENOT TO SCALE

STRAIGHT TRAFFIC ARROW DETAIL

1
'-
6
"

5
'-
0
"

2
'-
0
"

4'-0"5'-0"

NOTES:   1.   ALL WORK PERFORMED BY THE CONTRACTOR SHALL COMPLY WITH

THE PERTINENT PROVISIONS OF THE CITY OF HENDERSONVILLE.

      2.   TRAFFIC ARROWS TO BE PAINTED TRAFFIC WHITE ON SITE. TRAFFIC

ARROWS WITHIN R.O.W. TO BE THERMOPLASTIC.

      3.   CONTRACTOR SHALL REFER TO M.U.T.C.D. AND T.D.O.T. STANDARD
DRAWINGS AND SPECIFICATIONS FOR TRAFFIC ARROWS TO BE
INSTALLED ON STATE RIGHT-OF-WAY.

NOT TO SCALE

POST CURB DETAIL

CURBING TO BE CONSTRUCTED IN 10 FOOT LENGTHS.

EXPANSION JOINTS SHALL BE PROVIDED AT THE ENDS

AND MID-POINT OF RADIUS RETURNS, AT INTERVALS NOT

TO EXCEED 50 FEET, AND AT ANY POINT WHERE THE NEW

CURB ABUTS OTHER CONCRETE STRUCTURES.

EXPANSION JOINT MATERIAL SHALL BE 1
2 INCH PREFORMED

FIBER EXPANSION JOINT MATERIAL.

CONTRACTION JOINTS TO BE 10' O/C.

ALL JOINTS SEALED PER SPEC.

1.

2.

3.

4.

5.

NOTES:

1
8

"

6"

6
"

1"R

5" 1"

ASPHALT

PAVEMENT

1
/4

"
4

"
4

"

4" 12" 4"

CONCRETE

1/4" STL. PLATE W/RAISED, NON-SLIP

PATTERN-ANCHORED TO CONC

W/TWO SCREWS EACH SIDE W/

EXPANSION ANCHORS-SCREWS

TO HAVE ROUND HEADS AND BE

VANDAL PROOF.

SIDEWALK CUT
NOT TO SCALE

CONCRETE PAVEMENT

CONCRETE PAVEMENT

SECTION)

JOINT AT 

NOT TO SCALE

CURB AND GUTTER DETAIL

1
/2

3
  

  
 "

1
4

 1
/2

"

1'-6"

8
"

FINISHED

GRADE

6"

1/2"

18"

6
"

#5 @ 24" O.C. EW

#4 CONT.

1
 1

/2
"

NOTES:

SLOPE ON GUTTER SHOULD BE MINIMUM OF 0.6%.  SLOPE SHALL
PROMOTE POSITIVE DRAINAGE TO DRAINAGE STRUCTURES.  SLOPE
TOWARDS OR AWAY FROM CURB AS REQUIRED. (REVERSE SLOPE

EXPANSION JOINT:  PLACE AT ENDS OF ALL RADII, 5'-0" ON EACH SIDE
OF DRAINAGE STRUCTURES, AND AT 90'-0" MAXIMUM, INTERVALS IN
STRAIGHT CURB AND GUTTER.  PROVIDE #6 x 18" LONG SMOOTH

CONTRACTION JOINT:  PROVIDE 2" DEEP x 1/8" WIDE CONTRACTION
JOINT AT 15'-0" INTERVALS.

REMOVE FORMS AS EARLY AS POSSIBLE.  BRUSH TOP AND FACE OF
CURBS TO REMOVE ALL IMPERFECTIONS.  TYPICAL OF ALL FORM WORK.

ALL RADII SHALL BE TRUE ARCS.

MEDIUM TO LIGHT BROOM FINISH ON ALL EXTERIOR CONCRETE.

1.

2.

3.

6.

7.

8.

WHEN APPLICABLE.) 

STEEL DOWEL BARS WITH 1" DIA. GREASE CAP THROUGH EXPANSION
JOINTS, (3/4" THICK BITUMINOUS FILLER MATERIAL).

2'-6" LONG TIE BAR ON 2'-6" CENTERS SHALL BE PROVIDED WHEN
CURB IS ADJACENT TO P.C.C. PAVEMENT.

4.

PROVIDE (2) #6 x 2'-6" LONG TIE BARS TO CONNECT EXISTING AND
NEW CURB AND GUTTER.

5.

4000 PSI CONCRETE
@ 28 DAYS W/ 4.0-5.5%
MIN. AIR ENTRAINMENT

MAR. 13, 2014

FMDP RESUB.
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REV. DATE COMMENT

DATE:

SUBM.:       

3:1 SLOPE (M
AX.)

24" RCP @ 1.0%

TOP OF POND 
ELEV. = 510.25

5' MIN. WIDTH

GENERAL NOTES

1) CONSTRUCT BERM OF CLEAN SOIL FREE OF
ROOTS, VEGETATION, STUMPS, SOD, OVERSIZED

STONES, ROCK OR OTHER OBJECTIONABLE
MATERIAL. MATERIAL SHOULD CONTAIN

APPROXIMATELY 20% CLAY PARTICLES BY WEIGHT.
SOILS ACCEPTABLE FOR USE IN THE BERM AS

CLASSIFIED BY THE UNIFIED CLASSIFICATION
SYSTEM ARE SC (CLAYEY SAND), GC (CLAYEY

GRAVEL) AND CL (LOW PLASTICITY OR LEAN CLAY).

2) STORM DRAINAGE PIPES PENETRATING DETENTION

POND BERM MUST BE INSTALLED "WATER TIGHT",
USING RUBBER GASKETS GASKET JOINTS IN

ACCORDANCE WITH ASTM C-443 OR ASTM C361.

3) ANTI-SEEP COLLARS SHALL BE SPACED AT A
MINIMUM OF 14 TIMES THE PROJECTION OF THE

COLLAR FROM THE OUTSIDE WALL OF PIPE.
CONNECTION TO THE PIPE SHALL BE WATER TIGHT,

AND A MINIMUM OF 2 FEET FROM A PIPE JOINT.

EXCAVATED CUT-OFF TRENCH
(MINIMUM OF 1 FOOT INTO STABLE

SOIL, AND MINIMUM OF 2 FEET DEEP,
MAX. SIDE SLOPE OF 1:1)

COMPACTED
SUBGRADE

ANTI-SEEP COLLAR (TYP)

P

2P 14P

DETENTION POND

OUTLET STRUCTURE

DETENTION POND BERM DETAIL
NOT TO SCALE

OUTLET STRUCTURE DETAIL
NOT TO SCALE

FRONT ELEVATION

6
"

ELEV. = 508.75

24" Ø RCP CULVERT
IE = 505.07

GRATE FABRICATED FROM
#5 BARS @ 6" O.C.E.W.

WELD EACH BAR AT INTERSECTION

DO NOT WELD THE GRATE
TO THE ANGLES. COAT WITH

BITUMINOUS PAINT OR ASPHALT
COATING

CONT.

1 1/2"x1 1/2"x1/4"
ANGLE

ELEV. = 508.75

24" Ø RCP CULVERT
IE = 505.07

1/2" x 5" HEADED
ANCHORS @ 18" O.C.

GRATE FABRICATED FROM

#5 BARS @ 6" O.C.E.W.

WELD EACH BAR AT INTERSECTION
DO NOT WELD THE GRATE

TO THE ANGLES. COAT WITH
BITUMINOUS PAINT OR ASPHALT

COATING

SIDE ELEVATION

PLAN VIEW

GRATE FABRICATED FROM

#5 BARS @ 6" O.C.E.W.
WELD EACH BAR AT INTERSECTION

DO NOT WELD THE GRATE
TO THE ANGLES. COAT WITH

BITUMINOUS PAINT OR ASPHALT
COATING

CONT. 1 1/2"x1 1/2"x1/4"

ANGLE

1/2" x 5" HEADED
ANCHORS @ 18" O.C.

3"x14" ORIFICE
IE = 507.50

CONT. 1 1/2"x1 12/"x1/4"

ANGLE

6
"

4
8
" 

IN
S

ID
E

 B
O

X

6"48" INSIDE BOX

ELEV. = 505.07

4" Ø ORIFICE
IE = 505.17

24" Ø RCP

CULVERT
IE = 505.07

ELEV. = 505.07

ELEV. = 505.07

15° V-NOTCH
WEIR, IE = 506.50 1

2
"

12" THICK CRUSHED
STONE PAD

CONCRETE = MIN. 4,500 PSI AT 28 DAYS

REINFORCEMENT = MIN. 0.14 SQ. IN./SQ. FT., GRADE 60
BARS

INSTALL LADDER BARS @ 16" O.C.

NOTES
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5" Ø ORIFICE
IE = 505.17

15° V-NOTCH
WEIR, IE = 506.50

4" Ø ORIFICE
IE = 505.17

8' MIN. (REF. SITE PLAN) 8'

5' O
.C.

2
0
'

VAN ACCESSIBLE

PARKING SIGN

CONCRETE

WHEEL STOP

ACCESSIBLE
SYMBOL

NOTES:
1.) ALL ACCESSIBLE STALL PAVEMENT MARKINGS SHALL BE 4" WIDE WHITE STRIPES.

2.) ACCESSIBLE PARKING SPACE SHALL BE 8' MIN. (REF. SITE PLAN)
3.) ACCESSIBLE PARKING AREA SURFACE SHALL NOT EXCEED 2% SLOPE IN ANY DIRECTION.

4.) A SIGN MUST MARK ACCESSIBLE PARKING.  THE SYMBOL ON THE PAVEMENT IS NOT ADEQUATE.

2
'

VAN
ACCESSIBLE

PARKING SIGN

NOT TO SCALE

ACCESSIBLE PARKING STALL (RESTAURANT)

VAN VAN
8' MIN. (REF. SITE PLAN)

ACCESSIBLE
SYMBOL

5'

H.C.

ACCESSIBLE
PARKING SIGN

8' MIN. (REF. SITE PLAN)

8' MIN. (REF. SITE PLAN) 8'

5' O
.C.

2
0
'

VAN ACCESSIBLE

PARKING SIGN

EDGE OF
SIDEWALK/

BACK OF
LANDSCAPE

CURB

FLOWLINE

OF CURB

CONCRETE

WHEEL STOP

ACCESSIBLE
SYMBOL

NOTES:

1.) ALL ACCESSIBLE STALL PAVEMENT MARKINGS SHALL BE 4" WIDE WHITE STRIPES.

2.) WIDTH OF ACCESSIBLE AISLE SHALL BE 8' WIDE.  SEE PLAN FOR LOCATION.
3.) ACCESSIBLE PARKING SPACE SHALL BE 8' MIN. (REF. SITE PLAN)

4.) ACCESSIBLE PARKING AREA SURFACE SHALL NOT EXCEED 2% SLOPE IN ANY DIRECTION.

5.) A SIGN MUST MARK ACCESSIBLE PARKING.  THE SYMBOL ON THE PAVEMENT IS NOT ADEQUATE.

SIDEWALK
FLUSH
WITH
PAVEMENT

2
'

RAMP

VAN
ACCESSIBLE

PARKING SIGN

RAMP

ARMOUR TILE CAST-IN-PLACE
DETECTABLE WARNINGS

(BRICK RED, FEDERAL
COLOR NO. 22144)

NOT TO SCALE

ACCESSIBLE PARKING STALL (RETAIL)

VAN VAN
8' MIN. (REF. SITE PLAN)

6" CURB

NOTE:
REFERENCE SITE
PLAN FOR PARKING
CONFIGURATION.

LINE UP w/END OF
PARKING STALL.

HANDICAP PARKING SPACE
HANDICAP DESIGNATION AT

ARE 2" x 2".
ONLY. GRID BLOCKS
LAYOUT REFERENCE

GRID SHOWN FOR

3
2

"

28"

WHITE PAINTED
HANDICAP SYMBOL

NOT TO SCALE

HANDICAP SYMBOL DETAIL

HANDICAP PARKING SIGN
NOT TO SCALE

NOTES:

SIGNAGE SHALL COMPLY WITH AMERICAN'S WITH
DISABILITIES ACT (A.D.A.) SIGNAGE GUIDELINES.

HC SIGN AND POST BY CONTRACTOR.

SEE SITE PLAN TO DETERMINE IF SIGN IS TO BE INSTALLED
IN A PAVEMENT SECTION OR EARTH.

HANDICAP PARKING SIGNS SHALL BE A MINIMUM OF 60
INCHES ABOVE GRADE TO THE BOTTOM OF THE SIGN
WHERE NO PEDESTRIAN TRAFFIC IS POSSIBLE, SUCH AS
AGAINST BUILDINGS OR IN LANDSCAPED AREAS BEHIND
SIDEWALKS.

HANDICAP PARKING SIGNS SHALL BE A MINIMUM OF 84
INCHES ABOVE GRADE TO THE BOTTOM OF THE SIGN
WHERE PEDESTRIAN TRAFFIC IS POSSIBLE.

PROVIDE A "MAXIMUM PENALTY" SIGN IF REQUIRED BY
LOCAL JURISDICTION,  SIGN SHALL CONFORM TO LOCAL
AUTHORITIES FOR PENALTY AMOUNT AND WORDING.

1.

2.

3.*

4.

5.

6.

ASPHALT PAVING

R
E

F
. 

N
O

T
E

S
 4

 &
 5

2
'-
4
"

2
'-
6
"

2" x 2" x 3/16" GALVANIZED STEEL
TUBE EXTEND 2'-4" INTO CONCRETE

BASE PROVIDE WELDED WATER
TIGHT CAP

18" DIA. CONCRETE

BASE

6"Ø STANDARD PIPE FILLED WITH
CONCRETE, PRIMED AND PAINTED

OSHA YELLOW

3
'-
0
" SMOOTH ROUNDED

MORTAR
CAP PAINTED

WHITE ON BLUE

MAX.

PENALTY

$

RESERVED
PARKING

1'-6" x 1'-0", 16 GAUGE
STEEL OR .080 ALUMINUM,

STD, HANDICAPPED
PARKING SIGN WITH

IDENTIFICATION SYMBOL.

BOLT TO STEEL TUBE
WITH 3/8" CADMIUM PLATED

BOLTS, NUTS AND WASHERS.
VAN

ACCESSIBLE

12"

9
"

1
" 9
"

1
8

"

1
"

MAX. PENALTY
SIGN (9"x12")
WHERE

APPLICABLE
(REF. NOTE 6)

LANDSCAPED AREA

SEE GRADING PLAN
TO DETERMINE
SLOPE OF WALK

SLOPE SIDEWALK HERE. IF NECESSARY,
TO STAY WITHIN DESIRABLE SLOPE
LIMITS (5' LENGTH AT TOP OF RAMP TO
BE 2% MAX. SLOPE IN ANY DIRECTION)

S
LO

P
E

1:12 M
A
X

ADA
ACCESSIBLE

RAMP

SIDEWALK

PAVED AREA

6" TURN
DOWN SIDEWALK

TAPER WITH
SLOPE OF WALK

6" CURB

ARMOR-TILE
CAST-IN-PLACE
DETECTABLE
WARNING SYSTEM
(BRICK RED)

24"

PER PLAN

5'-0" M
IN.

2% MAX

2% MAX

2% MAX

2%

MAX

NOT TO SCALE

PARALLEL ADA RAMP DETAIL

3,000 PSI CONCRETE BITUMINOUS

COMPACTED BASE COURSE

1/2" DIA. STEEL RODS (#4 REBAR)
2'-0" MINIMUM LENGTH

NOTE:

ANCHOR RODS TO TO SLEEVED OR GREASED

THROUGH CONCRETE CURBS TO PERMIT

RELOCATION OF CURBS.

SEAL HOLES
WITH MORTAR

1 1/2" CHAMFER

A

A

A-A

SURFACE

3/4" DIA. HOLE

2 - #3 BARS (5'-8" LONG)

NOT TO SCALE

CONCRETE WHEELSTOP DETAIL

2'-0"
MIN.

6'-0"

1'-0" 1'-0"

4
"

2
"

2
"

2 - #3 BARS
(5'-8" LONG)

3"

4"

10"

WHERE REQUIRED

FLARED HANDICAP RAMP DETAIL
NOT TO SCALE

ALL WORK PERFORMED BY THE CONTRACTOR SHALL COMPLY WITH THE 
PERTINENT PROVISIONS OF THE AMERICANS WITH DISABILITIES ACT.

CROSS SLOPE OF LANDING SHALL NOT EXCEED 1:48.

SURFACE TEXTURE OF THE RAMP SHALL BE STABLE, FIRM AND SLIP
RESISTANT. THE SURFACE SHALL BE COARSE BROOMED FINISH 
TRANSVERSE TO THE SLOPE OF THE RAMP.

NOTES:

5' MIN.6' 6'

1.

2.

3.

1:12 M
AX. 1:

12
 M

AX.

1
:1

2

RAMP

5'x6' MIN.

EXPANSION JOINT

EX
PA

N
SIO

N
 J
O

IN
T EX

PA
N
S
IO

N
 JO

IN
T

B B

A

A

CURB CURB

SECTION B-B

RAMP

6' 6'5' MIN.

1:12
SLOPE

SECTION A-A

RAMP PAVEMENT

4
"

1/2"
EXPANSION
JOINT

MAX SLOPE
1:12 FROM
FACE OF CURB

M
A

X
.

LANDING

(SEE PLAN)

DETECTABLE

WARNING STRIPS (24" MIN. DEPTH)
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G
A

L
L

A

T
I N , T ENN

E
S

E
E

S
C I TY OF

(615) 452-5400

ENGINEERING DIVISION

SCALE: NTS
DWG. # COG-MS-001

CONCRETE CRADLE

1/4 OD CONCRETE

X

W = OD + 2X

FINISHED GRADE
1
:1

 M
A

X 1
:1

 M
A

X

6" MIN.

5'-2"
MAX.

UNDISTURBED EARTH

SLOPE PER
OSHA

COMPACTED BACKFILL OR
SELECT BORROW IN 6
INCH LAYERS AT A
MINIMUM OF 95%
DENSITY COMPACTION

CLASS A CONCRETE

6" MIN.

OD

CONCRETE ENCASEMENT

LESS THAN 12"

12" - 30"

33" - 42"

48" & LARGER

TABLE

PIPE SIZE X

12"

15"

18"

**

** TRENCH WIDTH (W) SHALL BE 3'-0" MAX. WIDTH
   OF TRENCH (W) = 0D + 2X WHERE X IS DISTANCE
   FROM OUTSIDE OF PIPE TO EDGE OF TRENCH.

1
:1

 M
A

X 1
:1

 M
A

X

Y = 0.50 OD FOR RIGID DESIGNED PIPE
Y = 1.00 OD FOR FLEXIBLE DESIGNED PIPE

COMPACTED GRANULAR
BEDDING, CRUSHED
STONE #67

TRENCH BACKFILL
OUT OF ROADWAY

GENERAL NOTES:

1.  CONCRETE FOR CRADLES AND ENCASEMENTS TO HAVE F'c = 3000 PSI
    AT 28 DAYS.

2.  PLACE CONCRETE AGAINST UNDISTURBED EARTH.

3.  FOR CONTINUOUS CONDUIT IN TRENCH CONDITIONS THE WIDTH OF
    TRENCH (W) SHALL BE OD + 2X MAXIMUM.

4.  THE WIDTH OF TRENCH FOR ALL OTHER PIPE DIAMETERS SHALL
    BE ACCORDING TO TABLE.

5.  BACKFILL MATERIAL IN ROADWAY SHALL BE CRUSHED STONE #67
    COMPACTED IN 6" LAYERS FOR THE FULL DEPTH OF THE TRENCH.

6.  BACKFILL AROUND GAS LINES SHALL BE CRUSH AND RUN
    OR APPROVED EQUAL.

G
A

L
L

A

T
I N , T ENN

E
S

E
E

S

C I TY OF

(615) 452-5400

ENGINEERING DIVISION

SCALE: NTS
DWG. # COG-MS-002

ODX X

1
:1

 M
A

X

1
:1

 M
A

X

6" MIN.

UNDISTURBED EARTH

SLOPE PER

OSHA

STANDARD ROAD TRENCH

FINISHED

ROAD GRADE

2" MINIMUM

HOT MIX ASPHALT

GRADE E

TRENCH BACKFILL
FOR STREET CUTS

6" 

6" MINIMUM SURFACE

CUT FROM EDGE OF

TRENCH

COMPACTED GRANULAR

BEDDING, CRUSHED

STONE #67 OR #57.

COMPACTED GRANULAR

BEDDING SHALL NOT

EXCEED MAXIMUM HEIGHT

OF 2 FT BELOW BINDER

MATERIAL

SHALLOW TRENCH CUTS

CALL BEFORE COVERING
(615) 452-5400 X 313

FLOWABLE FILL

CONCRETE

MUST BE APPROVED BY THE QUALITY CONTROL BEFORE FILL.

IF THE TOP OF THE FILL MATERIAL IS LESS THAN 12" FROM THE
EXISTING TOP OF SURFACE, THEN THE FOLLOWING TWO METHODS
MAY BE USED:

1.  COMPACTABLE AGGREGATE (CRUSH AND RUN / PUG): IT IS
    ACCEPTABLE TO FILL THE CUT WITH COMPACTABLE AGGREGATE IN
    LIFTS NO GREATER THAN 6" .

2.  ASPHALT FILL: IT IS ACCEPTABLE TO FILL THE CUT WITH ASPHALT
    IN LIFTS NO GREATER THAN 6".

REVISED: 11/02/07 NAT

1.  FLOWABLE FILL CONCRETE MAY BE USED FOR ENTIRE FILL.

2.  FOR CONTINUOUS CONDUIT IN TRENCH CONDITIONS THE WIDTH
    OF TRENCH (W) SHALL BE OD + 2X MAXIMUM.

3.  THE WIDTH OF TRENCH FOR ALL OTHER PIPE DIAMETERS SHALL
    BE ACCORDING TO TABLE.

4.  BACKFILL AROUND GAS LINES SHALL BE D.G.A. OR APPROVED
    EQUAL.

5.  ALL SURFACE CUTS SHALL BE PARALLEL AND/OR PERPEN-
    DICULAR TO THE TRAVEL LANE OF THE ROAD (+/- 10 DEGREES).
    NO SURFACE CUT SHALL BE LESS THAN 3'-0" IN LENGTH

6.  WHEN NO PLATE IS AVAILABLE FOR A CUT, THE CONTRACTOR
    SHALL CAP THE CUT WITH NO LESS THAN 6" OF COMPACTABLE
    AGGREGATE (CRUSH AND RUN / PUG ).

GENERAL TRENCH CUT NOTESODX

W = OD + 2X

FINISHED GRADE

COMPACTED BACKFILL OR
SELECT BORROW IN 6
INCH LAYERS AT A
MINIMUM OF 95%
DENSITY COMPACTION

XODX

6" MIN.

UNDISTURBED EARTH

SLOPE PER
OSHA

5'-2"
MAX.

FINISHED GRADE

COMPACTED BACKFILL OR
SELECT BORROW IN 6
INCH LAYERS AT A
MINIMUM OF 95%
DENSITY COMPACTION

1
:1

 M
A

X 1
:1

 M
A

X

W = OD + 2X

X

5'-2"
MAX.

X OD

UNDISTURBED EARTHCLASS A CONCRETE

SLOPE PER
OSHA

6" MIN.

LESS THAN 12"

12" - 30"

33" - 42"

48" & LARGER

TABLE

PIPE SIZE X

12"

15"

18"

**

** TRENCH WIDTH (W) SHALL BE 3'-0" MAX. WIDTH
   OF TRENCH (W) = 0D + 2X WHERE X IS DISTANCE
   FROM OUTSIDE OF PIPE TO EDGE OF TRENCH.

PROJ. NO.:               108-048

F
IN

A
L

 M
A

S
T

E
R

 D
E

V
E

L
O

P
M

E
N

T
 P

L
A

N
:

G
A

L
L
A

T
IN

, 
T

E
N

N
E

S
S

E
E

 3
7
0
6
6

R
E

S
T

A
U

R
A

N
T

 /
 R

E
T

A
IL

 D
E

V
E

L
O

P
M

E
N

T

L
O

C
K

 4
 R

O
A

D

MAR. 13, 2014

FMDP RESUB.



DETAILS

1
0
0

 N
O

R
T

H
 M

A
IN

 S
T

R
E

E
T

, 
S

U
IT

E
 F

G
O

O
D

L
E

T
T

S
V

IL
L

E
, 

T
E

N
N

E
S

S
E

E
 3

7
0
7
2

(6
1
5

) 
8

5
5
-2

2
2

0
 (

V
)

(6
1
5

) 
8

5
5
-2

2
2

1
 (

F
)

C-6.4

REV. DATE COMMENT

DATE:

SUBM.:       

R
U

D
D

 S
E

E
L

E
Y

 W
A

L
L

IS
, 
L

L
C

1
7
2

0
 W

E
S

T
 E

N
D

 A
V

E
N

U
E

S
U

IT
E

 5
3
0

N
A

S
H

V
IL

L
E

, 
T

E
N

N
E

S
S

E
E

 3
7
2
0
3

P
H

 6
1

5
-7

4
2

-9
9

5
5

  
F

A
X

 6
1

5
-2

3
4
-3

5
0
9

PROJ. NO.:               108-048

F
IN

A
L

 M
A

S
T

E
R

 D
E

V
E

L
O

P
M

E
N

T
 P

L
A

N
:

G
A

L
L
A

T
IN

, 
T

E
N

N
E

S
S

E
E

 3
7
0
6
6

R
E

S
T

A
U

R
A

N
T

 /
 R

E
T

A
IL

 D
E

V
E

L
O

P
M

E
N

T

L
O

C
K

 4
 R

O
A

D

4" CLASS "A"

CONCRETE (3500 PSI)

1"

4"

4"

4" CRUSHED
STONE BASE

FINISH GRADE

NOT TO SCALE

CLEANOUT

4" PVC SEWER PIPE

12"

FLOW

REDUCER
COUPLING
(AS NEEDED)

SERVICE LINE

APPROPRIATE PIPE
BEDDING MATERIAL

1.  ALL FITTINGS AND LINES TO BE SDR 35 PVC.
2.  WHEN SERVICE LINE FROM MAIN LINE IS 4", ALL FITTINGS AND
     LINES TO BE 4".

TEE WYE (MOLDED)

DOUBLE WYE (MOLDED)

APPROPRIATE PIPE
BEDDING MATERIAL

SERVICE LINE

REDUCER
COUPLING
(AS NEEDED)

FLOW

2-WAY CLEANOUT CONNECTION
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REV C7001-110-272DWG NO.1 OF 1SHEET1:16SCALEDWG SIZE A

3130 VERONA AVE

BUFORD, GA 30518

PHN (770) 932-2443

FAX (770) 932-2490

www.nyloplast-us.com

8 IN DRAIN BASIN QUICK SPEC INSTALLATION DETAIL

TITLE

PROJECT NO./NAME

MATERIAL

DATE

REVISED BY

11-14-06DATE

EBCDRAWN BY

3-14-10

EBC

NYLOPLAST 8" DRAIN BASIN:  2808AG _ _ X

THIS PRINT DISCLOSES SUBJECT MATTER IN WHICH

NYLOPLAST HAS PROPRIETARY RIGHTS.  THE RECEIPT

OR POSSESSION OF THIS PRINT DOES NOT CONFER,

TRANSFER, OR LICENSE THE USE OF THE DESIGN OR

TECHNICAL INFORMATION SHOWN HEREIN

REPRODUCTION OF THIS PRINT OR ANY INFORMATION

CONTAINED HEREIN, OR MANUFACTURE OF ANY

ARTICLE HEREFROM, FOR THE DISCLOSURE TO OTHERS

IS FORBIDDEN, EXCEPT BY SPECIFIC WRITTEN

PERMISSION FROM NYLOPLAST.

1  -  GRATES/SOLID COVER SHALL BE DUCTILE IRON PER ASTM A536 GRADE 70-50-05,

       WITH THE EXCEPTION OF THE BRONZE GRATE.

2  -  CUSTOM DRAIN BASIN TO BE CUSTOM MANUFACTURED ACCORDING TO PLAN DETAILS.

       RISERS ARE NEEDED FOR BASINS OVER 84" DUE TO SHIPPING RESTRICTIONS.

       SEE DRAWING NO. 7001-110-065

3  -  STANDARD DRAIN BASIN HAS FIXED ADAPTER LOCATIONS OF 0° & 180°.

       CUSTOM DRAIN BASIN ADAPTERS CAN BE MOUNTED ON ANY ANGLE 0° TO 360°.

       TO DETERMINE MINIMUM ANGLE BETWEEN ADAPTERS SEE DRAWING NO. 7001-110-012.

4  -  FOR COMPLETE DESIGN DETAILS SEE DRAWING NO. 7001-110-045

5  -  DRAINAGE CONNECTION STUB JOINT TIGHTNESS SHALL CONFORM TO

       ASTM D3212 FOR CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL) &

       PVC SEWER (4" - 24").

(4)

(4)

4" MIN

WATERTIGHT JOINT

(CORRUGATED HDPE SHOWN)

(5)  VARIOUS TYPES OF INLET & OUTLET ADAPTERS AVAILABLE:

4" - 8" FOR CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL,

ADS/HANCOR SINGLE WALL), PVC SEWER (EX: SDR 35), PVC DWV

(EX:  SCH 40), PVC C900/C905, CORRUGATED & RIBBED PVC

THE BACKFILL MATERIAL SHALL BE CRUSHED STONE OR OTHER

GRANULAR MATERIAL MEETING THE REQUIREMENTS OF CLASS II

MATERIAL AS DEFINED IN ASTM D2321.  BEDDING & BACKFILL FOR

SURFACE DRAINAGE INLETS SHALL BE PLACED & COMPACTED

UNIFORMLY IN ACCORDANCE WITH ASTM D2321.

(1)  DUCTILE IRON GRATE

OPTIONAL CONCRETE POUR RING

(FOR USE IN SIDEWALK/DECK APPLICATIONS)

CONCRETE WALKWAY OR DECK

®

©2010 NYLOPLAST
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30

GRAPHIC SCALE 1"=30'

60

GROUND COVER / PERENNIAL PLANTING

NOT TO SCALE

PLAN
SECTION

SEE PLANT

VARIES

SCHEDULE

MIN. 4"

MULCH

PLANTING

SOIL MIX

SUBGRADE LOOSENED

TO 12" DEPTH

CURB

UNDISTURBED SOIL

BACKFILL WITH

GOOD CLEAN TOPSOIL

3" MULCH

BERM TO ENSURE

POSITIVE DRAINAGE

OFF PLANTING BED

ROLL DOWN 

1

3

OF BURLAP ON B&B

SHRUB / GROUND COVER PLANTING

NOT TO SCALE

SPACING VARIES4' MIN. 12" MIN.

MULCH

RING

NOT TO SCALE

2' MIN.

MULCH RING

RADIUS

NO MULCH WITHIN 3" OF

TRUNK.  ROOT FLARE

MUST BE VISIBLE

3"

NOTE:

REMOVE BURLAP FROM

TOP 1/3 OF ROOTBALL.

GRADE AT WHICH TREE

GREW IN NURSERY

3" MULCH

BACKFILL WITH

GOOD CLEAN TOPSOIL

FREE OF ROCKS AND

DEBRIS.

BALLS GREATER THAN 2' IN

DIAMETER SHALL SIT ON MOUND

OF UNDISTURBED SOIL TO

PREVENT SETTLING.  BALLS

SMALLER THAN 2' MAY SIT ON

COMPACTED SOIL MIXTURE.

DECIDUOUS TREE PLANTING

IMPROPERLY PRUNED TREES

WILL BE REJECTED.  DO NOT

CUT CENTRAL LEADER.

DIAMETER OF THE HOLE FOR

BALLS UP TO 2' SHALL BE

TWICE THE DIAMETER OF BALL.

DIAMETER OF HOLE FOR BALLS

2' AND GREATER SHALL BE 2'

LARGER THAN THE DIAMETER

OF THE BALL.

4
"

M
i
n
.

SET TOP OF ROOT BALL 2"

ABOVE ADJACENT FINISH

GRADE.

P L A N T    S C H E D U L E

QTY.  COMMON NAME  BOTANICAL NAME HEIGHT TRUNK  COMMENTS

 CANOPY  TREES

8

 Bosque Elm  Ulmus parvifolia 'Bosque'

12' - 14' 2.5" Cal.

 Strong Central Leader

13

 Red Maple

 Acer rubrum 12' - 14' 2.5" Cal.

 Strong Central Leader

12  Nutall Oak  Quercus nuttallii 12' - 14' 3" Cal.

 Strong Central Leader

33  TOTAL - CANOPY TREES

 EVERGREEN TREES

18  'Green Giant' Arborvitae

 Thuja standishii x plicata 'Green Giant'
8' Min. 2.5" Cal.

 Full to ground, well formed

15
 Nellie R. Stevens Holly

 Ilex x 'Nellie R. Stevens' 6' Min. 2" Cal.

 Full to ground, well formed

33  TOTAL - EVERGREEN TREES

 ORNAMENTAL TREES

8  Redbud  Cercis canadensis 8' - 10' 1.5" Cal.  Well formed

11

 'Souix' Crapemyrtle  Lagerstroemia indica 'Souix'

8' - 10' 2.5" Cal.

 Multi-trunk - (3) 1" canes min.

27

 Yoshino Cherry  Prunus yedoensis

8' - 10' 1.5" Cal.
 Well formed, MATCHED

46  TOTAL - UNDERSTORY TREES

112  TOTAL - ALL TREES

 SHRUBS

43

 'Nigra' Inkberry Holly  Ilex glabra 'Nigra'

18" Min. 3 Gal.

 Full and Heavy

21  'Emerald Green' Arborvitae

 Thuja occidentalis 'Emerald Green'

4' Min.  Well formed

303

 Dwarf Burford Holly

 Ilex cornuta 'Burfordii Nana' 18" Min. 3 Gal.

 Full and Heavy

26

 Otto Luyken  Prunus laurocerasus 'Otto Luyken'

18" Min. 3 Gal.

 Full and Heavy

10  Knockout Rose  Rosa x RADTKO 18" Min. 3 Gal.

 Full and Heavy

21  'Fire Power' Dwarf Nandina  Nandina domestica 'Fire Power' 12" 3 Gal.  Well formed/Full

15

 'Kaleidoscope' Abelia  Abelia grandiflora 'Kaleidoscope'

18" Min. 3 Gal.  Well formed/Full

9

 'Adagio' Miscanthus  Miscanthus sinensis 'Adagio''

30" Min. 5 Gal.

 Full and Heavy

448  TOTAL - SHRUBS

175

 Variegated Lilyturf  Liriope muscarii 'Variegata'

8" 4" Pots  Plant 12" o.c.

160 sf  Seasonal Color  Various annual flowers 8" 4" Pots

 Change flowers each season

22  EXISTING TREES TO REMAIN

3
-
1
2
-
1
4

2101 Masters Drive, Springfield, TN  37172

Ph. (615) 469-1222      Fax (615) 469-1223

EXISTING UNDERSTORY

TREES, CANOPY TREES AND

SHRUBS TO REMAIN.

DETENTION POND

NELLIE R. STEVENS

HOLLY - 3

'GREEN GIANT'

ARBORVITAE - 4

NELLIE R.

STEVENS

HOLLY - 6

'GREEN GIANT'

ARBORVITAE - 6

'GREEN GIANT'

ARBORVITAE - 2

'GREEN GIANT'

ARBORVITAE - 6

YOSHINO

CHERRY - 3

EVERGREEN PLANTING

NO MULCH WITHIN 3"

OF TREE TRUNK.  ROOT

FLAIR MUST BE SHOWN.

NOT TO SCALE

BALLS GREATER THAN 2' IN

DIAMETER SHALL SIT ON MOUND

OF UNDISTURBED SOIL TO

PREVENT SETTLING.  BALLS

SMALLER THAN 2' MAY SIT ON

COMPACTED SOIL MIXTURE.

3" MULCH

ROLL BURLAP DOWN

FROM TOP 1/3 OF

ROOTBALL.

3' SAUCER RING

UNDISTURBED SOIL

BACKFILL WITH GOOD

CLEAN TOPSOIL, FREE

OF DEBRIS AND ROCKS.

THE LANDSCAPE CONTRACTOR SHALL PROVIDE THE OWNER WITH WRITTEN
INSTRUCTIONS ON THE PROPER CARE OF ALL SPECIFIED PLANT MATERIALS PRIOR TO
FINAL PAYMENT.

SEED AND STRAW ALL DISTURBED AREAS.  USE EROSION CONTROL MATTING  ON SLOPES
EXCEEDING 3:1.

ANY SHRUBS PLANTED WITHIN THE SIGHT TRIANGLE MUST BE MAINTAINED AT A
MAXIMUM HEIGHT OF 24".

ALL TREES AND SHRUBS TO BE GRADE "A" QUALITY.  INFERIOR PLANTS WILL BE
REJECTED.  ALL PLANTS MUST MEET OR EXCEED THE SPECIFICATIONS SET FORTH IN
ANSIZ60.1-2004 OR LATEST REVISION.

ALL UNHEALTHY OR DEAD PLANT MATERIAL SHALL BE REPLACED WITHIN ONE YEAR, OR
BY THE NEXT PLANTING PERIOD, WHICHEVER COMES FIRST.  OTHER DEFECTIVE PLANT
MATERIAL SHALL BE REPLACED OR REPAIRED WITHIN THREE (3) MONTHS.

CONTRACTOR TO PROVIDE FULLY AUTOMATIC LANDSCAPE SPRINKLER SYSTEM TO ALL
LANDSCAPE AREAS.  IRRIGATION CONTROLLER TO BE LOCATED INSIDE BUILDING.
IRRIGATION PLAN TO BE PROVIDED PRIOR TO FINAL SUBMITTAL.

ALL FIELD SET, ABOVEGROUND UTILITY BOXES MUST BE SCREENED FROM PUBLIC R.O.W.
ON THREE SIDES (LEAVING DOOR ACCESS OPEN).  SCREENING MUST BE EVERGREEN
PLANT MATERIAL THAT EXCEEDS THE HEIGHT OF THE STRUCTURE TO BE SCREENED BY 6
INCHES.

ANY PRESERVED TREES DAMAGED OR REMOVED DURING CONSTRUCTION MAY HAVE TO
BE REPLANTED PRIOR TO CERTIFICATE OF OCCUPANCY TO FULFILL PERIMETER PLANTING
REQUIREMENTS.

THE LANDSCAPE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UTILITIES AND TAKE
PRECAUTIONS TO PREVENT DAMAGE TO THESE UTILITIES.

THE LANDSCAPE CONTRACTOR SHALL COORDINATE ALL CONSTRUCTION WITH THE
APPROPRIATE UTILITY COMPANIES AND SHALL BE RESPONSIBLE FOR ALL DAMAGE TO
UTILITIES.

ALL PLANTING BEDS OR MULCH BEDS SHALL BE SPRAYED WITH ROUND-UP OR HAND
WEEDED (CONTRACTOR'S OPTION) PRIOR TO THE INSTALLATION OF MULCH.

THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR THE FINE GRADING OF ALL
PLANTING AREAS.  INSURE POSITIVE DRAINAGE OFF LANDSCAPE BERMS.

ALL PLANTING AREAS SHALL BE FERTILIZED WITH 10 lbs./1000 S.F. OF 12-24-12
FERTILIZER.

ALL PLANTING BEDS SHALL HAVE A MINIMUM OF 3" DEPTH OF  MULCH.  NO MULCH WITH
3" OF TREE TRUNK.

THE LANDSCAPE CONTRACTOR SHALL VERIFY ALL MATERIAL QUANTITIES.  IN THE EVENT
OF A DISCREPANCY, THE QUANTITIES SHOWN ON THE PLAN WILL TAKE PRECEDENCE.

9.

10.

11.

12.

13.

14.

15.

1.

2.

3.

4.

5.

6.

7.

8.

LANDSCAPE NOTES:

PROVIDED

33

6

22 EXIST.

TREES:

    MED. EVERGREEN

    SML. UNDERSTORY

    LRG. CANOPY

453 LFTOTAL SOUTH BUFFERYARD - TYPE "40"

BUFFERYARD   CALCULATIONS

REQUIRED

30.2

5.7

5.7

INTERIOR PARKING SPACES:

1 TREE/10 SPACES:

REQUIRED

INTERIOR PARKING AREA:

INTERIOR PLANTING

52,316 S.F.

52,316 x 0.06 = 3,139 S.F.

94

LANDSCAPE CALCULATIONS

SITE AREA: (149,846 SF)  3.44 AC.

TREE PLANTING SPECIFICATIONS

TREE SELECTION SPECIFICATIONS

CANOPY TREES: 12

INTERIOR  PLANTING  AREAS

REQUIRED

7.5%

(11,238SF)

22.5

225

(as required)

YES

YES

PROVIDED

19.9%

(29,745 SF)

23

(12 + 11)

225

223

YES

YES

SITE LANDSCAPING AREA:

(EXCLUDING BUFFERYARDS)

       (SQ. FT.)

SITE TREES: (1/500 SF)

     (Red Maple and Crapemyrtle)

SITE SHRUBS: (50/AC)

     (Buffer/Perimeter Shrubs)

LOADING AREA SCREENING

MECH. EQUIP. SCREENING

PROPOSED: 11,927.F. / 149,846 S.F. = 8.0%

1001

NASHVILLE PIKE

L
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K

 

 

4

 

 

R

O

A

D

PROVIDED

9.4

REQUIREDINTERIOR

PLANTING AREA: 11,927 SF

PROVIDED

3,139 SF

153

153 157

607
307 467

271

311

2211

2275

275

83 89

391

PROVIDED

10

20

YES

TREES:

    CANOPY  TREE

    ORNAMENTAL TREE

SHRUBS:

    EVERGREEN SHRUBS

578 LFTOTAL EAST BUFFERYARD  - 12' WIDE

REQUIRED

9.6

19.3

YES

RED MAPLE - 1

PROVIDED

4

9

YES

TREES:

    CANOPY  TREE

    ORNAMENTAL TREE

SHRUBS:

    EVERGREEN SHRUBS

234 LFNORTH BUFFERYARD  - 20' WIDE

REQUIRED

3.9

7.8

YES

PROVIDED

4

8

YES

TREES:

    CANOPY  TREE

    ORNAMENTAL TREE

SHRUBS:

    EVERGREEN SHRUBS

348 LF

REQUIRED

3.9

7.8

YES

RED MAPLE - 3

'BOSQUE'

ELM - 1

RED MAPLE - 3

RED MAPLE - 2

RED MAPLE - 1

'EMERALD GREEN'

ARBORVITAE - 18

'EMERALD GREEN'

ARBORVITAE - 3

NUTALL OAK - 4

YOSHINO

CHERRY - 9

DWARF BURFORD

HOLLY - 70

YOSHINO CHERRY - 18

(TOTAL ALONG LOCK 4 ROAD)

'ADAGIO'

MISCANTHUS - 3

KNOCKOUT

ROSE - 3

KNOCKOUT

ROSE - 7

DWARF BURFORD

HOLLY - 56

NUTALL

OAK - 4

REDBUD - 8

'NIGRA'

INKBERRY

HOLLY - 28

SEASONAL

COLOR - 35 SF

'KALEIDOSCOPE'

ABELIA - 11

'FIRE POWER'

DWARF NANDINA - 11

OTTO LUYKEN - 2

'ADAGIO'

MISCANTHUS - 3

'SOUIX'

CRAPEMYRTLE - 3

'SOUIX'

CRAPEMYRTLE - 1

'SOUIX'

CRAPEMYRTLE - 1

'SOUIX'

CRAPEMYRTLE - 3

REDBUD - 3

EAST BUFFERYARD

12' WIDE

NORTH BUFFERYARD

20' WIDE

WEST

ALTERNATIVE

BUFFERYARD

15' WIDE

SOUTH

ALTERNATIVE

BUFFERYARD

TYPE "40"

NUTALL

OAK - 5

'BOSQUE'

ELM - 1

'BOSQUE'

ELM - 1

'BOSQUE'

ELM - 1

'BOSQUE'

ELM - 1

'BOSQUE'

ELM - 3

YOSHINO

CHERRY - 4

DWARF BURFORD

HOLLY - 105

NELLIE R.

STEVENS

HOLLY - 6

YOSHINO

CHERRY - 1

RED MAPLE - 1

1506

8' SIMTEK FENCE

SEE DETAILS

SHEET L-1.4

6' SIDEWALK

EASEMENT (OVERLAYS

PROPOSED SIDEWALK)
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LANDSCAPE PLAN

APPROVED WITH PMDP

DWARF BURFORD

HOLLY - 29

RED MAPLE - 1

OTTO LUYKEN - 24

VARIEGATED

LILYTURF - 100

115

41

71

57

78

'NIGRA'

INKBERRY

HOLLY - 11

VARIEGATED

LILYTURF - 45

'ADAGIO'

MISCANTHUS - 3

'SOUIX'

CRAPEMYRTLE - 2

8' SIMTEK FENCE

SEE SHEET L-1.4

FOR DETAILS
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2101 Masters Drive, Springfield, TN  37172

Ph. (615) 469-1222      Fax (615) 469-1223
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ALTERNATIVE BUFFERYARD TYPE "40"

STOP
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ONE-STORY

COMMERCIAL

8,800 S.F.

F.F.E. = 515.75

GENERAL RETAIL

SALES & SERVICES

MEDICAL SERVICES

ONE-STORY

COMMERCIAL
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F.F.E. = 515.50
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Symbol Qty Label Lumens LLF Description

2 A 66000 0.850 WLS-FVR-5-775-NW-PSMH-FG   30' POLE   3' BASE

5 C 66000 0.850 WLS-FVR-3-775-NW-PSMH-FG-GS   30' POLE   3' BASE

1 D 13000 0.800 WLS-WME-S-WW-150-CMH-FG   14' MOUNTING HEIGHT

19 E 5200 0.750 70W WALL SCONCE BY OTHERS

11 F 3200 0.900 WP2CF42 (BY OTHERS)

3 G 2200 0.850 EXTERIOR POST LAMP BY OTHERS

14 H N.A. 0.960 WMA2-27-60-36-BK(BY OTHERS)

WLS10124   RETAIL / RESTAURANT   GALLATIN, TN   PM: HOLLY   PLEASE CALL US FOR PRICING AT 1-800-633-8711

Luminaire Schedule   *** THIS STUDY IS MODELED PHOTOPICALLY ***

Calculation Summary

Label Units Avg Max Min Avg/Min Max/Min PtSpcLr PtSpcTb

10 10

PROPERTY LINE Fc 0.00 0.70 0.00 N.A. N.A. 10 N.A.

OVERALL SUMMARY Fc 3.88 10.2 0.0 N.A. N.A.
Based on the information provided, all dimensions and luminaire locations
shown represent recommended positions.  The engineer and/or architect
must determine applicability of the layout to existing or future field
conditions.

This lighting pattern represents illumination levels calculated from
laboratory data taken under controlled conditions utilizing current
industry standard lamp ratings in accordance with Illuminating
Engineering Society approved methods.  Actual performance of any
manufacturer's luminaire may vary due to variation in electrical voltage,
tolerance in lamps and other variable field conditions.
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AS A RESULT OF THE COLOR OF THE LIGHT SOURCE (5000K, CRI-90+),

THE "SEE-ABILITY" PRODUCED BY THIS LIGHTING SOLUTION WILL

APPEAR AT LEAST 30% BRIGHTER THAN THIS PHOTOPIC MODEL

SUGGESTS.

1 11/11/13 J.P.

2 1/16/14 J.P.

3 2/13/14 J.P.

4 2/24/14 J.P.











































































































































UNIT 1

UNIT 2 UNIT 3

UNIT 4

UNIT 5 UNIT 6

UNIT 7

UNIT 8 UNIT 9

UNIT 10

UNIT 1 UNIT 10

UNIT 10 UNIT 7 UNIT 4 UNIT 1

LONG HOLLOW PIKE MIXED-USE DEVELOPMENT

ONE STORY, MULTI-TENANT BUILDING - PARCELS A & B

GALLATIN, TENNESSEE   MARCH 2014

SIDE ELEVATIONSIDE ELEVATION

FRONT ELEVATION - PARKING SIDE

REAR ELEVATION - FACING STREET



LONG HOLLOW PIKE MIXED-USE DEVELOPMENT

ONE STORY, SINGLE TENANT BUILDING - PARCEL E & RESTAURANT - PARCEL F

GALLATIN, TENNESSEE   MARCH 2014

SIDE ELEVATION

FRONT ELEVATION - PARKING SIDE

REAR ELEVATION - FACING STREET

SIDE ELEVATION

FRONT ELEVATION -

PARKING SIDE

REAR ELEVATION -

FACING STREET



UNIT 2 UNIT 3 UNIT 4 UNIT 5UNIT 1 UNIT 6

ENTRY ENTRY

UNIT 1 UNIT 6

LONG HOLLOW PIKE MIXED-USE DEVELOPMENT

TWO STORY, MULTI-TENANT BUILDING - PARCEL D

GALLATIN, TENNESSEE   MARCH 2014

SIDE ELEVATIONSIDE ELEVATION

FRONT ELEVATION - PARKING SIDE

REAR ELEVATION - FACING STREET



GAS

GAS

GAS

LONG HOLLOW PIKE MIXED-USE DEVELOPMENT

GAS STATION AND FUEL CANOPY - PARCEL G

GALLATIN, TENNESSEE   MARCH 2014

SIDE ELEVATION

SIDE ELEVATION

FRONT ELEVATION -

PARKING SIDE

FRONT ELEVATION

REAR ELEVATION -

FACING STREET



LONG HOLLOW PIKE MIXED-USE DEVELOPMENT

APARTMENT BUILDING - 16 UNITS & CLUB HOUSE BUILDING - PARCEL C

GALLATIN, TENNESSEE   MARCH 2014

SIDE ELEVATION

FRONT ELEVATION - PARKING SIDE

REAR ELEVATION - FACING REAR

SIDE ELEVATION

FRONT ELEVATION -

PARKING SIDE

REAR ELEVATION -

FACING REAR

















MOTORS

CALDWELL ENGINEERING & SURVEYING
POST OFFICE BOX 323  HENDERSONVILLE, TENNESSEE 37077  (615)824-4747
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DC DATE

SCALEJA/DC
2-10-2014

1"=30'

E

DRAWN BY

BYDATENO
REVISIONS

2

1

SANITARY SEWER MANHOLE

POWER POLE

FIRE HYDRANT

GAS LINE

8" SANITARY SEWER

SILT FENCE

LEGEND

LIGHT POLE

TREE

8" SS

3

EX
IS
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EXISTING FENCE

GATE
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EXISTING
 FENCE

GATE
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SITE DATA

MELISSA MATASICK
1135 COMPTON ROAD
MURFREESBORO, TN 37103
ZONING = CS
MAP 126M, GROUP B, PAR 8
PROPERTY ADDRESS=
1033 WOODS FERRY ROAD
GALLATIN, TN 37066

OWNER - 

ACCORDING TO F.I.R.M. MAP 470165C0427G
DATED APRIL 17,2012, NO PORTION OF THIS
PROPERTY LIES WITHIN A FLOOD HAZARD 
AREA. PROPERTY IS LIES IN ZONE (X)

PORTER

    RECORDED IN BOOK 512, PAGE 365

3. TOPO OBTAINED BY EDM, USING RANDOM 

4. CONTOUR INTERVAL - 1'

NOTES:

2. BOUNDARY INFORMATION TAKEN FROM 
    SURVEY BY JOHNSON & DILLEHAY AS

    R.O.S.C., TN.

    SHOTS.

5. BM ELEVATION = 500.00 ASSUMED

1. THIS IS NOT A BOUNDARY SURVEY.

SHULTS
BOOK 1089 PAGE 620

ZONED CS

LIGON
BOOK 304 PAGE 457
ZONED R-06

14009

8' SS

8' SS

8' SS

8' SS

8' SS

8" W

8" W
2" W

G

TEMP BEMCH MARK

TEMP BENCH MARK

ZONED CS

PK NAIL ELEV = 500.00 (ASSUMED)

BOOK 376 PAGE 785
ZONED CS

SETBACK AND YARD LINES

FRONT YARD  = 10 FEET
SIDE YARD  = 10 FEET
REAR YARD  = 20 FEET

MINIMUM SETBACK LINE =  50 FT

6. EXISTING AND PROPOSED USE -
VEHICULAR, CRAFT RELATED EQUIPMENT
SALES, RETAIL AND DELIVERY

7. NO NEW SIGNAGE ON THIS PROJECT

9. PERSON FINANCIALLY RESPONSIBLE FOR THE PROJECT-
MELISSA MATASICK

10. GARBAGE CANS ARE INSIDE EXISTING 25' X 43' BUILDING.

YORK
BOOK 593 PAGE 728

10' SIDE Y/L

10' Y/L

50' B/L

50' B/L

10' Y/L

20
' R

EA
R

 - 
Y/

L

3-12-2014 DC

SET FORTH IN THE CITY OF GALLATIN ZONING ORDINANCE                             

8. ALL CONSTRUCTION AND USE OF THE PROPOSED FACILTY 

SECTION 13.02

TO MEET THE APPLICABLE PERFORMANCE STANDARDS  AS 

14009

29 - 6' WHITE PINE
(5'-0" C-C) SCREENING
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